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Abstract 
 
 
 
Buildings are increasingly expected to be more efficient and sustainable since they are 
essential to energy policies and climate change mitigation efforts. For this reason, it is 
very important to develop new energy models, with special attention to the residential 
sector. The present Thesis aims to justify the selection of the district scale as the optimal 
one to improve the energy performance of the built environment. In this way, 
renewable energy integration may be increased and innovative approaches such as 
demand side management may be carried out through the accurate characterization of 
districts. 
Several applications are shown to evaluate the solar potentials and the energy demands 
for entire regions by using 3D city models. The advantages offered by demand side 
management approaches in buildings and districts are investigated, presenting two 
applications that benefit from dynamic pricing strategies or the participation in reserve 
markets. The drawbacks of most current approaches on a large scale are highlighted, 
and a new tool capable of performing dynamic simulations of whole districts in a user-
friendly and accurate way is presented.  
In addition, a methodology for a proper characterization of districts through 
monitoring is developed, validated, and used for two applications. The first one 
characterizes a district consisting of buildings with a limited use of air-conditioning, 
and the second one evaluates the benefits that could be obtained from the exploitation 
of the synergies between the buildings of a district. As a last contribution of this Thesis, 
a new comprehensive methodology for the characterization and optimization of any 
existing district is proposed. 
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Resumen 
 
 
 
Se espera que los edificios sean cada vez más eficientes y sostenibles, puesto que son 
esenciales para las políticas energéticas y los esfuerzos hacia la mitigación del cambio 
climático. Por esta razón, es muy importante desarrollar nuevos modelos energéticos, 
con especial atención al sector residencial. La presente Tesis parte de que la escala de 
distrito es la óptima para mejorar el comportamiento de la edificación. Además, 
permite aumentar la integración de energías renovables y llevar a cabo planteamientos 
innovadores como la gestión de la demanda a través de una precisa caracterización de 
los distritos. 
Se muestran varias aplicaciones para la evaluación de los potenciales solares y las 
demandas energéticas de regiones enteras, usando modelos 3D de ciudades. Las 
ventajas ofrecidas por los procedimientos de gestión de la demanda en edificios y 
distritos también son investigadas, presentando dos aplicaciones que se benefician de 
estrategias de tarificación dinámica o de la participación en los mercados de reserva. 
Las desventajas de la mayoría de procedimientos actuales a gran escala también son 
destacadas, y se presenta una nueva herramienta capaz de llevar a cabo simulaciones 
dinámicas de distritos completos de forma simple y precisa. 
Además, se desarrolla una metodología para la caracterización apropiada de distritos 
a través de monitorización, validada y empleada en dos aplicaciones. La primera trata 
la caracterización un distrito compuesto por edificios con un uso limitado de la 
climatización, y la segunda la evaluación de los beneficios que podrían obtenerse de la 
explotación de las sinergias entre los edificios de un distrito. Como última contribución 
de la Tesis, se propone una nueva metodología completa para la caracterización y 
optimización de cualquier distrito existente. 
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1. INTRODUCTION 
 
1.1. Energy and buildings: international commitments and gradual strengthening 
of requirements 
Buildings are fundamental to energy policies and climate change mitigation efforts. Nowadays, buildings 
are increasingly expected to be more efficient and sustainable, driven mainly by new legislation. In the case 
of Europe, the European Commission is looking at cost-efficient ways to make the European economy more 
climate-friendly and less energy-consuming [1]. At the end of the year 2014, the European Council agreed 
on a new 2030 Framework built on the 2020 climate and energy package, including EU-wide targets and 
policy objectives for the period between 2020 and 2030 [2]. Looking beyond the short-term, those targets 
would help meeting the more ambitious 2050 Roadmap, designed to achieve even greater emission 
reductions for a more competitive low carbon economy in the long term. 
The targets of the Europe 2020 strategy for climate change and energy, discussed by many studies, are [3]: 
 20% cut in greenhouse gas emissions (from 1990 levels). 
 20% of EU energy from renewables. 
 20% improvement in energy efficiency. 
On the other hand, the 2030 framework for climate and energy sets three key targets for the year 2030 [2]: 
 At least 40% cuts in greenhouse gas emissions (from 1990 levels). 
 At least 27% share for renewable energy. 
 At least 27% improvement in energy efficiency. 
Also, the low-carbon economy 2050 Roadmap [1] suggests that: 
 By 2050, the EU should cut greenhouse gas emissions to 80% below 1990 levels. 
 Milestones to achieve this are 40% emissions cuts by 2030 and 60% by 2040. 
 The low-carbon transition is feasible & affordable. 
 All sectors need to contribute. 
The conclusion of the 2050 roadmap is that the transition to a low-carbon society is feasible and affordable, 
but requires innovation and investments. As the roadmap indicates, all sectors should contribute to a more 
competitive low-carbon economy in the future. Figure 1 shows the final energy consumption by sector in the 
EU. As it can be seen, households represent a quarter of the total final energy consumption. Therefore, it is 
very important to develop new energy models directed at the improvement of the performance of the built 
environment, with emphasis on the residential sector. 
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Figure 1: Final energy consumption by sector, EU-28, 2016. Source: Eurostat. 
Focusing on the residential sector, if we look at the types of end-uses responsible for the final energy 
consumption, we can see in Figure 2 that space conditioning represents a very significant proportion. It 
should be noted that the figure shows the average for the EU, where heating demands are the most 
meaningful. However, there are countries such as Spain where the cooling demands are also significant. 
 
Figure 2: Final energy consumption in the residential sector by type of end-use, EU-28, 2016. Source: 
Eurostat. 
With regards to renewable energy production, which is another of the requirements of the legislation that 
should be met, EU member countries have increased their share of renewables during the past years to meet 
their targets. In Spain, renewable energies represent nowadays a significant portion of the energy demand 
coverage, as can be seen in Figure 3. 
 
Figure 3: Shares of energy demand coverage in Spain, 2017. Source: Red Eléctrica Española. 
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1.2. Background 
1.2.1. The role of cities 
Most of the world’s population lives currently in urban areas. Cities concentrate a large proportion of 
economic development, technological change and resource consumption, intensifying climate change and 
energy security issues. For those reasons, there is a growing need for collective action and innovation in the 
urban environment. Such a collective action would ensure a higher involvement of the citizens, and also of 
the demand side, which would lower the pressure on the generation infrastructure. Promoting the match 
between energy production and energy consumption at small scales such as districts could bring many 
benefits, both economic and environmental. In addition, the high densities of population and high 
consumption of resources that characterize cities present a great potential for the implementation of 
innovative energy models. 
1.2.2. Sustainable urban development 
Sustainable development has been traditionally defined as “development that meets the needs of the present 
without compromising the ability of future generations to meet their own needs”. However, a new agenda 
is needed to ensure that urban areas will become resource-efficient: not only by being sustainable, but also 
by improving the current conditions and enabling policy frameworks that lay the foundations for positive 
social and environmental change. Smart Grids play a crucial role in this regard. The ongoing progress that 
we are facing towards unsustainability can only be mitigated by changing our way of thinking, modifying 
the normative, promoting education and developing new energy models. The following lines have been 
inspired by recent research sources and the interesting charter included in [4]. 
The increase of urban population is approximately exponential, and probably around the middle of this 
century more than 70% of people will live in cities. The unsustainability and deterioration of the quality of 
life in most cities of the world calls for a thorough regeneration of the energy systems at all scales. The 
proposed solutions should pay attention to new urban developments, but more importantly, they should 
look into solutions for the systems that already exist, which are the cause of the ongoing deterioration.  
The profound impact that we are exerting on the earth’s ecosystems obliges us to change our way of 
behaving. Cities are extremely complex urban ecosystems due to their mixed uses and functions, and the 
only way to approach this complexity is to develop models that simplify the reality and allow us to 
concentrate the efforts and apply multidisciplinary perspectives. The principles for urban development 
given in [4] lay out the general guidelines that should be followed in cities. They summarize the keys for 
urban regeneration, and allow obtaining a systemic equilibrium that guarantees the challenges that we are 
facing. These proposed requirements for the regeneration of existing urban developments include: 
-To maximize the efficiency of the collected energy, Smart Grids will be implemented through the 
use of Information and Communication Technologies (ICT), which will be decentralized in high 
density urban areas that consume most of the on-site generated energy. 
-To create a decentralized, efficient, clean and renewable energy system is the main issue. This 
decentralization reduces the vulnerability of the system and increases energy efficiency. Therefore, 
self-sufficiency is preferred over dependency. 
-To encourage the maximization of energy self-sufficiency in buildings by taking advantage of the 
PV solar potential. 
-The use of intelligent systems to enhance efficiency and reduce the consumption of resources will 
be promoted. 
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From the point of view of the present Thesis, several scales have to be distinguished in the urban 
environment in order to analyze alternatives that contribute to a sustainable urban development when 
focusing in buildings. The reason is that each scale approaches this mitigation from a different angle. Of 
course, the behavior of a single building is important, both for its occupants and the whole energy system. 
However, the present work will emphasize the even greater importance of considering larger scales, which 
allow for a more widespread use of energy-efficient systems and integration of renewable energies, taking 
advantage of the potential synergies between different buildings. The proposed scales are depicted in Figure 
4. Each scale entails different assumptions, levels of detail and potential approaches.  
 
Figure 4: Urban scales proposed in the present Thesis. 
1.2.3. Smart cities 
The term “Smart City” has been widely used in recent years, but there is no clear definition yet. In [5], several 
qualitative definitions of the "smart city" concept are considered. Even though every city has different 
characteristics, a set of core technical energy measures towards a sustainable supply and use of energy can 
be identified. and there are three main characteristics that seem to be common [6]: friendliness towards the 
environment, use of ICT as a tool for smart management and ultimate goal of sustainable development.  
1.2.3.1. Electricity generation from renewable sources in the urban environment  
Traditionally, renewable energies have been implemented away from cities, in facilities such as wind farms, 
hydropower plants or solar field installations. However, they could (and should) also be integrated in the 
urban environment. The deployment of PV modules on the rooftops of buildings for instance is an interesting 
way to generate local electricity, substituting partially or even totally the electricity taken from the grid. 
Nevertheless, the microclimatic or morphologic conditions of cities should be carefully considered, since for 
instance wind might have poor characteristics for the implementation of micro-turbines or the solar access 
might be hampered by mutual shading between buildings in high-density cities. Therefore, a proper 
assessment of the suitability of renewable energy implementations in cities is paramount for their 
deployment, considering also the economics involved. 
1.2.3.2. Development of smart grids  
The increase of electricity generated in the urban environment thanks to the implementation of renewable 
energies or micro-CHP technologies, together with requirements related to energy security, requires the 
adaptation of the current power grids for an optimal management: smart grids. Several deployment 
programs and demonstration projects of smart grids are already available, and others are currently under 
way. 
In general terms, a smart grid is an evolution of the existing electricity grid with additional intelligent 
monitoring, control and communication systems, maximizing the efficiency of the grid, empowering 
consumers and providing flexibility by relying on information coming from all participants. The European 
Smartgrids Technology Platform, substituted since July 2016 by the European Technology and Innovation 
Platform Smart Networks for Energy Transition, defined Smart grids as “electricity networks that can 
 
 
 
  INTRODUCTION 
 
5 
 
intelligently integrate the behavior and actions of all users connected to it - generators, consumers and those 
that do both – in order to efficiently deliver sustainable, economic and secure electricity supplies”. 
 
Figure 5: Devised evolution of the electricity grids. Source: IEEE. 
One of the main capabilities of a smart grid is that it encourages local renewable electricity production, which 
is becoming increasingly important. However, a smart grid not only encourages local Renewable Energy 
Sources (RES) electricity production, but also offers energy storage, Demand Response (DR) opportunities 
and grid balancing. The main benefits associated with smart grids include: 
 An increased integration of RES. 
 Reduction of the environmental impacts. 
 Simpler connections between technologies and generators of all sizes. 
 Allowing customers to play an important role regarding the operation of the system. 
 Consumers are more informed about the different alternatives of energy supply. 
 More efficient transmission of electricity. 
 Quicker restorations of the grid after perturbances. 
 Reduced peaks and improved security and quality of supply. 
The smart grid concept and all the potentially involved participants, from generators to smart appliances, 
are depicted in Figure 6. 
 
Figure 6: Smart Grid concept [7]. 
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On the other hand, in [8] the following capabilities are considered essential for the implementation of smart 
grids: 
 To enable the massive deployment and efficient use of distributed energy resources, including 
renewable energy sources and energy storage systems;  
 To enhance the efficiency, resilience and sustainability of an electric grid by incorporating real-time 
distributed intelligence enabling automated protection, optimization and control functions; 
 To allow the interaction of consumers with energy management systems to enable demand-
response and load shaping functionalities; 
 To enable real-time, scalable situational awareness of grid status and operations through the 
deployment of advanced metering and monitoring systems; 
 To support the electrification of transportation systems by facilitating the deployment of plug-in 
electric vehicles and their use as mobile energy resources. 
Despite all its advantages, there are still some barriers which need to be overcome for a large-scale 
implementation of smart grids, the most important of which are regulatory uncertainty, complexity of the 
technology and lack of experience, since the operation under real conditions is still under study. In addition, 
there are many different designs of distributed systems, which makes it difficult to have standardized 
products. 
There is an important issue that should be borne in mind: the evolution of the Smart Grid concept to that of 
“Smart Energy Networks” or “Smart Energy Systems”, which do not only integrate the electricity grid but 
also every source of energy that is available, with different management methods. The purpose is to combine 
the knowledge of both worlds (thermal and electrical), frequently distinguished, and see the energy system 
as a whole. In particular, cogeneration systems in Smart Energy Networks may be a promising solution to 
supply energy in an effective way. The existing infrastructure should therefore be modified so as to satisfy 
this new broader concept beyond the limitations of a merely electrical vision. Due to its more widespread 
use, this Thesis will still refer to smart grids from now on, but bearing in mind that thermal energy will be 
also considered. 
Smart grids are a key factor in future urban developments, composed of the following main elements: energy 
generation, renewable energy systems, transmission, distribution and grid operation, communication 
systems, energy storage and energy demands. So as to provide with a general overview, some of these 
elements will be briefly discussed in the following subsections.  
1.2.4. Information and communication technologies 
The measures that were previously suggested for their implementation in the built environment could be 
managed in an effective way by using Information and Communication Technologies. Although ICT are not 
a measure in itself, they could be a useful tool. In addition, ICT could help raising the awareness on climate 
change problems and informing private citizens and businesses about their contributions to GHG emissions, 
making them more active on reducing their energy needs and helping to integrate different sectors to reduce 
the energy demands [6]. 
The cornerstone of Smart Grids is to employ ICTs to gather and act on information of both generators and 
consumers in an automated way, interacting via a communication infrastructure. The communication 
infrastructure needed in smart grids consists of a set of different communication technologies, networks and 
protocols that support the connectivity amongst devices or grid sub-systems and enable the distribution of 
information within the power system, requiring scalability, timeliness and security [8] . This infrastructure 
may make smart grids more reliable, efficient, economical and sustainable for the electricity distribution and 
production. 
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There are different fields of communications within Smart Grids: smart metering, sensors, actuators, 
building automation, substation automation, power line networking, Home Area Network standards, 
application-level energy management systems, inter-control and interoperability center communications, 
cyber security, electric vehicles, and control systems [9] among them. Nowadays, many technologies exist to 
allow communications within the smart grid framework, including: cellular network, wireless 
communications, ZigBee, Ethernet or power line communications, each of which has a specific usage in a 
network. However, communication infrastructures require more than just a media and a standard to 
communicate: they also require protocols to transmit the data reliably. There are many different protocols 
for smart grid communication, some of which achieve the same tasks through different means since many 
different utilities, engineering and telecom governing bodies produce their own standards [10]. In the case 
of home or neighborhood-level communications, the best methods would be wireless. Among the different 
possibilities, one of the planned communication standards to be used for the home is Zigbee, which has the 
advantage of being low power and providing reasonable ranges for the communication between different 
devices in the home [9]. 
Figure 7 illustrates a general architecture for smart grid communication infrastructures. The electricity is 
distributed between the generators and the end-users with the use of bi-directional information, increasing 
system reliability. Smart metering provides real-time energy consumption, and the networks’ operation 
centers can retrieve the power usage data to optimize the electricity generation and distribution. 
 
Figure 7: General architecture of Smart Grid communications [9]. 
1.2.5. Energy storage 
One of the major challenges associated with distributed generation, smart grids and renewable energies in 
particular, is that they fluctuate with weather conditions, so storage needs to be used for mitigating their 
variability. Energy storage devices will be one of the keys of success for smart grids, and they will be needed 
to store excess electricity during hours, days, or even weeks. 
The opportunities for storage are growing as a result of the increasing use of RES, the maturity of the 
technology, commercial availability, awareness of their benefits, and increasing support from regulators. 
Depending on the technology, some of them will supply energy during short periods, while others could 
last longer. Energy storage technologies fall into five different categories: mechanical, electrochemical, 
chemical, electrical, and thermal. Among those, electrical and mainly thermal storage (water tanks or 
structural thermal energy storage in buildings) will be considered in the present Thesis. 
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According to [11], structural thermal energy storage intends to activate the thermal mass so as to increase its 
use on top of its passive behavior to store energy, allowing an interesting potential in a smart grid context 
where moving loads contributes to increasing flexibility for the grid through demand response approaches. 
The previous study also claims that since this approach is exploiting the mass of a material that has been 
built for another purpose, it does not require additional investment in storage devices. 
Previous studies on this subject have mainly focused on discussing the requirements to use the thermal mass 
for flexibility purposes, their benefits and limitations in terms of energy consumption savings during grid 
peaks [11]. In addition, the existing literature has shown that preheating or precooling strategies may achieve 
great benefits given the right conditions [12–17]. These preheating and precooling strategies are further 
discussed in Annex D. 
1.2.6. Demand side Management and Demand Response 
The last link in the energy chain is, obviously, its use. In contrast to the past, when energy suppliers used 
costly backup reserves, consumers will be very important in future energy concepts. Energy is consumed in 
four main sectors: industrial, transportation, commercial and residential. Among those, buildings are 
responsible for the most significant portion globally – more than transportation or industry. Consumers in 
smart grids will be able to purchase electricity depending on different signals, adapting their behavior in 
accordance with their own needs, the state of the grid and the market prices. Building users will also play a 
vital role in establishing realistic consumption forecasts, since they are familiar with the processes in the 
buildings. 
Equipped with automations, buildings may turn into “smart buildings” and be used to balance the 
generation and demand of energy thanks to two increasingly important approaches: Demand Side 
Management (DSM) and, similarly, Demand Response. The distinction between them is addressed in Annex 
C. The balance can be achieved through very different perspectives, such as shifting the time of use of 
appliances or using the thermal storage capacity of the buildings themselves. From the point of view of the 
author of this Thesis, considering these relatively novel approaches together with other traditional energy-
efficiency improvement strategies will be a decisive step in order to attain the objectives set in recent 
standards. 
1.3. From NZEB to NZED 
1.3.1. Nearly Zero Energy Buildings (NZEB) 
The concept of NZEBs has become very important during the past years, particularly after the release of the 
European Energy Performance of Buildings Directive (EPBD) Recast, which required all new buildings (and 
existing buildings undergoing major renovations) to be NZEB by 31st December 2020 (31st December 2018 
for public buildings).  According to the EPBD, the definition of a NZEB is “a building that has a very high 
energy performance and the nearly zero or very low amount of energy required should be covered to a very 
significant extent by energy from renewable sources, including energy from renewable sources produced 
on-site or nearby”. Even though the EPBD does not stipulate a specific procedure to implement NZEBs due 
to the great variety of buildings and climates that may be found in the built environment across Europe, it 
provides some clues for their implementation, such as the use of renewable sources or the use of district 
heating and cooling. 
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1.3.2. Nearly Zero Energy Districts (NZED) 
According to [18], net zero energy communities are the next frontier in energy efficiency and sustainability, 
paving the way for the development of future smart cities and playing a key role in fulfilling the EU’s 
ambitious targets. The previous study also claims that these communities should be places of advanced 
social progress, environmental regeneration and engines of economic growth. In addition, [19] states that 
opportunities for future growth will be created by innovating the built environment to zero, minimizing the 
energy consumption, eradicating energy poverty and mitigating the urban heat island and climate change. 
The term NZED originates from NZEB, which is more popular. The idea of Nearly Zero Energy Districts is 
similar to that of NZEBs, but applied to clusters of buildings. Therefore, NZEDs, designed to maximize 
energy efficiency and the use of renewable energies at a district scale, are able to provide cost savings, bring 
environmental and economic benefits and achieve nearly zero energy by sharing infrastructure and 
resources. A Nearly Zero Energy District is an example of sustainable development, based on a holistic 
integrated approach. It is not just a fancy name used to describe a building with solar panels, but a new 
lifestyle that changes many details of a community, increases the energy awareness of its occupants and 
paves the way for the development of the future smart cities. In general, it is agreed that if a community is 
wasting energy or relying on fossil fuels, turning one of its buildings into a NZEB is almost meaningless. If 
an entire community is net-zero, that’s more valuable, even if its individual buildings are not [20]. Therefore, 
the concept of NZED is becoming increasingly more important.  
Instead of focusing on individual buildings, better results in energy savings may be achieved with integrated 
systems at a district level. However, even though the focus is not on individual buildings, the approaches 
should not rely on having highly efficient energy systems but poorly efficient buildings: they should consider 
a compromise solution. NZEDs will not be achieved without driving down the energy demand of the 
individual buildings, but not every building will be necessarily net-zero. NZEDs also support the energy 
efficiency in both new and existing buildings. If the district is new, this means that many design decisions 
have to be evaluated, including locations, orientations, and so on. If the district already exists, those 
parameters cannot be changed. 
Even though there are some real examples of NZEBs that show that they are feasible, there are only a few 
cases that demonstrate the NZE concept at district level. An overview of existing models and approaches for 
sustainable development in districts is shown in [21], claiming that their review indicates limited literature 
in district experiences, lack of informative support for district evaluation and limitations of tools for 
individual buildings neglecting phenomena on urban agglomerations. The state of the art review given in 
[22] also revealed that several challenges exist in the initial stages of energy performance assessments of 
districts. 
In Figure 8, a representation of the pillars of a NZED as considered in the present Thesis is shown. 
 
Figure 8: Pillars of a NZED considered in the present work. 
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First, the energy needs of the district have to be considered. This includes energy consumptions of buildings 
such as household electricity consumptions, Domestic Hot Water (DHW) and air-conditioning (heating and 
cooling), but also other district consumptions such as transport that are out of the scope of the present work. 
Also, energy production has to be taken into account, with an emphasis on renewable energies in the present 
work. Last of all, energy storage plays a very important role, since it allows a more efficient integration of 
renewable energies. 
1.4. Smart cities within the H2020 programme 
The Horizon 2020 programme is one of the major pillars of research and innovation initiatives in Europe. 
Among the calls for proposals available during the past years, we can find the topic “Smart Cities and 
Communities”. Here we may identify specific challenges such as “to demonstrate solutions at district scale 
integrating smart homes and buildings, smart grids, energy storage, electric vehicles and smart charging 
infrastructures as well as latest generation ICT platforms, accompanied by energy efficiency measures and 
the use of very high shares of renewables at the level of districts”. More specifically, the European 
Commission considers essential that the proposals in this case should: 
 Integrate smart buildings to form a smart district with increased synergies and eventually increased 
efficiency and decreased costs.  
 Consider the importance of a smart management of the different energy systems at district level and 
going far beyond classical electricity grids management only (e.g. smart solutions for storage 
including the intelligent use of the thermal mass of buildings that exploit synergies between these 
urban grids in order to increase efficiency and reduce energy costs). 
 Incorporate renewable energy sources maximizing the use of local resources (including waste heat, 
electricity and/or heat storage) and high shares of self-consumption. 
Within the scope of the most recent call in this respect [23], we may also find that integrated innovative 
solutions for positive energy districts will be developed and tested, considering the interaction and 
integration between buildings. Among the expected impacts of the proposals, we may find the contribution 
to meeting EU climate mitigation goals, increasing the share of renewable energies, leading the way towards 
wide scale roll out of positive energy districts, improved energy efficiency and district level optimized self-
consumption. All these topics will be addressed in the present Thesis. 
1.5. Reasons for choosing the district scale 
As seen in the previous section, current efforts are directed at demonstrating solutions at the district scale. In 
order to achieve NZE in the built environment, several issues have to be considered. According to the 
International Energy Agency, the appropriate planning level to achieve a successful urban energy and 
climate change policy is at the neighborhood or district level. Besides, [24] claims that recent studies expose 
the need to explore energy efficiency solutions for buildings at the neighborhood scale (block to city district), 
since it is a scale large enough to identify patterns of energy consumption and supply beyond the boundaries 
of the single building, but small enough to address concrete solutions. Contrary to single demonstration 
buildings, the aim of neighborhood scale energy plans must be to find an economically optimized solution 
for the whole neighborhood rather than the latest technical solution for a few showcase buildings, otherwise 
a comprehensive implementation would not be achievable [25].  
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On a district scale, the NZED status is obviously easier to achieve in new communities. Renovating an 
existing neighborhood is more intricate, since some opportunities to increase the energy efficiency are no 
longer available (building orientation, thermal envelope,…). Until now, achieving NZE in an existing 
building meant to maximize its energy efficiency and use on-site energy. However, achieving NZE on a large 
scale needs looking beyond individual buildings for several causes that justify extending the scope of action. 
Therefore, there are various reasons why the district scale should be chosen instead of considering individual 
buildings: 
1) Depending on the characteristics of each individual building, some might be able to achieve NZE 
but some may not. Widening the scale solves this issue, allowing the compensation between 
prosumers (consumers that also produce energy). In addition, NZED are a better approach for 
buildings that have more than a few stories.  One of the reasons for this is that a NZEB is easier to 
achieve in low-rise buildings or low-density sites due to better solar access and more space available 
for the installation of PV modules, which is the most frequent way to generate their own energy. 
2) NZED are able to use approaches that are not available for individual buildings, such as energy 
recovery, energy sharing or district heating/cooling systems. District energy systems require less 
fuel to operate than individual systems, using underground pipes with hot or chilled water 
delivered to the buildings of a district. They are able to exploit the load diversities in ways that are 
impractical for individual buildings. Also, the capacity of a district heating/cooling system may be 
smaller than the sum of the capacities of the individual buildings. 
3) Using larger scales and perimeters allows to use not only the energy produced by the buildings 
themselves, but also in power generation systems located in their surroundings. This could 
correspond to the consideration of “nearby” produced energy of the new EPBD in ISO 52000-1. In 
particular, public spaces, streets or parking areas could be used. 
4) Considering energy systems that contain many buildings offers also the possibility of sharing the 
energy between them and taking advantage of load diversities. For example, residential buildings 
are mainly used during the last hours of the day and during the night, while commercial or office 
buildings operate during the day. This would eventually allow one single energy system to supply 
both types instead of using two of them, with the consequent higher installed capacity, costs and 
energy use. In addition, there is also a possibility of sharing energy, for example using cooling waste 
heat for DHW use in dwellings [20].  
5) Self-sufficiency could also be enhanced on larger scales. For example, the results in [26] indicate a 
shift in the economically optimal level of electrical self-sufficiency with scale, which in single-family 
houses means from around 30% at the individual building level to almost 100% in districts of 1000 
single-family households. 
6) The costs of a NZEB are usually high and paid by the users, while NZED could be funded by 
investors, energy services providers or even governments who seek sustainability. Approaching 
zero energy at a district scale creates opportunities for new business models, financing and utility 
incentive programs [27]. 
7) Many energy systems are more efficient and reliable in large sizes, such as Combined Heat and 
power (CHP), large boilers, chillers or other innovative technologies.  The operation and 
maintenance is also easier. They are also able to achieve more cost-efficient solutions, since benefits 
can be obtained from economies of scale. For instance, the study in [28] is aimed at comparing the 
long-term system cost of three heat supply options: “individual”, “on-site” and “large heat 
network”. Their results showed that the large heat network option had the lowest system cost, 
whereas in most cases the individual option had the highest system cost. 
8) Finally, many demand side management opportunities arise from the consideration of larger scales 
by taking advantage of the synergies between buildings, with approaches such as dynamic pricing 
or the participation in reserve markets with clusters of buildings. The aggregation of the loads at 
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district level and their control enables the creation of new revenue streams related to ancillary 
services, for example peak demand reduction, load shifting or frequency regulation [27]. This will 
be discussed in detail in Chapter 3, including two applications. 
9) Considering the district scale allows to utilize public spaces as a means to increase energy efficiency 
by implementing techniques that allow to improve the microclimate around the buildings, reducing 
their energy needs.  
10) The number of degrees of freedom is increased, so there are more possibilities to reach the final 
objective of achieving energy-efficient districts. 
1.6. Road-map for an optimal design, sizing and operation of NZED 
In this section, a summary of the stages that should be followed for achieving NZED will be presented. From 
the point of view of the author of this Thesis, these are the key issues that are currently encountered when 
performing large scale analyses for a proper optimization of districts. 
1.6.1. Preliminary analysis of the district 
Aim: To gather information about the district and all the resources at hand. 
Requirements: Location, climate, building use, geometry and construction, energy requirements and their 
variation. 
Problem: Too many buildings, uncertainties related to the requirements. 
1.6.2. Conceptual design and optimization of the technologies to be implemented at the district 
scale 
Aim: To develop a procedure for the evaluation of different alternatives based on cost-benefit analyses, 
including solutions that affect energy demand reduction, the improvement of the HVAC  installations or the 
implementation of new systems. 
Requirements: Estimation of the energy demands in the initial situation of the district at least on an hourly 
basis and during a whole year, using a reference weather file. Tools for modelling and simulating energy 
production installations to satisfy the energy demands. 
Problem: Too many buildings. Uncertainties regarding the electricity, heating and cooling demands. In the 
optimization of renewable systems (solar for instance), there is an additional problem due to the complexity 
of mutual shading on a large scale. 
1.6.3. Design development and final sizing of the optimal solution 
Aim: Final dimensioning of the elements that compose the optimal alternative chosen during the previous 
stage, and selection of the optimal control strategy. 
Requirements: Accurate determination of the energy demands of the buildings through monitoring and the 
laws governing the variation of the energy demands with climate and buildings’ use. 
Problem: Inability to measure every building of the district in detail. Difficulty to link the measured demands 
with the use of the building, especially in residential buildings. Knowledge gaps for the energy 
characterization of buildings in the previously mentioned conditions. 
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1.6.4. Optimal management of the district and the grid 
Aim: Guarantee the selection of the optimal operating strategy by using an objective function and taking into 
account energy production and different storage possibilities (such as thermal mass storage). 
Requirements: Climate forecasting. Energy demand forecasting in simultaneous time scales (15 minutes, 1 
hour, 1 day), to contemplate energy production and energy storage elements. Ability to anticipate the effect 
of preheating, precooling, solar control or night ventilation strategies on the energy demands. 
Problems: Existing forecasting algorithms that adapt to the decision-making process are not sufficiently fast, 
especially if an optimal management includes simultaneous evaluations of the energy demands (including 
thermal mass storage) and the distributed generation installations. 
1.7. Aim of the Thesis 
The present Thesis is based on the belief that the consideration of the district scale is necessary to undertake 
enhancing energy efficiency in the built environment, as well as to address the commitments and obligations 
of the existing regulatory requirements. The main purpose is to contribute to the elimination (or at least 
reduction) of the problems linked to the development of NZED, which were mentioned in the previous 
section. The work in this Thesis has an instrumental aspect, focused on the problems derived from widening 
the scope of energy analyses to a district scale instead of considering individual buildings. In addition, there 
is a conceptual aspect that puts emphasis on the characterization, forecasting and manipulation of the energy 
demands of buildings. This is done with the purpose of finding solutions to the barriers that constraint the 
implementation of smart management systems (demand side management  and grid management) on a 
district scale.  
The present chapter of this Thesis has established that the former approach to enhance energy efficiency in 
the built environment, which traditionally focused on the individual level performance of buildings, was not 
optimal. This was justified by the fact that looking beyond the individual level offers many advantages, such 
as the exploitation of the synergies between different buildings. 
Chapter 2 will address the drawbacks of most current approaches for urban energy analyses at large scales, 
which frequently make many simplifications. Several applications supported by 3D models will be shown 
to perform evaluations of the solar potentials or the energy demands for entire regions. Then, to overcome 
the drawbacks of simplified energy performance simulations, a new open-source tool will be developed. 
This tool will be capable of performing dynamic simulations of whole districts in a user-friendly, accurate 
way. 
Once the advantages offered by large-scale energy analyses have been highlighted, Chapter 3 will explore 
different demand side management approaches in buildings and districts, presenting two applications. The 
first application will focus on the performance of a single dwelling, located in a plus-energy district in 
Germany. In this case, the impacts of different dynamic pricing strategies that manage the activation of a 
heat pump in response to price changes will be evaluated. As a continuation, the second application will 
increase the scale and evaluate the benefits of allowing direct control of all the heat pumps in a district to 
provide flexibility and obtain benefits from the participation in secondary reserve markets. 
From the point of view of the author of this Thesis, the best way to evaluate a real district is to carry out a 
monitoring campaign to reflect the reality of the operation of the buildings with sufficient accuracy. 
Therefore, Chapter 4 of this Thesis will focus on defining a methodology for a proper characterization of 
districts through monitoring. A novel proposal for obtaining energy baselines in residential buildings will 
be developed and validated, both theoretically and experimentally, suggesting several possibilities for 
combining the proposed models with DSM techniques. 
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In Chapter 5, the methodology developed in Chapter 4 will be applied to characterize a district consisting of 
buildings with a limited use of air-conditioning, where temperature and total electricity consumption 
measurements are available. An innovative study will also be proposed, introducing the possibility of using 
surplus electricity to power the heat pumps of a social housing district and improve the thermal comfort 
conditions of the occupants.  
Finally, Chapter 6 will combine several of the findings of the previous chapters to evaluate the benefits that 
could be obtained from the exploitation of the synergies between buildings. This will be done by 
implementing demand side management approaches on a district scale.  
As a last contribution of this Thesis, Chapter 7 will summarize the results that were obtained. In addition, a 
new comprehensive methodology for the characterization of any existing district will be proposed, 
mentioning the necessary tools and procedures so that urban energy analyses can be carried out on a large 
scale, in an accurate way. 
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2. WIDENING THE SCOPE OF ENERGY 
ANALYSES IN THE BUILT 
ENVIRONMENT 
In recent years, the research community is beginning to realize how important it is to focus on the building-
group-level performance instead of considering individual buildings in order to support the Net Zero 
Energy concept. As highlighted in Chapter 1, the main reason is that individual actions are usually 
performed in an uncoordinated way, leading to much less benefits compared to the assessment of groups of 
buildings or districts as a whole, considering the interactions and synergies between them. Successfully 
predicting and modeling the energy performance of urban buildings has the potential to inform the decision-
making of a wide variety of urban sustainability stakeholders including architects, engineers and policy-
makers [29]. However, the knowledge gap between what works and the widespread adoption of practical 
implementations is a major preoccupation for them, since there seems to be no infallible solution for a 
successful implementation of new innovations on a large scale. Thus, developing strong and reliable 
evidence on the overall behavior of such innovations is a compulsory task.  
Still, when a district needs to be characterized accurately, the energy performance of all of its buildings is not 
easy to estimate. A monitoring campaign should be planned to evaluate the real performance and use of the 
buildings, but the budgetary or technical constraints might only allow to monitor a few of them, and it is 
very intricate to select the most representative ones. As a valuable addition to current knowledge, the present 
chapter of the Thesis aims to provide the means so that evaluating approaches that require dynamic 
interactions (such as accurate energy demand estimations, solar potential evaluations or innovative demand 
side management opportunities) can be possible not only for individual buildings, but also on a district level. 
2.1. Introduction 
2.1.1. Redefining the NZE concept: from individual buildings to districts 
During the last decades, the concept of energy efficiency has received widespread attention thanks to the 
realization that energy generation requires fossil fuel resources that are finite, as well as the fact that climate 
change is related to carbon emissions. This has encouraged a tremendous amount of studies with different 
approaches related to the implementation of technologies capable of both producing energy in a more 
efficient way and diminishing its environmental impact. Researchers should also bear in mind the evolution 
in recent years from the concept of distributed generation and Smart Grids, to that of Smart Energy 
Networks. Several studies point out that the existing infrastructure and the electricity generation process will 
have to evolve in order to satisfy the new concept of Smart Energy Networks beyond the constraints of 
distributed generation. In addition, due to their high contribution to energy consumption, buildings should 
be particularly targeted in climate protection actions. 
As mentioned in the introductory chapter, in order to achieve NZE in the built environment several issues 
have to be considered. By creating solutions that start at the city scale but address both districts and 
buildings, the potential for the uptake of synergistic and scalable solutions could be significant [30]. 
However, most approaches on a large scale do not have a detailed representation of the buildings in the area 
and make many simplifications. For this reason, further research is necessary to optimize urban energy 
systems on a district scale. 
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2.1.2. Use of GIS for analysing energy performances at large scales 
To help in the process of analyzing the energy performance of districts, Geographic Information Systems 
(GIS) are a powerful tool. A GIS is a system able to store and manage geographic information of real objects. 
This allows to analyze spatial information of many different elements in a certain area such as a district or a 
city, as well as include additional information of such elements (in the case of a building, year of construction 
for example). As mentioned in the introductory chapter, standards such as CityGML may be used for the 
modelling of the 3D building data. 3D city models have shown huge potentials in the field of city planning, 
and the number of cities represented is increasing exponentially, at the same time that the investment costs 
and time required to build these models is decreasing thanks to new data collection technologies such as 
Light Detection and Ranging (LiDAR). Drones have also become a very efficient and low-cost solution. 
Another important characteristic of 3D models is that they may have different Levels of Detail (LOD). 
According to [31], the CityGML 2.0 standard defines five LODs: LOD0 is a representation of footprints and 
optionally roof edge polygons marking the transition from 2D to 3D GIS, LOD1 is a coarse prismatic model 
usually obtained by extruding an LOD0 model, LOD2 is a model with a simplified roof shape, LOD3 is a 
detailed model with windows and doors, and LOD4 completes an LOD3 by including indoor features. 
 
 
Figure 9: Five LODs of CityGML 2.0 [31]. 
GIS systems and 3D models may be used for many applications (see Figure 10). Estimating the solar potential 
on a large scale is one of their most prominent ones. Without 3D models, evaluating the solar potential for 
whole districts in an efficient way would be almost impossible. In addition, 3D models simplify greatly the 
process of obtaining the real geometry of the buildings in a district. The difficulty to produce detailed 
building models on a large scale is the reason why accurate simulation tools are usually only applied to 
individual buildings. Therefore, the availability of 3D models of districts facilitates the process of evaluating 
energy demands or solar potentials on a large scale. 
 
Figure 10: 3D city models may be applied in a multitude of application domains for environmental 
simulations and decision support [32]. 
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2.1.3. Approaches for evaluating the thermal performance of buildings at urban level 
A lot of information needs to be collected to estimate accurately the energy demand in a single building: year 
of construction, materials, area, shape, orientation, number of floors, height, glazing area and so on. For this 
reason, most energy evaluation tools currently available are only able to effectively analyze individual 
buildings. Therefore, there is a strong need to develop tools to precisely and easily perform a forecast of 
energy demands from single buildings to a district level [33].  
According to [24], there are two different approaches to characterize energy services in buildings: top-down 
and bottom-up. Top-down approaches relate energy consumption to other macroeconomic variables and 
treat the built environment as a black box without describing demand characteristics. Conversely, bottom-
up approaches analyze single buildings and address physical properties. Many bottom-up models have been 
developed, the most relevant of which are based on statistical, analytical (building physics) or hybrid 
methods of calculation. Statistical methods that are commonly used for the mentioned tasks are simple and 
robust, and based on historical data such as building typology and occupancy. They require relatively small 
amounts of information, but their limited characterization of energy services combined with coarse spatial 
and temporal resolutions of analysis makes difficult their use for the study of concrete energy efficiency 
measures in neighborhoods. On the other hand, analytical methods are based on physical approaches 
describing the dynamic exchanges of energy and matter among buildings, users, and the surrounding 
environment. However, their implementation in entire urban areas is usually constrained to data 
requirements and overall high modeling complexity [24].  
There are many reduced-order methods which simplify the process of modelling urban energy use. Among 
them, we can find electrical circuit analogy based on resistor-capacitor networks, energy demand 
calculations based on quasi-static monthly energy balance, degree-day estimations based on heat transfer 
coefficient, steady-state methods based on energy balance equations, thermal shoebox models based on 
insolation analysis or clustering  and reduced complexity models based on simplified state space methods 
[29]. However, such reduced-order methods often require large oversimplifications and require making 
strong assumptions (e.g., the heating set point is constant). Therefore, although these models provide a useful 
overview of the spatial distribution of energy demand, they cannot realistically represent the temporal 
dynamics of load patterns and their dependency on transient phenomena [34].  
According to [35], building simulation tools currently available that evaluate energy consumptions are 
numerous, but the main lack of most of them is the ability of consider the environment around the building 
under study. Moreover, a key challenge in enhancing the energy efficiency of buildings in dense urban areas 
is the lack of accurate energy performance prediction models that consider the urban context, since building’s 
energy use is significantly affected by other buildings (e.g., shading impacts heating and natural lighting) 
and microclimate factors (e.g., changes in wind patterns impact heat transfer and cooling loads) [29]. The 
urban context’s implications for the solar gains through mutual shading are frequently ignored, and the 
effect of surrounding buildings in the reduction of heat emitting envelope area is only sporadically 
considered [34].  Also, according to [24] most current approaches on a large scale fail to address parameters 
such as solar radiation, self-shading phenomena, building thermal envelope, HVAC system performances 
or building real geometry, which highly influence both the intensity and the temporal response of energy 
services and represent important variables for a detailed characterization of energy consumption and the 
analysis of energy efficiency strategies in buildings. 
Some tools have been developed to evaluate microclimatic effects in the built environment. For example, 
ENVI-met, a 3D microclimate model, has been integrated into EnergyPlus in order to quantify the interactive 
effects of computational fluid dynamics and thermodynamics on building energy consumption, and Urban 
Modeling Interface (UMI) is focused on modeling conditions such as shading and urban heat island effects 
in addition to energy use within the context of urban planning [29]. However, it is worth noting that even 
though UMI is able to simulate many buildings, the process of creating an urban 3D model including all the 
studied buildings, attaching the required information for thermal simulation purposes to every building, 
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and running a stock energy simulation is labor intensive and time consuming, which limits its usability [36]. 
Also, the 3D numerical tool SOLENE-Microclimate takes into account the unsteady building thermal 
behaviors, using the SOLENE thermo-radiative model which could be coupled with the outside airflow 
computed by a CFD tool. 
For all the mentioned reasons, performing accurate dynamic simulations of the thermal performance of the 
buildings in a district on an hourly basis is essential when approaches such as demand side management 
strategies want to be assessed in a whole district. However, as previously mentioned, obtaining all the 
necessary information and carrying out simulations on such a scale is not an easy task. This issue will be 
examined in depth in following sections of this chapter. 
2.1.4. Domain reduction 
If a whole district needs to be accurately assessed, the first option could be to create a model for every single 
building. However, if it is desired to evaluate the buildings through precise dynamic simulations, this could 
be an almost impossible task when dealing with districts composed of many buildings, even if 3D models 
are available. The second option could be to choose and analyze in detail just a few buildings of the district, 
obtaining their heating and cooling demands and extrapolating the results to the whole district. However, 
this could lead to outcomes that are not representative of the district’s behavior, since apparently similar 
buildings could in fact behave in very different ways.  
Various methods for scaling such single building simulations have been developed, which include: using a 
single aggregated building to represent all individual buildings in a district, multiplying energy use of a 
single building by the number of buildings per archetype, scaling up results of an individual building model 
by a floor area weighting function, or adding up the energy use of individual buildings to represent the 
larger scale energy use [29]. Building performance simulation tools provide the means for an accurate 
evaluation of the energy demands, but in order to employ them, a systematic approach toward stock 
representation and domain reduction is required [34]. In this respect, clustering of the building sector has 
been widely used in the literature to perform a first step in finding representative buildings (centroids) and 
develop archetypes [36]. Choosing the representative buildings of a district also allows another possibility: 
if a NZED wants to be achieved, it is possible to focus only on the optimal candidates, instead of making 
economic efforts in buildings that might not easily achieve the NZE concept. The number of selected samples 
or developed archetypes depends on the diversity of energetic behavior in the investigated urban area, the 
computational and informational requirements of the underlying performance assessment method, as well 
as the available resources [34]. These clustering techniques to reduce the study domain will be further 
discussed in Section 2.6. 
2.1.5. Evaluating solar potentials at urban level 
An accurate assessment and understanding of the solar potential of cities is also paramount in the 
context of the urban energy transition. In the conceptual phase of new urban environments, it enables urban 
planners to design sustainable urban layouts and forms with optimized passive (influencing the heating and 
cooling demand) or active (integration of photovoltaic or solar thermal systems) solar energy strategies and 
better quality of life (daylighting). In existing neighborhoods, a solar potential analysis is a pre-requisite to 
identify the roofs suitable for solar technologies and reach the renewable energy objectives essential in the 
framework of energy policies and regulations [37]. Global estimates of suitable roofs for solar integration are 
about 60% of the entire roof area in Europe [38]. The calculated solar potentials are often integrated in a solar 
atlas (also called solar cadastre), which presents solar-related information for every roof of an entire city [39], 
region or state [40]. 
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Electricity production by PV is growing world-wide and grid-parity is a reality in many places, even in low 
irradiance countries such as Sweden [41]. Solar radiation is a clean and abundant source of energy and PV is 
expected to contribute even more significantly in the future, since rooftops provide large areas suitable for 
solar energy exploitation. However, unlike the non-urban environment with little constraints to energy 
production, buildings have limitations on the available area, and many factors have to be considered such 
as construction restrictions or obstructions due to the surroundings. 
The better the knowledge about the PV potential and investment cost of a region, the easier it is to help 
policy-making processes, prevent future disparities between supply and demand, and communicate the 
advantages of building integrated systems to the general public [42]. Therefore, the first step for this 
approach is an analysis to determine the solar potential of regions, which might be a challenging task due to 
the complexity of the urban environment. 
Although a lot of research has been developed to measure the PV potential of buildings and plenty of studies 
have focused on the improvement of solar assessment by developing software and algorithms, 3D city 
models have not been made available in public domain on a full-scale yet. In order to estimate the PV 
potential, different approaches are applied, from simple estimations to airborne LiDAR technologies [43]. 
Depending on the scale and the level of detail required, some methodologies will be more appropriate than 
others. 
2.1.5.1. Methods for estimating solar potentials 
The first step for solar potential evaluations involves the use of models for estimating solar radiation. Since 
solar radiation measurements on tilted surfaces are rarely available, they must be assessed based on local 
global horizontal solar irradiance and the city geometry [44]. The total solar radiation on a tilted surface is 
the sum of three basic components: direct (also called beam), reflected and diffuse radiations. Different 
methods and models allow to estimate each of these components and to calculate inter-reflections between 
objects. A review of these models can be seen in the publication [45] by the author of the present Thesis. 
As regards to the methods for estimating the solar potential, the literature review which has been carried out 
shows that there are many different methodologies which aim to determine the PV potential of a region, but 
as yet few methods for assessing urban scale impacts of solar energy system applications have been 
developed [46]. One of the most important aspects which should be borne in mind is the scale, since the same 
techniques cannot be applied at all levels (local, regional or continental). The study performed in [47] does a 
very complete methodology review and intercomparison. According to it, the main difference among the 
different procedures is the method used to determine the roof area: based on the ratio roof surface per capita, 
establishing a correlation between the population density and the roof area, or computing the total roof area 
of the target region. In [48] the solar potential in urban residential buildings is investigated at different levels 
of site densities, comparing the solar potential under different urban forms whose total available roof area 
was calculated with sample urban settings and weather data as the inputs. Other possible options are based 
on building typology through on-site data collection and visual inspection of a certain area [43] or statistical 
calculation models which compute the total roof area through aerial object-specific image recognition [49].   
On the other hand, the three most important roof-area estimation methods according to [50] are the 
following: constant-value methods, manual selection methods and GIS-based methods. Our focus in this 
Thesis will be on GIS-based methods, since they can play a very important part in supporting decision 
making by tackling the urgently required energy transition [51]. For very precise calculations the most 
appropriate option is 3D modeling and building simulation [43].  
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2.1.6. Aim of this chapter 
As justified in the previous sections, the evaluation of energy performances on a large scale, for instance the 
energy consumption of buildings or the solar potentials, can be very time-consuming when carried out with 
single building simulation approaches, mainly due to the process of gathering all the necessary data. This 
issue will be addressed in the present chapter. In order to show the possibilities offered by 3D models at 
district level, Section 2.2 proposes a study on the evaluation of solar potentials, estimating the economic and 
technical potential offered by the installation of rooftop PV systems in some 160000 buildings located in 
several municipalities of Germany. As a follow up to that work, Section 2.3 introduces innovative city tiling 
strategies for much more accurate estimations of urban shading and solar availability on a large scale, since 
in this case it will be possible to consider the influence of mutual shading between buildings instead of using 
reduction coefficients. 
On the other hand, Section 2.4 develops a study on urban energy demand evaluation through 3D city 
models, using a steady-state method to calculate the demand of thousands of buildings at municipality level. 
To overcome the drawbacks of simplified thermal performance simulations that do not allow to evaluate 
approaches such as demand side management, a new open-source tool which overcomes this issue has been 
developed in Section 2.5, which allows the dynamic simulation of whole districts. Finally, clustering 
techniques will also be introduced in Section 2.6, which allow to reduce the study domain and choose the 
representative buildings of a district.  
2.2. Evaluating solar potentials at urban level by using 3D city models 
2.2.1. Introduction 
The assessment of energy improvement measures at large scales such as districts is of paramount importance 
for the increase of renewable energy integration within energy markets. Nowadays, photovoltaics is 
considered as the most cost-effective option among the different renewable energy alternatives. For this 
reason, its technology has been chosen here to show the potential of using 3D models for promoting 
renewable energy integration in large areas. The scope of this section of the Thesis is to determine the solar 
photovoltaic potential at an urban and regional scale by using CityGML 3D city models, introducing an 
innovative tool: the Java-based SimStadt platform [52], which contains simulation models from the 
INtegrated Simulation Environment Language (INSEL) [53], both developed at the Stuttgart University of 
Applied Sciences.  
With the view of showing its full capabilities when dealing with PV potential analyses for whole regions, 
SimStadt has been used to estimate the PV potential of the Ludwigsburg County in south-west Germany, in 
which every individual building was simulated (157724 buildings in total). Both technical and economic 
potential (considering roof area and insolation thresholds) are investigated, as well as two different PV 
efficiency scenarios. The main purpose of this study is to determine what fraction of the electricity demand 
could be covered in both each municipality and the whole region, deciding the best strategy so as to reach 
that aim, the profitability of the investments and determining the optimal locations. An economic analysis 
and emission assessment has also been included, as well as some insights into the uncertainty of PV potential 
estimations. 
The contents of this section have been extracted from the paper “Assessment of the photovoltaic potential at urban 
level based on 3D city models” [54], by  L. Romero Rodríguez et al and published in the journal “Solar Energy”. 
For more detailed information about the urban modeling platform, methodology followed and obtained 
results, the reader is referred to that publication.  
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2.2.2. Methodology 
The first step to estimate the solar potential of the municipalities under study is to figure out how much space 
is available for the installation of PV modules. Once the 3D models of the region are available, it is possible 
to know the total built area and the geometry of the buildings that shape it by using SimStadt. However, 
many circumstances may lead to the reduction of the initial roof area. An extensive literature review showed 
the great variety of different reduction coefficients used for calculating the available roof area of a region. 
After gathering all the information from related publications, it was decided to use for this study the 
approach shown in the flowchart in Figure 11, which illustrates the way to calculate the utilization factor. It 
should be noted that no previous study has used all of these factors at the same time, but only partially. Also, 
unlike previous publications in which these coefficients are applied to the aggregated results of a whole 
region, our study considers their application for each building individually, which increases the accuracy of 
the procedure. Once the available roof area is known, the PV potential can be calculated taking into account 
modules efficiencies, losses for temperature and irradiance, or the inverters efficiencies among others. 
 
Figure 11: Flowchart of the available roof area calculation process. 
The summary of all the selected reduction factors in this study is presented in Table 1. Some of them were 
selected by carrying out an extensive literature review. For further explanations about why these values were 
chosen, the reader is referred to the publication. 
Reduction factor Value  Reduction factor Value 
CCON Flat roofs: 0.8 ; Tilted roofs: 0.9  CPV 1 
CPROT 1  CST 0 
CSH Flat roofs: 0.7 ; Tilted roofs: 0.8  ηef Scenario A: 0.16 ; Scenario B: 0.11 
CSA Flat roofs: 0.97 ; Tilted roofs: 1  ηTH 0.9 
CAZ 1 (considered in SimStadt)  ηAZ Az=0: 1 ; Az≠0: 0.95 
CSL 1 (considered in SimStadt)  ηSYS 0.84 
CGCR Flat roofs: 0.46 ; Tilted roofs: 1    
Table 1: Summary of reduction coefficients. 
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The methodology was then applied to the German County district Ludwigsburg. This county is located in 
the south-west of Germany, covers a ground area of approximately 700 km2 and has a population of 354551 
inhabitants. There is a total of 39 municipalities, of which 34 participated in a climate protection concept and 
could be analyzed. In total, 157724 buildings were considered. Based on the 3D models, the photovoltaic 
potential was calculated and compared with the electricity demand for each municipality. The calculation of 
the electricity demand is based on the available concession bills of each municipality, with data of 2013 or 
2012 depending on the case.  
2.2.2.1. Technical and economic potential 
The technical potential is defined as the implementation of PV panels on all available roof surfaces. This 
means that the whole available roof area after applying the reduction coefficients in the previous section is 
used. On the other hand, the economic potential is the result of considering only buildings with solar yields 
on their roof above a threshold value, which indicates a minimum amount of radiation that is required for 
the installation to be economically worth considering [38], or could be a percentage of the maximum PV yield 
in the region [55]. In addition, a minimum roof area will be considered, so that buildings whose roof areas 
are below that minimum will not be taken into account. These two thresholds reduce the number of PV 
installations as a function of the economic profitability of their implementation. As justified in the 
publication, the present study will consider for the economic potential an annual insolation threshold of 1000 
kWh/(m2 • year) and a minimum roof area of 40 m2 for each building. 
2.2.3. Results and discussion 
2.2.3.1. Technical and economic PV potential 
After gathering all the 3D CityGML models of the municipalities which constitute the County of 
Ludwigsburg, each of them was simulated within the SimStadt platform. Once the software calculated the 
area and solar radiation for each roof surface of the buildings by using the weather and radiation processors, 
the reduction coefficients proposed in Table 1 were applied, depending on the characteristics of each 
individual building. Then, the aggregated values of PV potential nominal power [kWp] and PV potential 
yield [MWh/year] were calculated. This was done for the technical and economic potential, as well as for the 
two PV efficiency devised scenarios. 
As can be seen in Figure 12, the technical PV potential (installing PV modules on as much surface as is 
available) differs in each of the 34 municipalities. Scenario A (wafer-based modules with a higher efficiency) 
is always better than Scenario B (thin-film modules), due to the fact that the PV yield depends linearly on the 
efficiency of the modules. While Scenario A suggests that many municipalities could achieve more than a 
100% coverage of the electricity demand, which means an electricity surplus in the region, only two of them 
would achieve it when Scenario B is considered. 
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Figure 12: Percentage of the electricity demand covered in each municipality by PV for the technical 
potential strategy. 
On the other hand, Figure 13 shows the results for the economic potential in each municipality, discarding 
every building with a roof area lower than 40 m2 or an insolation lower than 1000 kWh/(m2•year). As it is 
apparent, the results are much lower than those of the technical potential in every municipality. In this case 
only a few municipalities could achieve more than a 100% electricity demand coverage. 
 
Figure 13: Percentage of the electricity demand covered in each municipality by PV for the economic 
potential strategy. 
Regarding the aggregated values for the whole county, the results can be seen in Figure 14. If PV modules 
could be installed on all the available surface (technical potential), using wafer-based silicon modules 
(scenario A) could cover 77 % of the electricity demand of the region. On the other hand, if thin-film modules 
were used (scenario B with less efficiency), then only 51% could be achieved. It should be noted that the 
efficiency of the PV modules improves every year, so these percentages would increase accordingly. 
Conversely, taking the economic potential into account would result in lower payback periods, but the met 
electricity demand would be lower than that of the technical potential. Wafer-based silicon modules would 
cover 56% of the electricity demand, while thin-film based modules would cover only 37 %. The summary 
of the obtained results for the region is shown in Figure 14. 
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Figure 14: Percentage of the electricity demand covered by PV in the whole region for the two scenarios: 
technical and economic potential. 
2.2.3.2. Emission savings 
Quantifying the potential CO2 emission savings thanks to the implementation of PV modules is another 
important outcome that may be inferred from this study. In this way, we are able to evaluate for each strategy 
and scenario the amount of CO2 emissions avoided and the percentage of reduction compared to the initial 
situation, in which all the electricity is obtained from the grid. Table 2 presents the results for the technical 
and economic potential of the two considered scenarios. The results show the huge potential contributions 
of rooftop PV to the reduction of CO2 emissions (and therefore other pollutants). 
 
SCENARIO Strategy 
CO2 emissions 
avoided 
[tCO2/year] 
CO2 emissions 
produced 
[tCO2/year] 
CO2 savings 
achieved [%] 
SCENARIO A 
Technical potential 639141 279674 70% 
Economic potential 464262 454552 51% 
SCENARIO B 
Technical potential 422907 495907 46% 
Economic potential 312288 606527 34% 
Table 2: CO2 emissions of the region for each approach of the study. 
 
2.2.3.3. Economic feasibility 
Another purpose of the present study was to develop an economic analysis of the implementation of PV 
modules in the region regarding the proposed strategies, so as to assess their feasibility. After extracting the 
required variables from SimStadt and applying certain chosen economic indicators, the results were obtained 
for each proposed strategy and scenario (see Table 3). Several findings can be deduced from the presented 
results. As can be seen, the economic potential of both scenarios would translate into much lower necessary 
investment costs for the implementation of the PV modules compared to the technical potential strategies. 
Nevertheless, it would also mean less PV yield, annual electricity savings and emissions reduction. 
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SCENARIO Strategy 
 
Energy yield 
[GWh/year] 
Nominal 
power 
[MWp] 
Total 
Investment 
Costs [M€] 
Total Annual 
Savings 
[M€/year] 
𝐸𝑃𝑉 𝑃𝑃𝑉 𝐶𝑡 As 
SCENARIO A 
Technical potential 1318 1642 2101 116 
Economic potential 957 1107 1416 89 
SCENARIO B 
Technical potential 872 1087 1391 77 
Economic potential 644 744 953 60 
Table 3: Economic results for each proposed strategy and scenario. 
2.2.4. Conclusions 
This section proposed to use 3D urban data models based on the CityGML standard to analyze the 
photovoltaic potential on an urban or even regional scale. The simulation methodology is based on a 
building by building roof surface analysis and irradiance simulation and carefully revises reduction factors 
for the energy yield determination, applying them for each building separately. Realistic strategies and 
scenarios for PV implementation were developed for a case study in Germany. Economic calculations were 
also performed so as to analyze the feasibility of the required investments. The proposed methodological 
approach should contribute valuably in helping policy-making processes and communicating the 
advantages of distributed generation and PV systems in buildings to regulators, researchers and the general 
public. 
According to the results obtained, it is possible to achieve high rates of electricity demand covered by PV in 
many municipalities (even more than 100% for low density municipalities, which means an electricity 
surplus). Within the entire region with 34 municipalities investigated, PV systems could generate 77 % of the 
electricity consumption by using all available roof space, producing a total of 1318 GWh/year through the 
installation of 1642 MWp, thus reducing the CO2 emissions noticeably. Conversely, 56% of the electricity 
demand could be produced if only roofs with enough insolation and a minimum surface area for an 
economically feasible PV installation are used. To realize the economically viable PV installations and reduce 
the electricity related CO2 emissions by 51%, the estimated investment per capita is around 4000 Euros or a 
total of 1416 million Euros in the County. In conclusion, if properly designed these PV systems could 
significantly decrease primary energy consumption and emissions, reaffirming their usefulness and the 
important role they can play in the near future. 
2.3. Improving the accuracy of solar potential assessments at urban level 
2.3.1. Introduction 
Assessing accurately the solar potential of all building surfaces in cities, including shading and multiple 
reflections between buildings, is essential for urban energy modelling. Although Section 2.2 introduced a 
complete study on solar potentials at urban level, the mutual shading between buildings was estimated 
through reduction coefficients found in the literature, since evaluating the interactions between such a huge 
amount of buildings was not possible due to the fact that the number of surface interactions and radiation 
exchanges increase exponentially with the scale of the district. Therefore, innovative computational 
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strategies are needed, some of which will be introduced in the present work. They should hold the best 
compromise between result accuracy and computational efficiency, i.e., computational time and memory 
requirements.  
 
Hence, the present section addresses the issue of calculating more accurately and efficiently the solar 
potential of regions, using 3D city models. Studies such as the one presented here are essential for energy 
planning, with the aim of helping to guide the process of developing future policies and being able to make 
informed decisions at large scales. In this work, different approaches that may be used for the computation 
of urban solar irradiance in large areas are presented. Two concrete urban case studies of different densities 
(Manhattan in New York and Ludwigsburg in Germany) have been used to compare and evaluate the results 
derived from three different methods: the Perez Sky model, the Simplified Radiosity Algorithm and a new 
scene tiling method implemented in the urban simulation platform SimStadt, used for feasible estimations 
on a large scale. The main objective is to find out the most suitable computational methods, showing the best 
compromise between accurate shading calculation and reasonable computational complexity and 
requirements for large scale potential analyses. In addition, the solar potential for various solar energy 
thresholds as well as the monthly variation of the Urban Shading Ratios have been quantified for both case 
studies, distinguishing between roofs and facades of different orientations. 
The information of this section has been extracted from the paper “Setting intelligent city tiling strategies for 
urban shading simulations” [45], by L. Romero Rodríguez et al and published in the journal “Solar Energy”. For 
more detailed information about the methodology followed and the obtained results, the reader is referred 
to that publication. 
2.3.2. Brief description of the case studies 
Two case studies of different densities have been selected in this work in order to analyze the impact of urban 
morphology on different Urban Shading Ratios: a medium density area typical of German “middle cities” 
(Ludwigsburg) and a part of Manhattan that represents high-density urban areas. Putting aside the 
differences of ground areas which do not play a role in our urban shading study, these two case studies have 
very different urban morphologies. Manhattan’s Floor Area Ratio (FAR) is ten times bigger than 
Ludwigsburg’s FAR, while the building average height is three times higher. Manhattan’s buildings are also 
more compact. The site coverage is higher in the case of Manhattan, with less solar penetration in particular 
at low solar elevation angles. Finally, the facade density of Manhattan is twice as big as in Ludwigsburg. 
 
 
Figure 15: Representation of the case study Ludwigsburg with an East view (up) and Manhattan with a 
North-West view (down). 
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2.3.3. Solar radiation calculation approaches for urban energy analysis 
This study is based on different radiation models and approaches implemented in SimStadt and compatible 
with urban scale applications: the Perez sky model, the Simplified Radiosity Algorithm (based on Perez sky 
model), and the newly introduced adaptation of the latter by using automatic tiling strategies. These models 
are explained in detail in the referred publication. The new automatic tiling algorithm was implemented in 
the SimStadt platform to overcome the memory and computing time limitations of the SRA algorithm for 
large districts or cities. This batch computing method divides the studied area in a number of square tiles 
and runs the Radiosity algorithm separately on each of them. The user may define the length of each square 
tile size, as well as the overlap length (see Figure 16). Besides reducing the required computational memory 
and time, this process is highly parallelizable, which may reduce even more the computational time by using 
a cloud computing approach.  
 
Figure 16: Example of tiling (tile size = 500m; overlap = 150m) for a studied area. 
2.3.4. Identifying the best tiling strategies for middle and high-density urban areas 
In this section, 23 tiling strategies which combine different tile sizes (50 to 500 meters) and overlaps (0 to 200 
meters) were tested for both case studies. These tiling strategies generate different numbers of tiles and 
considered radiation exchanges between the building surfaces, which potentially corresponds to the square 
of the computed building surfaces number summed in all the tiles. This has a significant impact on the 
computational time and memory capacity requirement. In Figure 17, the computational times of the 
simulations related to the different tiling strategies and case studies that were carried out have been plotted 
in function of the tile size and overlap. It becomes apparent that the behavior of the computational time is 
more regular for Manhattan than for Ludwigsburg, since the buildings are more homogeneously distributed.  
  
Figure 17: Computational time versus tile size for the considered strategies in Ludwigsburg (left) and 
Manhattan (right). The labels show also the number of tiles in each case. 
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2.3.4.1. Tiling strategy comparison for roof irradiance calculation 
The Urban Shading Ratio (USR) is calculated as the quotient of the yearly solar radiations on all building 
surfaces computed using the studied tiling strategy, over the radiations computed with the reference tiling 
strategy (size=0, overlap=0), which corresponds to a Perez sky model without SRA (i.e. unobstructed scenario 
with the maximum solar potential). The 3D surfaces of Figure 18 represent the average USR of all building 
roofs weighted by their area as a function of the two tiling strategy parameters (size and overlap). The higher 
these parameters are, the more complete the consideration of the solar surface inter-obstructions and 
reflections is and therefore the more accurate the calculation. On the other side, smaller tile sizes fail to 
consider numerous surface interactions, and are therefore less accurate to evaluate urban shading impact. 
As it can be seen, higher tile sizes have higher Urban Shading Ratios. This means that when the number of 
considered buildings increases, the impact of obstructions is generally higher than the impact of reflections. 
A second clear outcome of Figure 18 is the relative difference of USR between both case studies: the high-
density urban area of Manhattan has an USR two times higher than the middle-density area of Ludwigsburg. 
For the most accurate tested tiling strategy {tile size=500m, overlap=200m}, the annual USR reaches 12.8% 
and 25.7% for the case studies of Ludwigsburg and Manhattan respectively. As can be seen in the referred 
publication, focusing on the winter period this USR goes up to 17.4%, respectively 32.4%. Conversely, the 
worst tiling strategies {tile size = 50 m, no overlap} present USR for both case studies between 5 and 10%. 
  
Figure 18: Urban Shading Ratios on roofs as a function of the used tiling strategy. Annual USR in 
Ludwigsburg (left) and annual USR in Manhattan (right). 
2.3.4.2. Tiling strategy comparison for facade irradiance  
In this section, only the solar radiations on the building facade surfaces are considered, as it is generally the 
case for building heating or cooling demand simulations, daylighting analyses or studies of building 
integrated photovoltaics, which may have a relevant role in urban environments [56]. The USR presented in 
Figure 19 is the average of the USR on all facades, weighted by their area. As illustrated by Figure 18 and 
Figure 19, the USR of facades are much higher (factor 2 to 3) than for roofs. This result is due to the bigger 
surrounding occlusions and therefore lower sky view factor of the facades. 
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(a) (b) 
Figure 19: Urban Shading Ratios on facades as a function of the used tiling strategy. Annual USR in 
Ludwigsburg (left) and annual USR in Manhattan (right). 
As an outcome of this study for both roofs and facades, the tiling strategy {size=300m, overlap=100m) can be 
considered as an accurate solar radiation calculation method for the case study Ludwigsburg, with a relative 
uncertainty below 1%. It represents a good compromise between accuracy and computational performance. 
For the case study Manhattan, any tiling strategy below {size=500m, overlap=200m} reduces the USR 
significantly (by 5% or more), and therefore would be considered as inaccurate in comparison. Consequently, 
the solar radiations on roofs and facades should be calculated at least with these “best tiling strategies”, 
which are used in the next section. 
2.3.5. Solar potential “Identity Cards” 
In order to assess the solar potential of a district, it is often useful to quantify the total building surface area 
that exceeds different solar energy thresholds. Facades of different orientations, flat roofs, and pitched roofs 
will be distinguished from now on for both case studies. As previously mentioned, only flat roofs are 
considered in Manhattan whereas an important part (60%) of the buildings of Ludwigsburg are represented 
with pitched roofs. The cumulative solar radiation distribution represented in Figure 20 and Figure 21 show 
an example of solar potential “identity cards” of the case studies. 
In the case study Ludwigsburg, the total building external surface area is two square kilometers. Two thirds 
of it are facade surfaces, 20% are pitched roofs and the remaining 13% are flat roofs. Half of this surface area 
does not receive more than 600 kWh/(m2.yr), mainly due to shading and unfavorable orientation of the 
facades. Regarding the surfaces receiving more than 800 kWh/(m².yr) solar radiation: only 15% of them are 
facades (representing 7% of all facades), 50% are pitched roofs and 34% are flat roofs. This trend is 
emphasized if one considers the surface areas receiving a minimum of 1000 kWh/(m².yr), the typical 
threshold of photovoltaic installation profitability: 57% are pitched roofs, 43% are flat roofs, and no facades 
are present. The solar radiation received by flat roofs is limited by the global horizontal radiation 
(approximately 1150 kWh/(m2.yr) in Ludwigsburg). However, mounting solar systems on flat roofs with a 
favorable tilt and orientation (35° South) enable to collect up to 1350 kWh/(m².yr). 
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Figure 20: Cumulative solar radiation distribution in Ludwigsburg. 
The Manhattan case study includes a total of almost 25 km² building surface area, of which 85% are facades. 
However, the latter represents only 39% and 20% of the surface area receiving more than 600, respectively 
800 kWh/(m².yr), and none of them receive more than 1000 kWh/(m².yr). In comparison, 54% of all roof area 
receives more than 1000 kWh/(m².yr) in Manhattan. While comparing both cumulative solar radiation 
distributions, the curve of Ludwigsburg is almost linear between the radiation thresholds 200 and 1200 
kWh/m².yr, whereas the curve of Manhattan is much more convex. 
 
Figure 21: Cumulative solar radiation distribution in Manhattan. 
In conclusion, although facades represent most of building surface areas (two thirds in Ludwigsburg and 
85% in Manhattan), roofs have a greater potential for an economic exploitation of available solar energy than 
facades do. However, the use of facades should not be disregarded for photovoltaic generation due to the 
large areas concerned. The solar radiation on flat roofs may be optimally used by mounting tilted solar panels 
with a favorable orientation (between 25 and 35° south in latitudes like in Manhattan and Ludwigsburg).  
2.3.5.1. Solar irradiance per facade orientation 
The solar potential of a facade with consideration of the urban shading depends obviously on the surface 
orientation and the period of the year. In this section, the solar irradiances received on different facade 
orientations are investigated in more detail for both case studies.  A “no-shading” reference case, which 
corresponds to the unobstructed scenario with the maximum solar potential, is compared with the “best 
tiling strategies” found out in Section 2.3.4. Facades are regrouped by orientations, with a ± 22.5° azimuth 
tolerance. 
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Figure 22: Monthly Urban Shading Ratio on roofs and facades in Manhattan 
 
In Figure 30 we can observe that the USR yearly variation of the North facades with higher values in summer 
than in winter is the opposite to that of the other facades. The sun trajectories in front of the different facade 
orientations explain part of this outcome: contrary to other facade orientations, north facades receive direct 
radiations only in summer and middle seasons. However, in a dense urban area like Manhattan this direct 
beam is often shaded by surrounding buildings, since the morning and evening sun position is relatively 
low. This tends to increase the USR in the summer season.  
The general trends are similar in the case study of Ludwigsburg, although the USR are significantly lower 
than in Manhattan (see Figure 23), as already seen in the previous section. The USR yearly variation has a 
wider amplitude from 0.25 to 0.51 as compared to Manhattan. The street layouts, regular in the case of 
Manhattan and without real pattern in the case of Ludwigsburg, explain this difference. For the South 
facades, the solar irradiance maxima are less pronounced and closer to each other than for Manhattan, due 
to the difference of latitude between these two locations.  
 
 
Figure 23: Monthly Urban Shading Ratio on roofs and facades in Ludwigsburg. 
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2.3.6. Conclusions 
In this study, different methods of solar radiation computation in urban areas have been compared. Two 
representative urban case studies of different densities, New York (USA) and Ludwigsburg (Germany), have 
been used for the evaluation, employing 3D city models based on the CityGML format for a full and realistic 
urban environment analysis. Since the number of surface interactions and radiation exchanges increase 
exponentially with the scale of districts, innovative computational strategies for solar irradiance modeling 
that consider shading and inter-reflections have been introduced, partitioning the two case studies in square 
tiles of different sizes and overlaps to evaluate the computing performance.  
The main contribution of this study is the accurate quantification at urban scale of the considerable impact 
of urban shading and multiple reflections on the solar radiation incoming on the building surfaces. They 
reduce annual solar irradiance by up to 60% for facades and 25% for roofs in high-density urban areas such 
as Manhattan. In medium density areas such as Ludwigsburg, tiles of 300 meters width and 100 meters 
overlap are sufficient to calculate with 1% uncertainty the solar radiation including shading and inter-
reflections. In high-density districts like Manhattan, tiles of 500 meters width and 200 meters overlap are a 
minimum requirement in this case to compute solar irradiance with an acceptable accuracy.  
This work has also justified quantitatively that the traditional method applied in building performance 
simulations, which considers only the direct-neighbor buildings, is far from enough to calculate reliably the 
solar radiation reaching a given building. Therefore, assessing this phenomenon accurately is of paramount 
importance for any reliable energy analysis in an urban context, including solar potential analyses, 
daylighting analyses as well as heating and cooling load calculations. 
2.4. Urban energy demand evaluation through 3D city models 
2.4.1. Introduction 
The two previous sections have dealt with the estimation of solar potentials at urban level, which is one of 
the most frequently used applications of GIS. Another possibility offered by 3D models is the joint evaluation 
of the thermal performance of all the buildings of a district, which is paramount for enhancing energy 
efficiency at such scales. The present section will tackle this challenge by including a summary of the 
outcomes from the paper “New 3D model based urban energy simulation for climate protection concepts” [57] to 
this respect. This paper is co-authored by the author of this Thesis and was published in the journal “Energy 
and Buildings”. All the information in this section has been extracted from that publication. 
First of all, let me recall that climate protection concepts for cities and regions are designed to establish CO2 
emission baselines and develop measures for climate change mitigation. Up to now, such concepts were 
based on aggregated consumption and emission data and only qualitative estimations of the effect of 
measures were possible. To better quantify the impact of mitigation measures, a large amount of data on the 
building stock (i.e. the buildings thermal properties), the network and supply infrastructure is needed, since 
it is a major challenge to quantify and predict the urban energy demand [58]. As mentioned in Section 2.1.3, 
the two main modeling strategies for building energy consumption are top-down and bottom-up methods 
(that apply either statistical or physical models). The former has some limitations, like the need of a large 
sample group, and it does not specify the impact of the energy conservation measures, which is important 
for urban energy strategies. If data can be combined with simulation models of buildings and energy 
systems, very powerful analysis possibilities for an energetic and economic evaluation of scenarios arise.  
In the present study, 3D data models in CityGML format of the entire building stock of a region with 34 
municipalities in Germany were used (the same as the study in Section 2.2) and enriched with data of 
building’s year of construction and their function, to allow an automatized simulation of the heating demand 
of each individual building in the region (both residential and non-residential buildings). Not only the 
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current heat demand, but also two refurbishment scenarios for each simulated building were calculated: 
medium (standard refurbishment level corresponding to the German Energy Saving Ordinance 2009) and 
advanced (a level of refurbishment which is similar to standards of passive houses, but without a ventilation 
system with heat recovery). In this study, the proposed integrated climate protection concept had three main 
goals: 
 The first purpose was to determine potentials to reduce emissions and design innovative projects to 
decrease or even avoid CO2 emissions. This required an energy status analysis to ascertain strengths 
and weaknesses. Laying the foundations for continuing CO2 monitoring and determining the 
potentials of renewable energies should be ensured too. 
 Another objective was to issue a realistic and viable package of measures forming a basis for a 
financing concept. 
 Thirdly, the rural district of the case study strives to become climate-neutral before the year 2050 
and to reduce the total CO2 emission per capita in the county. 
A validation of the results of the urban simulation was done by using aggregated consumption data from 
each community. In addition, the local solar photovoltaic potential was also determined, although it will not 
be shown here since it was present in the previous sections. Besides that, in this study new methodologies 
were described to better quantify the costs and benefits of CO2 mitigation strategies on a local or regional 
level and to support decision making. 
2.4.2. Obtained results of heating demands 
The urban simulation platform SimStadt [59], which was also used for the studies in Sections 2.2 and 2.3, was 
used to investigate the current status of energy demand of the buildings in the region under study, evaluate 
prospective energy demand scenarios and serve as an advanced base to design concrete measures for action. 
Within the space heating calculation workflow, the thermal energy demand was calculated for each building, 
where some basic data like year of construction, building usage as well as proper 3D geometry was available. 
Geometry data were provided in the CityGML data format. The 3D model included 80% of the objects in 
LOD2 and 20% in LOD1. The monthly energy balance was calculated according to DIN 18599-2, a quasi-
steady-state method. The simulation results were then classified in different building categories: residential, 
public and industry, trade, commerce and services. Municipal concession bills for total electricity and gas 
consumption were used to compare the simulated results with the real consumptions. 
Once the energy demands were available, the approach to validate the results was to use gas supply bills 
from the municipalities and compare them with the space heating demand simulated in SimStadt (see Figure 
24). The heat demand of non-residential buildings was not considered in this analysis as their use is very 
variable with a high uncertainty in the simulation results due to uncertain usage profiles. As Figure 24 
illustrates, the deviation ranges between −20 % to +20 % for almost half of the municipalities. Higher errors 
might be due to inaccurate sources of information for the measured gas consumption. Also, each 
municipality is supplied by different types of energy carriers, one of which is gas, therefore only the gas 
proportion of the heat demand was compared with the measured gas consumption.  
Lacking of adequate data is always a big issue in analysing urban demands. This study found out that even 
the statistical data from communal sources of information can sometimes be thoroughly different from 
various sources, which makes the simulation validations very difficult. Proper user-related attributes such 
as internal gains, ventilation rates, daily and annual operation time of the building could lead to more 
realistic heat demands for the buildings.  In our study, the values for these attributes were taken from a 
German standard, DIN 18599-10: 2011-2, however they might be very specific for some non-residential 
buildings such as the industry.  
 
 
CHAPTER 2 
34 
   
 
Figure 24: Comparison of simulated and measured aggregated heating consumption of residential 
buildings with gas heating. 
Two refurbishment scenarios were also analyzed. The results showed that within the residential sector single 
family buildings had the highest efficiency potential, as their specific heating energy consumption was 
higher than for more compact multi-family apartment buildings (see Figure 25).  
 
Figure 25: Specific heating demand for different building types in the municipality Hemmingen as a 
consequence of the refurbishment scenarios. 
2.4.3. Conclusions of this study 
Urban 3D models enriched with data on building’s construction, thermal properties and functions like 
residential or office offer excellent support for establishing climate protection concepts, allowing to quantify 
measures to improve energy efficiency and integrate renewables. In this study, SimStadt was employed for 
developing a climate protection concept for the case study of Ludwigsburg with almost 177,000 residential 
and non-residential buildings, quantifying CO2 emission reductions, energy savings and energy cost savings 
for different measures and initiatives. The heat demands of the buildings were calculated building by 
building. This study indicated that it is very challenging to get detailed and reliable municipal consumption 
data to seriously validate simulation results, since sometimes the measured gas consumptions in a large scale 
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such as a municipality can even be not trustable. This problem bolds out the advantages of an automated 
platform for calculating heat demand in large scales such as cities, especially if there is no measured 
consumption data available or a prediction for a new scenario is needed.  
It was shown that for this case study, on an aggregated municipal level, the deviations between measured 
and simulated gas consumption were between 20-30%, or sometimes higher where the input data like 
refurbishment data was not fully available. However, previous validation works at scale of building-blocks 
with good monitoring data quality demonstrated that the error between consumption and modeled yearly 
heating energy demand could be less than 10%. Therefore, it is recommended for the municipalities to pay 
greater attention on intelligent data collection with particular focus on the building’s year of construction 
and refurbishment status in their databases. It was also shown that for Ludwigsburg, applying the highest 
standard refurbishment scenario reduced the heating energy demand of the building sector up to 58%, or by 
46% applying medium level of insulation.  
All in all, using the automated workflows for urban energy modeling makes it possible to establish and 
evaluate policies on a municipal and regional level. With reliable input data such as up-to-date 3D models 
as well as buildings construction and usage data, this work showed that building efficiency, refurbishment 
scenarios and renewable integration can be well quantified to support decision making for developing 
climate protection concepts. It is even more worthy where achieving current state of consumption of the 
buildings is challenging, or analyzing different scenarios (e.g. refurbishment scenarios) is of great interest.  
2.5. New tool for modelling and estimating the energy performance of districts 
Nowadays, it is very common to find 3D models of cities all around the world. Tools such as SimStadt are 
able to calculate the energy demand of thousands of buildings in a district. However, they do so through 
simplified calculations such as static energy balances that only consider dynamic effects through correlation 
factors. The interconnection of 3D models with software tools that evaluate the thermal performance of 
buildings in an accurate and dynamic way is very rare, but such tools are necessary in order to evaluate the 
thermal performance of a district in which complex interactions take place (not considered in simplified 
models). Only in this way could time-dependent strategies such as demand side management be assessed 
properly on a large scale. 
The proposal of this work is to introduce a new tool that has been developed and will allow to simulate the 
thermal behavior of whole districts in a user-friendly, accurate and simple way. In order to evaluate the 
thermal performance of all the buildings in a district, the first requirement is to know their geometry. In this 
work, using open-source software was considered compulsory, so that any potential user could employ it. 
The proposed method solves also the problems of scarce publicly available urban digital building 
information, since potentially, any district of the world could be modelled following this procedure thanks 
to the widespread availability of open-source geometric data such as Google Maps. However, it should be 
mentioned that this tool could also be eventually coupled with other 3D model formats such as CityGML, 
which would provide the necessary geometric information, or even models obtained from the cadaster of 
the municipality where the district is located. 
2.5.1. HULCGIS 
After reviewing all the free and open-source Geographic Information Systems softwares that are available, 
QGIS [60] was considered as the most suitable option. QGIS is an application that supports viewing, editing, 
and analyzing geospatial data. QGIS also supports both raster and vector layers. In the latter, vector data are 
stored as either point, line, or polygon features. Most importantly, QGIS allows the integration of plugins 
written in Python, which can perform many geoprocessing functions. 
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A plugin named “HULCGIS”, due to its combination of HULC (Unified LIDER-CALENER software tool) 
and GIS, has been programmed in Python and integrated within QGIS. HULC is one of the official building 
energy certification tools in Spain, which allows to obtain the energy demands of individual buildings 
through detailed models and dynamic hourly simulations. The new plugin that has been developed allows 
to obtain an attribute table that contains the information of all the buildings of the district under study: 
geometry (coordinates of all the nodes), year of construction, number of floors, floor height, glazing, area 
and so on.  
First of all, the user creates the polygons that represent the buildings of the district. This can be done in two 
ways: either the user uploads a file in which the polygons are already created (such as the Spanish cadaster), 
or the polygons are created manually by clicking on the screen for each node (using Google Streets, Google 
Satellite or Open Street Maps for example as background images to help in the process). Once each polygon 
is created, the user is asked to fill in the necessary information such as the year of construction, which could 
be obtained from the Spanish cadaster. In Figure 26, an example of the polygons created in a district in 
Southern Spain can be seen, as well as the HULCGIS user interface programmed in Python. 
 
Figure 26: Screen capture of the HULCGIS plugin within QGIS. 
After creating all the polygons of the district, the steps shown in the HULCGIS interface are followed: the 
polygons are converted into nodes, these nodes are then numbered, and finally their relative coordinates 
after choosing a reference node are obtained. Once the process is finished, the user exports the results, and 
an attribute table is saved as a text file. An example of attribute table is given in Table 4. 
Building number Year Floors Floor height Glazing [%] Area Vertex Coord_X Coord_Y X Y 
1 2000 2 3 15 302.52 1 -1503675.273 3405314.082 0.00 0.00 
1 2000 2 3 15 302.52 2 -1503676.297 3405315.141 -1.02 1.06 
1 2000 2 3 15 302.52 3 -1503681.206 3405320.256 -5.93 6.17 
1 2000 2 3 15 302.52 4 -1503691.693 3405310.191 -16.42 -3.89 
2 1980 5 3 15 843.13 21 -1503459.603 3404507.953 -8.89 35.20 
2 1980 5 3 15 843.13 22 -1503480.709 3404467.99 -15.81 26.21 
2 1980 5 3 15 843.13 23 -1503455.384 3404456.165 -4.48 14.40 
Table 4: Example of attribute table in HULCGIS. 
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2.5.2. Creation of HULC models 
The file with the attribute table of the district contains all the information that is necessary to create a model 
for each of its buildings. This file is read by a tool programmed in Visual Basic for Applications (VBA), which 
will use all the available information. HULC is not able to simulate more than one building at the same time. 
Therefore, this tool will generate one HULC file for each building individually, iterating between all the 
buildings included in the attribute table. In addition, if two buildings are adjacent this would be identified, 
and the corresponding walls would be modelled as adiabatic. 
One of the most important steps towards a more accurate evaluation of the thermal performance of districts 
offered by this tool, apart from performing dynamic hourly simulations, is that the surroundings of each 
building are accurately considered, since the geometry of all the other buildings of the district is taken into 
account in every simulation. Nevertheless, in order to reduce the computational time, not every building of 
a district should be considered, since a building 1 kilometer away from the one that is being studied would 
produce no shading on it. To limit the distance of the surrounding buildings that should be considered, the 
outcomes of the study developed in Section 2.3 regarding city tiling strategies will be used. Therefore, in the 
case of a medium density district, a square tile size of 300 meters around the case study building would be 
enough. In case of high density districts, the size should be increased up to 500 meters. 
For example, focusing on the information of one building in Table 4, we can see that the coordinates of all of 
its nodes as well as the number of floors and their height is known. This allows to convert this information 
into that which HULC needs to create all the geometry of the building, including the walls with different 
orientations, the component in contact with the ground and the roof of the upper floor. Then, the percentage 
of glazing is used to create a window in each wall of the building, located in the middle and with the 
corresponding area. Since it is not possible to discern the location of the windows in walls of different 
orientations in this simplification of the district, it will be considered that every wall of a building will have 
a window whose size depends on the percentage of glazing of the building and the area of the wall where it 
is located (unless it is adjacent to another building). Last of all, the year of construction allows to estimate the 
materials of the walls, roofs, types of windows and so on, assigning default values from typical buildings of 
the corresponding year. Eventually, the 3D model of the district could also include information about the 
use of the building, assigning different internal gains, operation schedule and so on. An example of a 
building model generated in HULC is shown in Figure 27, for the same district that was displayed in Figure 
26. The current level of detail obtained by HULCGIS corresponds to approximately an LOD1, although it 
could potentially be used to create even more detailed multi-zone models if the information were available 
in the 3D models. 
 
Figure 27: Example of HULC building model created by HULCGIS. 
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2.5.3. HULCGIS validation 
For the purpose of determining the effectiveness of the developed tool when assessing the thermal 
performance of a building, a validation has been carried out. HULCGIS was used to obtain a simplified 
model of a building located in the province of Seville, in which the real plans, construction features and so 
on were known. A detailed model with the real geometry was developed and simulated in HULC. Then, the 
HULCGIS simplified model was created and simulated. A comparison of the geometry of both building 
models can be seen in Figure 28. 
 
Figure 28: Comparison between the building models. 
The hourly energy demand results in Wh are compared in Figure 29, where the positive values are hourly 
cooling demands, and the negative values are heating demands. As it can be seen, the values given by the 
HULCGIS model are a bit higher than those of the detailed model. However, it should be taken into account 
that there are many simplifications in the process: the shape of the roof, estimation and location of the 
glazing, allocation of the materials depending on the year of construction and so on. Despite this, the 
correlation between the results at building level is quite good. 
 
Figure 29: Comparison of the results between the detailed model and the HULCGIS model. 
2.5.4. Tool for the estimation of demand reduction measures in districts 
The tool that has been developed in the present work offers another potential approach. Since the 
information of the geometry of all the buildings of the district is already available, why not use it to simulate 
whole districts with different thermal mitigation or even DSM strategies? This is possible thanks to an 
additional tool that has been developed, which allows to select the values for certain parameters instead of 
using the default values assigned through the year of construction.  
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Figure 30: User interface of the tool for the estimation of demand reduction measures in districts. 
In this way, it is possible to simulate a whole district with the base case scenario, and then simulate it with 
an improvement of the thermal insulation of all of its buildings for example. This provides a very powerful 
tool for an accurate assessment of the potential savings achieved by thermal mitigation strategies in whole 
districts. This tool allows to change the transmittance of walls, roofs, floors and windows, as well as the 
internal gains, solar factor of the windows, thermal bridges and ventilation. Furthermore, it is possible to 
carry out the simulations in free-floating, so that the effect on the thermal comfort of the occupants after 
applying different improvement measures can be evaluated, instead of evaluating the energy demands. 
Last of all, it should be mentioned that there are open access plugins available in QGIS that allow the 
visualization of districts in 3D. Any of the parameters could be used to color the polygons of a district. 
Therefore, it would be possible for example to add a column to the attribute table with the result of the energy 
demand of each building calculated by HULCGIS, and visualize then the results in 3D. An example of this 
kind of illustration is shown for some buildings in La Graciosa Island in Figure 31. 
 
Figure 31: Example of visualization of results for some buildings in La Graciosa Island (Las Palmas, Spain). 
2.6. Review of clustering techniques for decision making in districts 
2.6.1. General concepts of clustering approaches 
As mentioned in Section 2.1.4, it is unfeasible to produce a very detailed model for every single building of 
a district in order to assess its overall energy performance in an accurate and dynamic way, mainly due to 
the intricate data gathering processes and the enormous computational power and time that would be 
needed. Even if a detailed tool such as HULCGIS is used, the characterization of a district should involve a 
domain reduction process afterwards, capable of reducing the sample of buildings so that even more detailed 
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modeling and monitoring has to be carried out only on just a few samples.  
The use of representative buildings of a district permits the creation of benchmarking models, as well as the 
possibility to assess in detail different approaches that involve dynamic interactions such as demand side 
management. Also, by limiting audits and metering to representative buildings, data gathering challenges 
are mitigated and the use of data analytics coupled with building simulation has the potential to provide 
efficient solutions [61]. 
According to [61], most studies that select representative buildings use statistical approaches, but they 
usually analyze single building features only (e.g., total energy consumption) and do not focus on the 
analysis of multiple features in parallel. For this reason, the identification of representative buildings may be 
biased towards a particular feature and consequently other building characteristics that are important for 
building energy modelling may be underrepresented. In this context, statistical methods can exhibit a 
weakness in terms of providing holistic results for representative building identification. An alternative to 
statistical methods is clustering, a data-mining technique that allows the grouping of elements sharing 
similarities, identifying hidden structures in datasets and defining classes.  
Clustering has been applied for different purposes in the building sector, summarized in five major areas of 
interest [61]: building benchmarking, energy profiling, representative building identification, predictive 
modelling and other areas mostly related to occupant behaviour. Once the clusters have been defined, it is 
possible to select the most representative object of a given group. Clustering techniques are well 
documented, and most common clustering algorithms include: k-means, model based clustering, 
hierarchical agglomerative clustering and k- medoids [30].  
According to [34], determining the optimal number of clusters is not a trivial problem. For instance, the k-
means method can generate as many clustering schemes as the numbers within the given range. For that 
reason, a criterion is required to identify the optimal number of clusters. Assuming that each cluster is to be 
represented through at least one building, the upper limit for the number of clusters depends on the 
computational resources and time available for the performance assessments. A lower limit can also be set 
to ensure a minimum of diversity in the resulting sample.  
The distinction between a cluster centroid and medoid is also important, and it is well explained in [61]. A 
centroid is a hypothetical central point in a cluster, whereas a medoid is a specific element, i.e., a building. 
Cluster algorithms, such as k-means, are able to identify centroids. A further step is required to link centroids 
to medoids. This operation comprises first identifying centroids (using k-means) or group memberships 
(using a hierarchical algorithm) and then calculating a distance matrix of the elements in a cluster. From the 
distance matrix, the closest element to the centroid (using k-means) or the element with the smallest distances 
from all the other elements (using a hierarchical algorithm) is selected. This element is assumed to be the 
medoid of that cluster. Therefore, this technique uses the most representative point for a group of data 
(medoid) as a measure of the center of the cluster, ensuring that real data points are selected as prototypes 
for the clusters [36]. 
2.6.2. Studies based on clustering techniques 
Many research studies are focused on clustering techniques in the building sector, some of which are going 
to be mentioned due to their similarity to the approaches proposed in this Thesis. For instance, in [62] a new 
methodology based on the use of the principal components analysis was developed, selecting the 
representative buildings among a total of 1100 schools. The classification method was based on the 
application of k-means clustering techniques, proposing five robust energy classes for space heating. The 
methodology that was followed allowed to define accurately the typical building of each energy class, so as 
to perform analyses on the potential energy savings for each group. In addition, [61] outlines a novel 
methodology for identifying representative buildings, utilizing a combination of building classification, 
building clustering and predictive modelling.  
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The study in [36] presented a new method for developing typical residential reference buildings at district 
level for bottom-up energy modeling purposes. According to this study, apart from k-means techniques, k-
medoids is also widely used. As a case study, this work employed k-means and k-medoids techniques, for 
determining the representative archetype buildings of a sample. The energy consumption of the studied 
stock calculated by using representative archetype buildings was analyzed and compared with that from the 
‘building-by-building’ simulation approach. Their performance analysis indicated that the k-medoids 
clustering technique was more accurate than k-means, by showing a lower relative error of stock energy 
consumption compared with dynamic stock simulations of real building shapes. 
2.7. Brief summary 
The present Chapter has justified the selection of the district scale as the most optimal one to improve the 
energy performance of the built environment, increase renewable energy integration and carry out 
innovative approaches such as demand side management, which need to consider dynamic interactions. In 
addition, this chapter also allowed to reach important conclusions with regards to solar potential estimations 
and accurate energy demand calculations. The drawbacks of most current approaches for urban analyses 
which make use of simplified methods have been highlighted, and an alternative tool has been developed 
to couple 3D models with detailed dynamic simulations of the thermal performance of buildings. Due to the 
complexity of dealing with models that may contain even hundreds of buildings, the importance of reducing 
the study domain has also been brought forward, emphasizing the usefulness of clustering techniques for 
the purpose of choosing the most representative buildings of a district. 
The next steps to address the challenges mentioned in Chapter 1 will be taken in the following chapters. First, 
Chapter 3 will enable us to figure out whether it would be beneficial to implement DSM approaches at 
district level. Once that is achieved, Chapter 4 will allow us to learn how to characterize a district properly. 
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3. SMART END-USE: DEMAND SIDE 
MANAGEMENT APPROACHES 
In this era of uncertainty with regards to energy planning, consumer demand has emerged as a central figure, 
since it can be seen as a means of balancing the energy supply and demand of electricity by providing the 
system with a flexibility whose responsibility no longer falls only on the generation infrastructure. Unlike 
other energy resources, electricity has to be used when it is generated, since its storage on a large scale is still 
an intricate (and costly) task. Utility companies increasingly have to deal with peak demands in constrained 
networks, so regulating the electricity use is critical. This long-term increase of energy demand throughout 
the world requires new power utilities and transmission and distribution capacity additions, but building 
new capacity as back-up power is expensive and the new power plants could be used infrequently. The aim 
of Demand Side Management is to attenuate these requirements.  
The previous chapters have highlighted the need to widen the scope of energy analyses and consider the 
district scale, which integrates many buildings and makes it possible to investigate their potential synergies. 
With this in mind, it becomes clear that looking into the possibilities that DSM can offer on a district scale is 
worth investigating. As a first step, this chapter will review the role of DSM in this context, exploring 
innovative approaches that have not yet been implemented in many countries such as Spain. First, Section 
3.1 will include a brief introduction to DSM. For more information, ANNEX C presents an extensive review 
of issues related to DSM that aims to gather much of the information that is present in the literature but in a 
very disperse way, discussing its current state of deployment and giving some insights into how it can be 
implemented with the help of smart homes.  
As a further step, this chapter also introduces two new applications to prove the benefits of DSM in buildings 
and districts. The first one is developed in Section 3.2, to demonstrate the benefits of using dynamic pricing 
and the structural thermal energy storage capacity of buildings for DR purposes, focusing on one specific 
plus-energy dwelling. As a continuation of this proposal the second application, presented in Section 3.3, 
increases the scale to a neighborhood level and focuses on proposing strategies where a cluster manager 
controls all the heat pumps of a district, providing flexibility and obtaining benefits from the participation in 
secondary reserve markets. 
3.1. Introduction 
3.1.1. The concept of DSM 
Traditionally, the demand in the built environment has been addressed by requiring green-rated buildings 
and energy efficient equipment. However, retrofitting solutions to existing buildings can be a difficult and 
costly task [63]. In the power grid, the frequency is the indicator of the balance between supply and demand, 
dropping when the consumption exceeds the supply and increasing when generation exceeds consumption. 
Blackouts happen if the supply is incapable of meeting the demand, which can be solved either by investing 
in new power plants and transmission lines, or by reducing the electricity demand. However, the first option 
might not be economically feasible, since critical periods only occur a few hours per year and increasing the 
price of electricity would not easily solve the problem. With the increasing penetration of intermittent 
renewable generation, there is a growing need for ancillary services to absorb the related disruptions [64]. In 
order to relieve the electricity grids, it is of paramount importance to be able to reduce the peak demands or 
shift the loads during peak periods through Demand Side Management systems.  
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DSM, also known as Energy Demand Management, was defined in the 80’s as ‘‘the planning, implementation 
and monitoring of those utility activities designed to influence customer use of electricity in ways that will produce 
desired changes in the utility’s load shape” [65]. It can also be defined as the modification of consumer demands 
through several methods, with the intention of adapting the total energy consumption or moving the time 
of use to off-peak times. Generally speaking, all programs intended to influence the customer’s use of energy 
are considered DSM and can be addressed to reduce the demand at peak times, reduce the seasonal 
consumption or alter the time of use [66]. In general, these programs encourage the end user to be more 
energy efficient, but DSM can also help to reduce network congestion and the need for investment in new 
generation equipment [67].  
During the past years there has been a noticeable increase of interest in Demand Response  strategies, which 
is reflected in the rise of scientific publications from 219 in the year 2000 up to 1418 publications in 2016 (own 
survey in the ScienceDirect database). The distinction between DSM and DR and their scope is addressed in 
ANNEX C in more detail, since it has been subject of discussions between researchers during the past years. 
Many different DSM approaches are being evaluated, for example by determining the potential of electric 
vehicles to provide reserve power as a vehicle-to-grid concept [68]. Nonetheless, incentives, dispatch 
methods and compensation of DR remain challenges that restrain system planners and operators from 
adopting these strategies [69].  
According to [70], the status of EU Member States regulation concerning DR can be divided into three 
groups: those who have yet to seriously engage with DR reforms (Portugal, Spain, Italy, Croatia, the Czech 
Republic, Bulgaria, Slovakia, Hungary, the Baltics, Cyprus and Malta), those in the process of enabling DR 
through the retailer only (Germany, the Nordic countries, the Netherlands and Austria) and those who 
enable both DR and independent aggregation (Belgium, France, Ireland and the UK). Nowadays, Spain relies 
mostly on hydro and gas for its flexibility needs, and the regulatory development of DSM is at a very low 
level [71]. A very complete review of dynamic pricing programs in the U.S. and Europe was done in [72], 
stating that Europe has a strong focus on large-scale roll-outs of smart meter devices.  
As mentioned in the introduction of the present Thesis, buildings are responsible for a large portion of the 
total electricity consumption in many countries, and they are critical in efforts towards attaining the much 
needed operational flexibility in the grid [16]. Among the different contributors, heating, ventilation and air-
conditioning systems are the most influential. To reduce HVAC energy consumption, a very simple and 
effective way would be to improve the control strategies, allowing the use of DR instead of replacing the 
existing equipment. For more detailed information about DSM, including the techniques available, the role 
of the users, smart homes, sensors and actuators as well as the importance of energy storage, the reader is 
referred to ANNEX C. 
 
Figure 32: Demand Side Management within the Smart Grid environment [7]. 
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3.1.2. Review of the existing literature on DSM 
3.1.2.1. Studies focused on pricing, renewable energies and storage 
There are countless publications on DSM and there is a noticeable increase in recent years of the number of 
published papers on this issue. However, they emphasize different aspects. Many studies focus on price 
based DSM, quantifying the suitability and impact of DSM approaches under variable prices or real-time 
pricing [73–77]. Conversely, other publications emphasize the influence of DSM on Smart Grids, developing 
different frameworks for its integration into micro grids or Smart Grid environments [78–87]. According to 
[67], electric appliances consume around 62% of the electricity of a home in Spain, where unattended 
appliances such as washing machines are responsible for 13% of the total electricity demand. This means 
that being able to program these appliances to work at non-peak times could achieve considerable savings 
at no cost. 
There are also many studies which stress the importance of storage within a DSM framework. For instance, 
the study presented by [88] assesses the impact of using Phase Change Materials (PCM) in buildings to 
leverage its thermal energy storage capability, claiming that significant advantages can be obtained for space 
heating applications. On the other hand, [89] analyzes the potential of Thermal Energy Systems, integrating 
conventional storage technologies like hot water tanks as well as the structural thermal energy storage 
capacity of a building. The study developed by [90] presents an existing installation of a TES system coupled 
with heat pumps, performing simulations to show the load shifting potential of the storage while assessing 
energy and cost savings. [91] also showed some interesting results regarding load shifting, arguing that the 
peak load of a dwelling can be reduced on average by 24% and 13.5% as a result of washing machine and 
dishwasher load shifting respectively. Last of all, the potential to improve the balancing between electricity 
used for heating and local production of a NZEB by active use of the structural thermal energy storage 
capacity of a building is analyzed by [92]. 
On the other hand, [67] make a comparison between renewable generation and DSM, suggesting that DSM 
exhibits the best performance in terms of economic efficiency and environmental sustainability, reducing 
peak loads and losses in the system. CO2 emissions could also give customers an environmental motivation 
to shift loads during peak hours. It has been shown that the impact of Demand Response programs is 
significant and most appreciable at aggregated households than individual households [93]. This will be 
further investigated in this chapter and the ones that follow. 
3.1.2.2. DSM and optimization of energy consumption 
A proposal of a control architecture focusing on the optimization of self-consumption over a DSM system 
with PV generation is given by [94]. The objective of its DSM system is to schedule different tasks 
commanded by the user throughout the day, modifying the time at which they are executed so as to optimize 
an energy criterion.  As an alternative, the approach discussed by [95] consists on the determination of an 
optimal schedule of the operation of predictable devices. At the beginning of each day, the energy flows are 
forecasted, modifying the consumption of the house accordingly. Furthermore, significant savings can be 
achieved with actions such as changing the settings of the thermostats or retrofitting projects. Shiftable loads 
are heating, cooling air-conditioning, washing machines, dryers and dishwashers [91]. Command and 
control of heating and cooling systems is becoming a cost-effective viable option, particularly applicable to 
the existing building stock [63]. Further studies are the one presented in [96], that reviews various 
optimization techniques applied to DSM, or by [97], who affirm that the number of electric vehicles will grow 
considerably in the future, representing an opportunity as dispatchable energy sources.  
On the other side, the time-scale of DSM methods could be either day ahead (sensitive to error in data 
forecasting) or real time (not so accurate but with a good performance if they complement day-ahead 
methods). However, day-ahead negotiations between different parties may not be feasible in many 
electricity grids, where such infrastructure is still not available [98]. Therefore, efforts are being made to find 
algorithms which react in real time, but there is a drawback that should be taken into consideration: there 
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has been insufficient attention to the possible energy losses incurred because of DR, since at fast time scales 
perturbations on the building controls may actually increase the energy consumption [99]. Therefore, a 
thorough knowledge of the overall behavior of the system is necessary so as to evaluate the energy cost 
savings in a realistic way. 
3.1.2.3. Reported cost savings 
Focusing on the use of the structural thermal energy storage capacity of buildings for DSM purposes, it 
should be mentioned that in some cases DSM may not achieve a significant reduction in the energy demand, 
but the electricity bills could be reduced as a result of the implementation of time-use tariffs and incentives. 
Few studies have been performed on optimal DR control to maximize cost savings by considering also the 
trade-off between peak demand reduction and the possible energy increase, which is highly nonlinear and 
complex [100]. For instance, [101] used a control strategy with a cooling storage system and stated that 
although the costs were reduced by 24%, the energy consumption increased 20% due to longer operation of 
the chiller and pumps compared to the base case. 
Also, the study in [102] presents an algorithm to assign temperature set-points to price ranges based on 
discomfort tolerance indexes, with a controller based on Model Predictive Control (MPC) for HVAC usage. 
The authors of [102] showed that their strategy could lead to significant cost savings. Conversely, [103] 
developed an advanced controller by combining the use of TRNSYS and Matlab programs. This study 
proposed to reduce the cooling set-point temperature for precooling before the peak hours start, storing 
cooling energy in the building and keeping the HVAC system off during the peak hours to reduce energy 
costs. Another possibility is the one given by [104], in which a controller changes the set-point temperatures 
when retail prices are higher than customers preset price, providing up to 10.8% of energy cost savings. 
Moreover, [13] demonstrated that ground source heat pumps present a high potential as flexible loads when 
combined with the thermal storage capacity of the building, proposing a load shifting strategy by preheating 
the building and avoiding peak periods, leading to a reduction of electricity costs of up to 34 %. Another 
strategy was to apply longer preheating times to guarantee that the temperature is stabilized in the first peak 
period, turning it off during the duration of the peak and thus avoiding higher costs. This study also tested 
different preheating times, taking into account the outdoor temperature and achieving cost savings of 16-19 
%.  
Focusing on a combination of air-conditioning use and time-shiftable appliances, [105] develops a MPC 
scheme minimizing peaks and flattening the overall energy use profile by altering the thermostat set-points 
in individual homes, removing 10 % of the heating load without affecting the quality of service. The 
publication [106] devised an Energy Management and Control System to schedule electricity end-uses in a 
University campus, analyzing the effect of different schedules and using different control strategies for 
HVAC split systems. The results showed a high potential for peak reductions and economic benefits. Also, 
[107] presented a novel control algorithm for joint thermal comfort optimization and DSM in microgrids 
with RES and TES. Conversely, [108] focused on quantifying the potential energy savings in HVAC systems 
through set-point and deadband changes. This study also considered the effects of some influential factors 
on building HVAC energy consumption using building energy simulations. In summary, the study stated 
that increasing the deadband would result in an increase of energy savings. Alimohammadisagvand et al. 
[109] investigated DR actions on thermal comfort and energy costs in detached residential houses in a cold 
climate, reporting maximum annual savings in total energy costs of up to 10 %.  
In [110], a residential DR context is described, using a multi-objective strategy for space heating and DHW 
production with heat pumps and a TES system. Chassin et al. [69] presented detailed simulation and 
performance studies showing how thermostatically controlled electrical loads can provide very valuable 
energy storage and how they could be prime candidates for fast DR. Also, [15] investigated how residential 
heat pumps which participate in load shifting can contribute to the reduction of emissions and operational 
costs. Last of all, [111] analyzed the performance of a dynamic thermostat controller of HVAC systems in 
homes that have dynamic price of electricity. The consumers in this case set a threshold price that the 
thermostat uses to set the temperature during peak power price periods. The results show that 12% of annual 
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energy cost savings for HVAC operation can be achieved without significantly changing thermal comfort. 
3.1.2.4. Reserve market opportunities 
The growing share of renewable energies and the use of the potential of DR require power networks that 
intelligently link producers and consumers with the status and demands of energy transmission and 
distribution systems. Many studies related to the use of heating and cooling strategies for DR focus on 
dynamic pricing and time-of-use tariffs. Another option, however, is the participation in ancillary services 
markets. Integrating DR into ancillary services for electricity networks has received interest internationally 
and has to varying extents been integrated into national markets [112]. For Germany alone, depending on 
the technology, 18 to 27 GW of flexibly controllable load and 35 GW of negative controllable load could 
become available [113], which is comparable to the ramp-down or start-up of approximately 20 large-scale 
power plants [114]. In addition, Continental Europe has a need for 3 GW of Frequency Containment Reserve 
to stabilize the grid frequency automatically within seconds.  
The provision of ancillary services to grid operators is organized differently across national power markets. 
[112] reviews and provides a comparison of national ancillary services markets in the context of DR in 
Europe. Participation in providing these grid services is contingent on various requirements on bidding 
generation plants and DR providers. Among other factors, this also includes a minimum power requirement 
needed to bid for participation in most countries. For example, in Germany, this requirement is a 1 MW 
symmetric flexibility band for Frequency Containment Reserve (FCR) and 1 MW (asymmetric positive or 
negative) for automatic Frequency Restoration Reserve. In addition to such country specific requirements, 
the European Network for Transmission System Operators for Electricity (ENTSO-E) establishes standards 
and common structures for the European market as a whole and aids the European Commission in 
establishing guidelines in the form of common regulations [115]. Thus, before participating in ancillary 
services, generators and DR assets must document and prove their suitability and fulfillment of the 
requirements. This is a challenge for small DR assets and in particular for assets such as household heat 
pumps whose suitability to providing these grid services is dependent on aggregating many small assets 
that individually would not otherwise, alone, qualify for participation.  
Several model-based approaches are proposed in the literature. In [116] commercial building frequency 
regulation capability is estimated. [117] exploited HVAC and internal thermal storage systems to show the 
provision of DR by buildings, and concluded that the intraday market allowed for successfully meeting 
objectives of maintaining comfort while providing dependable DR capacity. An aggregated model of a 
fridge-freezer population is developed in [118], examining a price control strategy to quantify DR savings. 
In the study current ancillary service payments are analyzed and it is shown that they are insufficient to 
ensure widespread uptake by small consumers, and that new mechanisms need therefore to be put in place 
to make providing DR with consumer appliances such as refrigerators an attractive option. The challenges 
in distributed provision of FCR can even lead to undesirable rebound effects in system frequency if 
distributed algorithms for the control of small load shedding DR assets (such as refrigerators, HVAC systems 
or heat pumps) are not properly synchronized [119].  A case study for a battery energy storage system under 
the German regulatory framework is investigated with different operation strategies in [120]. 
Providing ancillary services in the context of microgrids is also the focus of some studies. For example, [121] 
proposed an optimal scheduling model for a microgrid which coordinates the aggregated prosumers net 
load in its connected distribution feeder. Furthermore, [122] developed an algorithm for the aggregation of 
flexible loads for DR applications at the substation level, while [123] developed a framework focusing on 
domestic storage heating DR capability in balancing markets. Simulation studies of building flexibility and, 
as particularly shown in the literature referenced above, studies about integrating heat pumps into flexibility 
markets and grid services have clearly received attention in the literature. Several demonstration projects of 
such systems have been set up in recent years, for example [124] demonstrated flexible DR provision with 
54 residential heat pumps. 
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More recently, other studies that deal with the provision of Frequency Restoration Reserve (FRR) have been 
published. For example, [125] includes a very accurate description of the German Frequency Restoration 
Reserve market and presents an operating strategy for battery energy storage systems providing FCR. In 
[126] the benefits of combining PV-battery systems and the provision of FRR are assessed, concluding that 
prioritizing the provision of FRR over self-consumption enhancement results in even higher revenues, but 
significantly reduces self-consumption. Also, [127] proposes a distributed price-based optimization scheme 
for involving a population of consumers in day-ahead procurement of electricity and frequency containment 
reserves, while [128] introduces plug-in electrical vehicles as a way to store energy, taking part in both day-
ahead and reserve markets. Last of all, a similar study to that which will be proposed in this chapter is given 
in [129], which focuses on the integration between the heating and the power systems by analyzing a heat 
pump supplying a district heating island system. 
3.1.2.5. The importance of the interactions between buildings 
As highlighted in Chapter 2 of this Thesis, widening the scale and considering the synergies between 
buildings offers many advantages. This is also true for DSM and DR approaches. In [100] the importance of 
coordinating flexible DR assets to avoid undesirable side effects of DR at the distribution network level is 
shown, and the performance of conventional DR at the level of a group of buildings is evaluated. Control 
strategies that coordinate at the cluster level are important, especially for ancillary services such as FRR. [130] 
estimates the amount of energy storage and revenue that thermostatically controlled loads can provide in 
residences participating in ancillary service markets. The study presented in [131] developed a methodology 
to quantify the flexibility in buildings, which returns the amount of energy that can be shifted and the 
associated costs. The results are presented in cost curves, which allow the comparison between buildings 
and the aggregation of flexibility, and reveal large variations depending on time, weather, utility rates, 
building use and comfort requirements. Also, an aggregator controlling a cluster of residential heat pumps 
to offer direct control flexibility services is evaluated in [132]. In that study, heat pumps are required to 
supply hot water and space heating at certain times and are activated flexibly in order to do so. The results 
show a larger potential for upward modulations than for downward modulations. 
Another example of such a study is [133], which considers HVAC and domestic electric water heaters for 
potential DR applications and an interaction between the system operator and consumers to facilitate 
managing cyclic operation of consumer heating loads. In this case, the system operator and the consumers 
signed a contract allowing the operator to control the operating cycle of HVAC loads without overriding the 
user preferences. In the algorithm proposed in [133], house modules submit operating proposals to a system-
wide module, which judges the received proposals and accepts those in line with the objective, resulting in 
significant benefits. 
3.1.3. Aim of this chapter 
The first sections of this chapter have shown the numerous possibilities offered by DSM. One of the most 
interesting ones is the exploitation of the buildings’ thermal mass. In order to analyze the potential benefits 
that exploiting the structural thermal energy storage capacity of buildings can offer for DSM purposes, two 
applications will be proposed in the remainder of this chapter. The first application will focus on an 
individual building: a plus-energy dwelling. Here, the impacts of different dynamic pricing strategies by 
managing the activation of a heat pump in response to price changes will be evaluated, analyzing the 
influence on cost savings, indoor comfort, heat pump consumption, reduction of the Heat Pump (HP) use 
during peak hours and photovoltaic energy self-consumption ratio of the building. Different price thresholds 
will be used, fixed or variable, which either constrain the use of the heat pump during its normal operation 
or enforce its activation.  
As a follow up, the second application will increase the scale and assess the benefits of allowing the direct 
control of the heat pumps in the dwellings of a district, in order to sell the flexible power on the market for 
Frequency Restoration Reserve. In this case, a cluster manager makes the decision whether the buildings that 
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are managed should activate their heat pumps or not when an activation call from the FRR is received. The 
main goal is to analyze the potential cost savings of different cluster manager strategies at district level, 
providing load flexibility through the use of the thermal mass while bearing in mind the thermal comfort of 
the occupants. 
3.2. Contributions of heat pumps to Demand Response: a case study of a plus-
energy dwelling 
3.2.1. Introduction 
Using a plus-energy dwelling located in Germany as a case study, the main purpose of the present work is 
to analyse the impact of different dynamic pricing strategies on several aspects: cost savings, indoor comfort, 
heat pump consumption, reduction of the HP use during peak hours and photovoltaic energy self-
consumption ratio of the building. A controller is proposed, which can automatically manage the activation 
of the HP in response to price changes, so that cost savings can be achieved and the overload on the grid 
during peak periods can be diminished by shifting the loads from peak to off-peak periods. In order to do 
so the energy has to be stored in the building, which is possible thanks to the mass within the thermal 
envelope, offering a passive thermal storage to shift the electricity demand. As far as the author of this Thesis 
knows, no study such as the one proposed here has been previously done on the potential of dynamic pricing 
strategies in plus-energy buildings. 
The aim is also to analyse the influence of changing set-point temperature bands (range around the set-point 
where room temperature oscillates) with regards to the previously mentioned aspects. Sixteen strategies 
were simulated for three set-point temperature scenarios. Different price thresholds are used, fixed or 
variable, which either constrain the use of the heat pump during its normal operation or enforce its 
activation. Temperature thresholds will also be considered to avoid overheating. Another interesting 
question is whether there may be a good compromise between cost savings, the increased energy 
consumption, the thermal comfort of the occupants and the contribution to the reduction of the grid´s peak 
load. Several conclusions are drawn, and the optimal strategies for each set-point temperature scenario are 
presented. 
The contents of this section have been extracted from the paper “Contributions of heat pumps to Demand 
Response: a case study of a plus-energy dwelling” [134], by  L. Romero Rodríguez et al and published in the journal 
“Applied Energy”. For more detailed information about the case study, the methodology followed and the 
obtained results, the reader is referred to that publication.  
3.2.2. Case study: Modelling and Simulation 
The case study is a real dwelling currently being intensively monitored, located in a new district in Wüstenrot 
(Germany) which consists of more than 20 plus-energy houses recently built with high insulation standard 
(KfW 55), PV arrays of different sizes as well as an electrical storage of 5 kWh. Heating is provided inside the 
dwellings by using underfloor heating, supplied by heat pumps which are connected to a cold district 
heating network located in the area. In addition, each building has thermal energy storage capacity through 
a space heating tank and a DHW storage tank. An illustration of the dwelling under study can be seen in 
Figure 33. 
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Figure 33: SketchUp model of the building. 
Both the supply system and the building have been modeled in the TRNSYS 17 [135] environment, which 
allows to perform the planned simulations optimally in view of the fact that all parameters can be adjusted 
in a flexible way. The aim was to develop a model which could reflect the reality, so as to be able to validate 
it with experimental data and analyze the impact of the chosen dynamic pricing strategies. The building’s 
geometry was created with the software SketchUp, the sizing of all the elements (thermal storage, battery, 
PV modules, heat pump characteristics, fluid flowrates, temperature of the cold district heating network etc.) 
corresponds to the reality and the chosen time-step for the simulations is 30 minutes, considered as a good 
compromise between simulation time and accuracy for the purpose of this study. A weather file was created 
by using available measurements at the location of the dwelling. A representation of the TRNSYS supply 
model and its connection to the building can be seen in Figure 34.  
 
Figure 34: Simplified representation of the TRNSYS model.  
Before proceeding to analyze different strategies of dynamic pricing, a validation of the model was 
considered appropriate so as to check that the behavior of the model was close to the reality. Once the model 
has been adjusted and validated, the results of the strategies that will be studied can be considered as more 
reliable and realistic. For more information about the validation of the model with regards to the heat pump 
consumption, PV production and indoor temperatures, the reader is referred to the publication by the author 
of this Thesis [134]. 
3.2.2.1. Proposed dynamic pricing strategies 
Different dynamic pricing strategies will be compared with the situation in which there is no price restriction 
to use the energy, considered as the base case (strategy 1). The focus will be in the month of February, which 
is the period of the validation of the model. Some of the strategies proposed imply that the heat pump will 
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work whenever the requirements of the normal operation control are fulfilled, but with different price 
thresholds (upper limits). Other strategies will involve turning on the heat pump until that threshold is 
reached, but with varying indoor temperature (Tair) limitations to avoid overheating. Three different 
scenarios with the same temperature set-point (20 °C) but different temperature bands (20 ± 0 °C, 20 ± 1 °C, 
20 ± 2 °C) will be considered. The list of the sixteen different devised strategies as well as set-point scenarios 
is presented in Table 1. The chosen indoor temperature thresholds are one or two degrees higher than the 
set-point temperature. Conversely, the price thresholds are: close to the average price of the whole period 
(0.21 €/kWh), high so as not to be so restrictive with the HP operation (0.23 €/kWh), the average price of the 
day, the lowest 25% of the day and with no specific price limitation but the HP operation is only allowed 
during the night, when prices are often lower. 
 
Set-point 
controls 
20± 0 °C 20± 1 °C 20± 2 °C 
Strategy 1 No limit. Static price of 0.22 [€/kWh]. HP works whenever necessary. 
Strategy 2 No limit. Day-ahead dynamic prices. HP works whenever necessary. 
Strategy 3 HP works whenever necessary if the price is less than 0.21 [€/kWh] 
Strategy 4 HP works whenever necessary if the price is less than 0.23 [€/kWh] 
Strategy 5 HP works whenever necessary if the price is less than the average price of the day. 
Strategy 6 HP works whenever necessary, only during the night. 
Strategy 7 
HP works always if the price is less than 0.21 [€/kWh] if 
Tair <21 °C. 
HP works always if the price is less than 0.21 [€/kWh] if 
Tair <22°C. 
Strategy 8 
HP works if the price is less than 0.23 [€/kWh] if Tair 
<21°C. 
HP works always if the price is less than 0.23 [€/kWh] if 
Tair <22°C. 
Strategy 9 
HP works always if the price is lower than the average 
price of the day and Tair <21°C. 
HP works always if the price is lower than the average 
price of the day and Tair <22 °C. 
Strategy 10 HP works always during the night if Tair <21°C. HP works always during the night if Tair <22 °C. 
Strategy 11 
HP works always if the price is less than 0.21 [€/kWh] if 
Tair <22 °C. 
HP works always if the price is less than 0.21 [€/kWh] if 
Tair<23 °C. 
Strategy 12 
HP works always if the price is less than 0.23 [€/kWh] if 
Tair <22 °C. 
HP works always if the price is less than 0.23 [€/kWh] if 
Tair <23 °C. 
Strategy 13 
HP works always if the price is lower than the average 
price of the day and Tair <22 °C. 
HP works always if the price is lower than the average 
price of the day and Tair <23 °C. 
Strategy 14 HP works always during the night if Tair <22 °C. HP works always during the night if Tair <23 °C. 
Strategy 15 
HP works always if the price is among the lowest 25% of 
the day and Tair <21 °C. 
HP works always if the price is among the lowest 25% of 
the day and Tair <22 °C. 
Strategy 16 
HP works always if the price is among the lowest 25% of 
the day and Tair<22 °C. 
HP works always if the price is among the lowest 25% of 
the day and Tair <23 °C. 
Table 5: Analyzed strategies using day-ahead electricity market prices. 
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In order to show how these strategies work, an example during a certain period will be given. In strategy 7, 
the heat pump will always work if the price is lower than 21c€/kWh and the temperature is lower than 21 
°C, while in strategy 8 the price threshold is increased up to 23 c€/kWh. Conversely, strategy 15 maintains 
the same temperature threshold, but in this case the heat pump will always work if the electricity price is 
within the lowest 25 % of the day. Figure 35 depicts the operation mode of these options, showing the indoor 
temperatures of the simulations as well as the price thresholds and the times at which the heat pumps were 
activated in each case.  
 
Figure 35: Example of different modes of operation depending on the strategy (ST). 
3.2.3. Analysis of results 
3.2.3.1. Cost savings and thermal comfort 
As regards to the costs of running the heat pump to provide heating for the building, the results for all the 
options considered are shown in Figure 36. As it can be seen, among the most cost-effective options for the 
three set-point scenarios are strategies 3, 5 and 7 with given fixed price limits for activation, achieving savings 
up to 21 % when each strategy is compared to their base case. In the case of set-point 20 ± 2 °C, strategy 11 
has an even lower cost. Conversely, strategies 12, 13 and 14 (in which the heat pump always works with 
certain temperature and price thresholds) are among the most expensive options. 
 
Figure 36: Comparison of heat pump monthly cost for heating electricity. 
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There is however a reason behind these results: due to the price thresholds, the heat pump might not be 
activated when needed, or it may be activated more often than necessary. Therefore, in order to choose the 
optimal strategies, the focus cannot be merely on costs, and it is of paramount importance to check the indoor 
temperatures achieved by each of the strategies to detect comfort problems. Figure 37 shows a comparison 
of the daily average temperatures for some strategies of the 20 ± 0 °C set-point scenario. It becomes apparent 
that for instance in strategy 3, among the best when focusing on costs, the heat pump is not activated often 
enough so as to keep an appropriate indoor comfort. The reason is that its price threshold is too low, so there 
are some periods in which the heat pump would not be activated at all. This could be expected because the 
limits for strategy 3 are only costs, and not temperature. Conversely, strategy 13 (HP works always if price 
is lower than average and Tair < 22 °C) behaves in the opposite way: much higher indoor temperatures than 
in the base case are achieved, therefore increasing the heat pump consumption and costs. However, some 
strategies such as 4, 5 or 15 are capable of maintaining acceptable indoor temperatures. 
 
Figure 37: Comparison of the daily temperature of different strategies. Case 20 ± 0 °C. 
Figure 38 presents the sum of excess of degree-hours during the whole month for every strategy and set-
point scenario. Positive values mean the sum of excess degree-hours above 20 °C, while negative values 
mean the sum below 20 °C. It is evident that strategies 3, 7 and 11 (which have a low price threshold of 21 
c€/kWh) are not capable of reaching 20 °C during many hours of the month, while strategies 11, 12, 13, 14 
and 16 (with less restrictions for the HP operation) produce too much overheating. 
 
Figure 38: Comparison of the amount of excess degree-hours. Positive values show >20°C and negative 
values < 20°C. 
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3.2.3.2. Heat pump consumption and self-consumption ratio 
The heat pump consumption is strongly linked to the cost savings and the thermal comfort. One conclusion 
of the set-point scenario 20 ± 0 °C is the fact that if no negative deviation from the set-point is allowed, i.e., 
nearly no < 20 °C excess degree-hours, then the HP consumption is always increased. That is the case of using 
strategy 10 (HP works always during the night if Tair < 21°C ) instead of the base case. The reason is that 
increasing the temperatures above its normal set-point temperature (from 20 to 21 or 22 °C) for these 
strategies results in an increase of the energy losses of the building. Therefore, although there may be cost 
savings, the heat pump consumption is increased.  
On the other hand, the ratio of self-consumption of the household is influenced by the used HP strategy, the 
state of charge of the battery and the time-dependent match between PV production and HP consumption. 
In general, most of the strategies use the electricity during non-peak periods, which are not normally during 
the day (when there is PV production). Therefore, the heat pump (which is the main electricity consumption 
contributor) would be rarely used at the same time as the electricity is produced by the PV panels. As a result, 
the self-consumption ratio could decrease. The amount of decrease would then depend on the capacity of 
the electric battery. However, there are only slight variations, always lower than 8 % among all the different 
strategies. 
3.2.3.3. Use during peak hours 
One of the main reasons of the existence of DR is the benefits it can bring with regards to the reduction of 
peak demands, which might cause grid stress and entail an increase of the use of less efficient power plants. 
To illustrate the influence of the chosen strategies on peak reduction, Figure 39 shows the percentage of heat 
pump use during peak hours. As we can see, the base case strategies have the highest percentages of heat 
pump use during peak hours. The obvious reason is that there is no time restriction for their use, and no 
price thresholds. The strategies which have a price threshold of 23 c€/kWh (4, 8 and 12) are the ones with a 
highest percentage of use during peak hours among the proposed strategies, since the threshold is quite high 
and the heat pump is used during peak hours more often. On the other hand, strategies 3 and 7 (price 
threshold of 21 c€/kWh) use the heat pumps only rarely during peak times, and the same happens with 
strategies 6, 10 and 14, which only allow their use during the night. For the rest of the strategies, we can 
observe that the heat pump is never used during peak hours, showing how beneficial they could be when 
the focus is on peak reduction. 
 
Figure 39: Percentage of HP use during peak hours [%]. 
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3.2.3.4. Optimal strategies 
A good compromise between thermal comfort and cost savings needs to be achieved so as to choose the 
most interesting strategies, which vary depending on the set-point scenario. Moreover, the reduction of the 
heat pump consumption, use during peak hours and increase of self-consumption ratio should be also borne 
in mind, since they entail environmental benefits. A summary of the best considered strategies for each set-
point scenario is shown in Table 6. It should be noted that due to the interaction of different aspects, the 
criteria for choosing the optimal strategies are somewhat subjective.  
 
  
HP 
costs 
[€] 
Cost 
savings [%] 
(compared 
to own 
base 
scenario) 
Cost 
savings [%] 
(compared 
to 20±0 
base 
scenario) 
Sum of 
excess 
temperature 
degree-
hours 
< 20°C 
Sum of 
excess 
temperature 
degree-
hours 
> 20°C 
HP cons. 
Savings 
(compared 
to own 
base 
scenario) 
Ratio of self-
consumption 
[%] 
Percentage 
of use 
during 
peak hours 
[%] 
 
Set-
point 
20±0 
Strategy 1 
(base case) 
44.8 0 % 0% 22.2 227.9 0.0% 33.6% 40.6% 
Strategy 5 37.9 15.3% 15.3% 69.3 104.1 9.2% 34.3% 0 % 
Strategy 15 40.7 9.2% 9.2% 58.6 315.8 1.4% 35.2% 0 % 
Set-
point 
20±1 
Strategy 5 39.1 7.3% 12.7% 107.3 181.4 2.1% 38.2% 0 % 
Strategy 8 39.7 5.9% 11.3% 94.4 144.1 2.5% 39.8% 12.7 % 
Set-
point 
20±2 
Strategy 6 34.4 17.5% 23.1% 295.0 227.3 10.9% 36.0% 3.9 % 
Strategy 10 33.7 19.2% 24.7% 309.2 207.2 12.8% 36.2% 4.0 % 
Table 6: Selection of the optimal strategies. 
 
Several conclusions can be drawn from the selection which has been made. Compared to the base case (the 
way in which the real household is controlled), it is possible to achieve around 15 % of cost savings for the 
energy used to heat the building, without changing the set-point temperature band, and without sacrificing 
noticeably the thermal comfort. This involves using strategy 5, in which the heat pump will work when 
necessary, but only if the price is below the average of the current day. As a result, the HP consumption is 9 
% lower, the self-consumption ratio also increases by 1 % and there is no use of the HP during peak hours. 
Strategy 15 (turning on the HP always if the price is within the lowest 25 % of the current day and the indoor 
temperature is below 21 °C) can also achieve 9 % savings with almost the same heat pump consumption as 
the base case and no use during peak hours, although with a bit more of overheating. On the other hand, 
increasing the temperature band up to ± 1 °C would increase the self-consumption ratios and achieve around 
12 % of cost savings by using strategies 5 or 8. However, this involves obviously an increase of the < 20 °C 
excess degree-hours. Last of all, using the set-point scenario 20 ± 2 °C would allow to use strategies 6 or 10, 
which achieve around 24 % of cost savings compared to the base case in 20 ± 0°C, also reducing the HP 
consumption and the use during peak hours, and increasing the ratio of self-consumption.  
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3.2.4. Conclusions 
The present work has analyzed the benefits of DR strategies for heat pumps incentivized by day-ahead 
pricing signals. A recently constructed plus energy district in Southern Germany was taken as a case study, 
with monitoring data available for decentral heat pumps connected to a cold district heating network. 
Several dynamic pricing alternatives which depend on temperature and price thresholds were evaluated to 
control the operation of the heat pump in one of the buildings. This was done with the purpose of finding 
those strategies that could lead to significant cost savings while maintaining an acceptable thermal comfort.  
Evidence has been obtained on the importance of choosing the correct price thresholds when using dynamic 
pricing strategies for DR purposes. The results show that fixed price thresholds are not the best option, since 
the high variations of the market could result in reduced activations of the heat pump, with the consequent 
thermal comfort losses. Instead, dynamic thresholds depending on the variations within the day are a better 
alternative.  
Savings up to 25% were achieved by using optimal strategies, also resulting in increases of self-consumption 
ratios for the given photovoltaic systems and without sacrificing noticeably the thermal comfort of the 
occupants. Apart from the previously mentioned benefits, the proposed optimal strategies achieved 
significant peak reductions on the grid, since the heat pumps were mostly used during low-peak periods. 
These strategies also highlight the importance of knowing how much the users are willing to sacrifice their 
comfort to achieve savings. If the thermal discomfort tolerance is decided upon, the present study provides 
answers to estimate the savings which may be achieved, helping with decision-making. In addition, it is vital 
to take into account the heat pump energy consumption when choosing the best option, since overheating 
the building above its normal set-point temperature results in energy losses, therefore increasing the energy 
consumption unless the sum of excess degree-hours below the set-point temperature is also noticeable. In 
the case of having local renewable generation, the self-consumption ratios should always be considered, 
since their increase is also valuable to relieve the electricity grids. 
The outcomes of the present study have shown the great impact that the use of heat pumps and the thermal 
storage capacity of buildings may have by using dynamic pricing strategies within a DR framework. The 
importance of looking at all the implications of these strategies was also demonstrated, since it was proven 
that the decisions to choose the optimal strategies should not rely solely on one of many potentially 
contradictory aspects. Bearing this in mind and once the benefits of using heat pumps for the provision of 
DSM has been proven for an individual building, the next application will expand the scope of action. 
3.3. Heuristic optimization of clusters of heat pumps: a simulation and case study 
of residential frequency reserve 
3.3.1. Introduction 
As countries continue to implement support mechanisms for volatile renewable energy production, the 
systems and processes needed to maintain balance in power grids continue to increase in importance, and 
are consequential for the success of energy transitions. Methods for accommodating this volatile generation 
in the grid are being supported by new technologies (e.g., battery storage), regulatory measures such as 
strategic stability reserve plants, and innovation in the private sector with tariffs incentivizing flexible 
demand for electricity users [136,137]. The demand side has been acknowledged as an important part of 
ensuring this future stability in power grids more dependent on the fluctuations of renewables [138]. 
Especially, heating applications coupled with heat storage are promising in providing a significant 
contribution to power grid stability. Households with own onsite distributed generation augmented by 
electrical and thermal storage capacities (prosumers), can adjust energy use based on the current needs of 
the electricity grid and heat pumps, as an established technology for enhancing energy efficiency, are 
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increasingly seen as having potential for shifting electricity use and contributing to Demand Response.  
The present work is carried out in the framework of the EU Horizon2020 project Sim4Blocks, and the 
application is based on a newly built plus-energy settlement in the rural municipality of Wüstenrot in 
Southern Germany, the same as in the previous application. Using a model developed and validated with 
monitoring data of one of the households, the technical and financial viability of utilizing household heat 
pumps to provide power in the market for Frequency Restoration Reserve are studied. The research aims to 
evaluate the cost savings and the flexible electrical load offered by a cluster of buildings whose heat pumps 
are activated depending on selected rule-based participation strategies, focusing also on other important 
factors such as the thermal comfort of residents, the heat pump consumption or the influence on the PV self-
consumption ratios. In this way, the potential benefits offered by clusters of buildings that exploit their 
structural thermal energy storage capacity are evaluated on a district scale. 
The contents of this section have been extracted from the paper “Heuristic Optimization of Clusters of Heat 
Pumps: A Simulation and Case Study of Residential Frequency Reserve”, by L. Romero Rodríguez et al and currently 
accepted for publication in the journal “Applied Energy”. For more detailed information about the FRR 
market, the case study, the methodology followed and the obtained results, the reader is referred to that 
publication. 
3.3.2. Market integration: frequency restoration reserve 
The provision of FRR to the electricity market can be either positive (to compensate excess demand) or 
negative (to compensate excess power supply). In this study, the focus will be on the provision of negative 
FRR. Negative utilization payments, which imply a cash flow from the electricity network operator to the 
customer, lead to short activation periods of typically less than two minutes. This is a problem for heat 
pumps operations, since such short cycles have a negative impact on lifespans. Figure 40 shows that FRR 
activations are typically very short (on the order of minutes) and that they decrease rapidly with decreasing 
(also negative) utilization price bids on the part of participants. Activations of participants bidding positive 
prices last significantly longer. 
 
Figure 40: Example of the duration of the activation calls vs. energy price bid. Own analysis of data for 
calendar year 2015. Data published by Transmission System Operators (TSOs) and publicly available at 
www.regelleistung.net. 
The benefit that can be achieved in this process consists on the avoided supply of electricity purchased 
through the standard heat pump tariff (assumed based on local market conditions to be 22 cEUR/kWh, a flat 
tariff) and in the additional income from participation in the FRR market. However, several regulatory 
surcharges and taxes must be subtracted, and an additional fee for the participation and services of an 
aggregator must also be set aside.  
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3.3.3. Case study: Modelling and Simulation 
3.3.3.1. Description of the case study 
The case study used in this work is based on a group of plus-energy dwellings located in a district of real 
inhabited houses in Wüstenrot (Germany). Six different building typologies were chosen for the study, with 
the same geometry (two floors of around 125 m2) and ventilation schedule but with different internal gains 
(people, equipment and lighting) as well as different infiltration rates and size of the heating tanks. Building 
1 exists in the reality including the actual energetic parameters, and the rest of buildings are hypothetical, 
with different energetic parameters. In this way the sample is quite heterogeneous, which allows to draw 
conclusions for different building typologies. Since these dwellings have a significant thermal mass, their 
structural thermal energy storage capacity is used. It is this capacity that allows to store the heat inside the 
dwellings during a certain amount of time. The parts of the energy supply system which will be included 
for each building model are: PV modules, heat pump, heating water storage tank, DHW water storage tank 
and electricity storage. For the specifications of these elements, the reader is referred to the mentioned 
publication. 
3.3.3.2. Model description and selection of the time interval 
Both the building model and the supply model have been developed by using TRNSYS 17 [135], trying to 
reflect the reality as closely as possible. The models will be the same for each building typology, but varying 
the parameters mentioned in the previous section. A representation of the TRNSYS model can be seen in 
Figure 34, and a validation of this model (building 1) was also  carried out so as to ensure that the results of 
the simulations would be representative of the reality.  
Although usually the minimum running time of heat pumps is between 10 and 15 minutes, in this study 30 
minutes will be considered for the simulations. One of the reasons is that to preserve the life cycle of the heat 
pumps this timeframe should be increased, since the heat pumps will be activated much more frequently in 
this FRR framework than during a normal operation. In addition, our study looks into the ability of buildings 
to provide energy flexibility with their heating systems and focuses thereby on the limits of their 
participation in terms of energy restrictions. The decision to analyze 30 minute time steps of heat pump 
operation allows for abstracting away from the nontrivial issues of hardware failure and maintenance costs 
that are also associated with fast on-off reactive heat pump activations. We thus allow heat pumps to 
participate in the market in our simulation while assuming that the cluster manager and aggregator will 
compensate this minimum runtime restriction with internal balancing within their portfolios (compensating 
positive capacity reactions, battery capacity, etc.). 
3.3.3.3. Cluster manager: analyzed strategies 
The main aim of the present work is to study the potential cost savings achieved by different strategies when 
a cluster manager controls the heat pumps of several buildings, by participating in the FRR market. For doing 
so, the cluster manager needs to know what would happen regarding the status of each building if the heat 
pump had to be activated, and decide whether a building is suitable to be used or not. The focus of the study 
has been on the month of February, and data from the FRR for that month in 2015 has been used. The cluster 
manager will deal with 6 buildings.  
Figure 41 depicts the cluster manager framework in our study. First, there is an interaction between the TSO, 
which releases the activation calls, and the aggregator, who has a portfolio of customers willing to provide 
power to participate in the FRR. Then, there is an open option between the aggregator and the cluster 
manager, since they can agree to sign a private contract with different requirements. 
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Figure 41: Overview of the cluster manager framework. 
Our analysis studies two different configurations of such private contracts. The first one is an agreement 
which allows the cluster manager to provide the aggregator with as much flexible power as it has available 
by activating the flexibility of its portfolio of buildings. In this case, any building that fulfills several set 
conditions will activate their heat pumps at full power if the aggregator sends the cluster an activation 
request. Settlement between the cluster and the aggregator is then based on the total energy used by the heat 
pumps during the activation time period, irrespective of how much additional energy this turns out to be 
compared to the original baseline expected consumption of the heat pumps (up to the maximum possible 
power consumption of the devices). In the second type of contract studied, the agreement is such that the 
cluster manager always has to provide the aggregator with a specified (and constant) amount of power. In 
this case, the cluster must decide which subset of buildings to activate, in order to comply with the activation 
of only a fixed, limited amount of power. The assumption that our work tests is whether heat pumps, with 
dynamic and complex physical constraints but with nonetheless high degrees of flexibility, could benefit 
and/or be appropriate for participation in both types of market contractual arrangements.  
Table 7 displays the considered bidding strategies for the cluster manager. We analyze bids of three different 
FRR prices including the case of a negative value (the customer is paid for consuming the energy), although 
in all cases, regulatory taxes and surcharges are still applied to the overall incurred costs of the dwellings. 
Strategies 2, 3 and 4 are simulations studying the variable power contract between the cluster manager and 
the aggregator (the cluster provides maximal flexible power, and the aggregator pays for all of it, irrespective 
of amount or variability). In this case, any building would activate its heat pump if the following conditions 
are met: an activation call is received, the building is electrically self-sufficient during the time step and the 
indoor temperature of the building is below a certain threshold. On the other hand, strategy 5 involves the 
contract which guarantees a constant power. In this strategy, the three buildings with the lowest indoor 
temperatures will always be chosen by the cluster manager to be activated. In this case, there are no self-
sufficiency or temperature thresholds. 
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FRR 
FRR(-50) 
Price: -50 
EUR/MWh 
FRR(0) 
Price: 0 EUR/MWh 
FRR(+10) 
Price: +10 EUR/MWh 
Strategy 1 Normal control, no activation calls. 
Strategy 2 Activate HP if electrically self-sufficient and Tair below 21 °C. 
Strategy 3 Activate HP if electrically self-sufficient and Tair below 22 °C. 
Strategy 4 Activate HP if electrically self-sufficient and Tair below 23 °C. 
Strategy 5 Choose the 3 buildings with the lowest temperature. 
Table 7: Strategies and FRR price scenarios considered. 
The acceptance level of the activation calls depends on the price: the more the customer is willing to pay, the 
more often he gets activated. Depending on the FRR bids (-50, 0, or +10 EUR/MWh), a different number and 
frequency of activations occur. The higher the FRR price, the longer the duration of the activations and the 
more often they occur. This is shown in Figure 42. These three very different scenarios have been chosen to 
consider different alternatives when participating in the German FRR market and to be able to check their 
influence in the obtained results.   
 
Figure 42: Comparison of the number of activation calls for the three scenarios depending on the duration. 
Real FRR data from February 2015. 
3.3.3.4. Control strategy of the simulations 
Whenever an activation call is received, a prediction of what would happen regarding the indoor 
temperature of the buildings if the heat pump is activated is necessary, since otherwise the activation of the 
heat pump could result in temperatures outside the comfort limits. However, predicting the state of each 
building after an activation call is a problem that incorporates many dynamic interactions, including solar 
and internal gains, climate, and the temperature of the thermal storage tanks. To overcome this, simulations 
with the control strategy shown in Figure 43 were developed for this work. 
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Figure 43: Flowchart of the simulations. 
At the start of the simulation, the TRNSYS models of the six buildings are simulated in parallel through a 
batch file until the first FRR activation call is received. The control strategy during the simulation of each 
time step in TRNSYS can be seen on the right part of Figure 43, giving priority to activating the HP for the 
building if an activation call (Sac) is received, then to the DHW tank if there is no activation call but its 
temperature is below 40 °C (so that the provision of hot water is always guaranteed, which is the behavior 
in the real system), and last of all to the building to try to maintain a consistent temperature of 20 °C. It should 
be taken into account that the simulation in 30 minute intervals means that the HP will be either on or off 
during the whole time step. Note that a short duration of an activation call implies using the heat pump at 
the retail price of 22 cEUR/kWh for a long time, until completing the 30 minutes of its minimum running 
time. 
Once the six buildings have been simulated until the first activation call (including it), the information flow 
is returned to the cluster manager, which checks the status of every building, and then makes a decision 
about the activation of each building depending on the strategy that is being followed. Then, the distribution 
of the activation calls among the buildings and the logging of the respective data are updated based on the 
decision. Then the simulations start again from the beginning, this time bypassing those activation calls 
where a decision has already been made.  
3.3.4. Results: DR potential of a cluster of dwellings 
3.3.4.1. Overview of the strategies 
In order to illustrate the way in which the different strategies work, Figure 44 shows an example of activation 
call decisions for the price scenario FRR (+10). In the graph, if an activation call is received and accepted its 
value is a 1. If it was received but discarded, it is shown as a 0.5. There were an observably large number of 
activation calls on this day for this price scenario. At the beginning of the day, none of the strategies accepts 
any activations. This is because the self-sufficiency constraints were not fulfilled for strategies 2, 3 and 4, and 
the building was not among the three with the lowest temperature in strategy 5. Later, some of the self-
sufficiency constraints were fulfilled and the simulated building accepted some of the activations in the 
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different scenarios, reaching higher temperatures in those with higher temperature thresholds. Note that 
ventilation and solar gains also influence the temperature patterns in the simulation. 
 
Figure 44: Example of activation call decisions and indoor temperatures. 
3.3.4.2. Acceptance of the activation calls 
In this section, we study the amount of times that each building accepted the activation calls for each strategy 
and for each price scenario. This is shown in Figure 45 as a percentage of activations. The nature of the data 
and experiment is such that there were a different number of activation calls in each price scenario, as higher 
price bids received more activations.  
 
Figure 45: Percentage of accepted activations. 
From the data we see, first, that strategy 5 results in the highest number of accepted activations. The reason 
is that there are no temperature constraints, and that three buildings are always chosen. Second, the higher 
the temperature threshold is, the higher the number of activations, which is a logical consequence of the 
building being allowed to be more overheated. However, the differences between strategies 3 and 4 are much 
smaller than between strategies 2 and 3. Third, the number of accepted activation calls is rather low due to 
the self-sufficiency constraint, which could be partially solved by having supplementing the heating systems 
with electric batteries with higher capacities. Fourth, these results allow for confirming that the number of 
activations generally increases in the price scenarios which have a higher number of activation calls. It is 
interesting to see that depending on the characteristics of the buildings, one participating in the price scenario 
FRR (+10) could be called less times than another one in the scenario FRR (-50). That is the case for example 
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of FRR (+10) Building 3 compared to FRR (-50) Building 6, even if the number of potential activation calls 
goes from around 100 to 1000. The reason is that building 6 has much higher energy losses, and so it would 
be able to accept the activation calls more often than building 3 which retains more thermal energy. The 
differences between the building typologies are further discussed in Section 3.3.4.7. 
3.3.4.3. Thermal comfort 
An important indication of the residents’ levels of comfort, despite control of their heating systems, are the 
temperatures reached in the buildings during the different strategies’ simulations. Figure 46 shows the total 
excess degree hours above 20 °C reached in the scenarios. By definition, this amount always increases with 
increasing temperature thresholds. However, we observe that the behaviour of strategy 5 is very different 
depending on the price scenario. In FRR (-50), the number of activation calls is low, so the amount of 
overheating is similar to that of the other strategies. In FRR (0) the excess degree-hours is already higher than 
in the other strategies and in FRR (+10) it is hugely increased. We also observe that there is not a noticeable 
difference when going from strategy 3 to strategy 4 in the case of building 6 for the price scenario FRR (+10). 
This is explained by the combination of there being a large number of activation calls, relatively high energy 
losses in the building and that the self-sufficiency requirement does not allow the building to reach the upper 
temperature limit of 23 °C. 
 
Figure 46: Total excess degree hours (> 20 °C). 
All these observations allow us to conclude the following: if there is a contract requiring a constant power to 
be delivered by cluster manager to the aggregator, and the number of activation calls is rather high, then 
either temperature constraints should be imposed, or the amount of power offered should be decreased so 
that it is not necessary to activate large numbers of buildings. Otherwise, the overheating would result in 
unacceptable comfort levels for the residents. 
3.3.4.4. Cost savings 
The cost savings that can be achieved by the cluster manager when participating in FRR is one of the most 
important outcomes of the present work. The cost savings are calculated in each case by comparing each 
building with its own baseline case (strategy 1, no FRR participation). Figure 47 shows the results. As it can 
be seen, almost none of the proposed strategies are profitable, and those that are, produce practically 
negligible benefits. The main reason for such poor profit results is the following: as stated before, the 
assumption of the present work is that the heat pumps cannot be activated for less than 30 minutes to prevent 
a reduction of lifetime with many activation calls among other reasons. However, participating on the FRR 
market means that the heat pumps will be activated more often than in the original scenario, thus increasing 
their consumption and costs. Profits could still be made if the revenues from the FRR market were 
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considerably higher, but in the present context, these revenues (or cheaper electricity costs) do not 
compensate for the higher HP power use. Although the heat pumps benefit from lower prices during the 
activation calls, their duration may be short, and during the rest of the time that they are running until 
completing 30 minutes, the normal price will be charged. For this reason, there needs to be a large difference 
between the retail price and the energy price available on the FRR market if actors such as heat pump owners 
are to be motivated to participate in FRR. We discuss this further in Subsection 3.3.4.8.  
 
Figure 47: Cost savings [%] of the proposed strategies (negative values mean higher costs than their base 
case). 
3.3.4.5. Self-consumption ratio and heat pump consumption 
Changing the price scenarios does not significantly affect the ratios of self-consumption. Within this study, 
whenever an activation call is accepted, the negative power provided as FRR is that of the heat pump, and 
the rest of the system is isolated from this exchange. Since in the analysed strategies the heat pump 
consumption would in that case be assumed by the FRR, the ratio of self-consumption of the household is 
slightly increased. As regards to heat pump consumption, both increasing FRR price bids as well as 
increasing temperature thresholds increase the consumption of the HPs, which is as expected.  
3.3.4.6. Power to the FRR 
Depending on the strategy considered, a different amount of energy will be exchanged. The higher the HP 
consumption or the temperature threshold, the higher the exchange of energy between the cluster manager 
and the aggregator, therefore being able to provide more power as FRR. For the purpose of estimating the 
amount of energy obtained from the FRR market, we assume that there are 100 buildings of each of the 6 
building typologies. When looking at the cluster results for FRR(0), the amount of power exchanged during 
the month can be seen in Figure 48. Strategies 2, 3 and 4 vary in the provided power, which can reach up to 
2 MW in some cases but the activation calls are not always accepted. On the other hand, strategy 5 activates 
always the heat pumps of 300 buildings, providing in this way a more or less constant power of almost 1 
MW, however with the thermal comfort issues stated in section 3.3.4.3. 
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Figure 48: Power provided for price scenario FRR (0). 
3.3.4.7. Comparison between building types 
As shown in the previous sections, there are significant differences among the different building typologies. 
Regarding the number of activations, the buildings with higher energy losses (for example building 6) 
participate much more often on the FRR than those with fewer losses. The HP costs and consumption are 
obviously also higher, as well as the power exchanged with the FRR. The self-consumption ratio is also 
lower. The main conclusion is therefore that buildings with higher energy losses are more suited for 
participation in FRR than highly insulated buildings. These buildings can accept more activation calls, thus 
making their participation using these strategies more viable (although the thermal losses and the increase 
of HP consumption should also be carefully assessed). 
3.3.4.8. Possible future price scenarios 
Since the present study demonstrates that almost none of the proposed strategies are economically feasible 
with the current prices and taxes applicable to the DR participation in FRR in the studied German case, a 
sensitivity study based on different prices has been done to analyse the potential of these strategies if the 
market were to change. These prices would already include the taxes, so they are the final costs that the 
cluster manager would pay for the energy whenever an activation call is received. The rest of the time, the 
constant price of 22 cEUR/kWh is kept. Figure 49 shows the results, which consider different prices but 
keeping the same number of activation calls as well as duration of the previous scenarios. 
As is apparent, there is a high influence of the number of activation times and their duration. The higher the 
number of activations and duration, the higher the profits. Strategy 5 is not profitable unless a very negative 
price is achieved, which seems unrealistic. The strategy 5 of FRR(+10) was discarded due to extreme 
overheating of the buildings. On the other hand, the profits of using the activation calls of price scenarios 
FRR(-50) and FRR(0) are mostly negative or negligible. In the case of using the activation calls of price 
scenario FRR(+10), the strategies start to be profitable when a final price around 10 cEUR/kWh is applied. 
Once that limit is reached, the lower the price, the higher the profits. Last of all, it can also be seen that the 
profits are higher for the number of activations and duration of the FRR(+10) price scenario when compared 
to FRR(-50) and FRR(0), even if the price for FRR(+10) is higher. All these outcomes highlight the importance 
of the number of activation times and their duration for heat pumps to participate in secondary reserve 
markets, as well as the need to reduce the taxes in order for them to be economically feasible.  
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Figure 49: Cluster cost savings depending on different price scenarios. Positive values mean the 
achievement of cost savings compared to the case with no FRR participation. 
3.3.5. Conclusions and outlook 
This work analyzed the role of heat pumps controlled by a cluster manager and equipped with both electrical 
and thermal storage systems for flexibility when providing FRR to the grid. Simulations with a time 
resolution of 30 minutes for a case study based on a plus-energy district built in southern Germany showed 
that the DR potential is significant, but for profits to be achieved, particular attention needs to be given to the 
number of activation times, and most importantly to their duration. Otherwise, it is very difficult for such a 
framework to be economically viable. As shown by an analysis of possible future scenarios, even if the prices 
paid by the grid operator were higher, the influence of the duration would be more important, since lower 
durations would entail a longer runtime billed at the normal price of electricity due to the minimum running 
time of the heat pumps.  
For the reasons given in the previous discussions, some changes are necessary before these approaches that 
activate the heat pumps of a portfolio of buildings can be put into practice. If it is foreseen that households 
will participate in DR business models, then further control system algorithms at the cluster and aggregator 
levels need to be studied and applied to effectively manage and coordinate the availability of individual 
systems in and across households. 
3.4. Summary of findings of this Chapter 
In this chapter, evidence has been obtained on the contributions that demand side management approaches 
can bring to the energy system, with particular emphasis on the exploitation of the structural thermal energy 
storage capacity of buildings. In the first application that was shown in Section 3.2, several dynamic pricing 
strategies for DR purposes in a plus-energy dwelling were studied, concluding that savings up to 25 % could 
be achieved without sacrificing the thermal comfort of the occupants and achieving significant peak 
reductions on the grid. The importance of choosing the correct price thresholds when using dynamic pricing 
strategies was also highlighted, as well as that of knowing how much the users are willing to sacrifice their 
comfort to achieve savings. All in all, the outcomes showed the great impact that the use of heat pumps and 
the thermal storage capacity of buildings may have by using dynamic pricing strategies within a DR 
framework.  
Widening the scale, the second application analyzed then in Section 3.3 the role of controlling the heat pumps 
in a district when providing FRR to the grid for flexibility. Simulations with a time resolution of 30 minutes 
showed that the DR potential is significant, but for profits to be achieved, particular attention needs to be 
given to the current economic incentives, the number of activation times, and most importantly their 
duration. Otherwise, it is very difficult for such a framework to be economically feasible. Also, buildings 
with higher energy losses are more suited for participation in FRR than highly insulated buildings, since they 
can accept more activation calls (although the increase of energy consumption should also be carefully 
Savings Cluster [%] Price [€/kWh] ST2_-50 ST3_-50 ST4_-50 ST5_-50 ST2_0 ST3_0 ST4_0 ST5_0 ST2_10 ST3_10 ST4_10
Price 1 0.20 -0.5% -2.6% -3.8% -4.6% -0.2% -3.2% -5.5% -18.6% -1.4% -5.5% -11.5%
Price 2 0.15 -0.2% -2.1% -3.2% -4.1% 0.3% -2.2% -4.3% -16.5% 1.2% -0.5% -5.1%
Price 3 0.10 0.0% -1.6% -2.7% -3.5% 0.8% -1.3% -3.2% -14.4% 3.7% 4.5% 1.3%
Price 4 0.05 0.3% -1.1% -2.1% -3.0% 1.2% -0.4% -2.1% -12.3% 6.3% 9.5% 7.7%
Price 5 0.01 0.4% -0.7% -1.6% -2.5% 1.6% 0.4% -1.2% -10.6% 8.3% 13.6% 12.8%
Price 6 0.00 0.5% -0.6% -1.5% -2.4% 1.7% 0.6% -1.0% -10.2% 8.8% 14.6% 14.1%
Price 7 -0.01 0.5% -0.5% -1.4% -2.3% 1.8% 0.8% -0.8% -9.8% 9.4% 15.6% 15.4%
Price 8 -0.05 0.7% -0.1% -0.9% -1.9% 2.2% 1.5% 0.1% -8.1% 11.4% 19.6% 20.5%
Price 9 -0.10 1.0% 0.4% -0.4% -1.3% 2.7% 2.5% 1.3% -6.0% 14.0% 24.6% 26.9%
Price 10 -0.20 1.5% 1.4% 0.8% -0.2% 3.6% 4.3% 3.5% -1.8% 19.1% 34.7% 39.7%
Price 11 -0.5 2.9% 4.4% 4.3% 3.0% 6.5% 10.0% 10.2% 10.7% 34.4% 64.8% 78.2%
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assessed). Some changes are therefore necessary before these approaches can be economically viable, but 
their benefits with regards to providing flexibility for reserve markets given the right conditions has been 
demonstrated.  
Finally, we should bear in mind that  even though building models such as the ones created for the purposes 
of this chapter can be quite precise, and allow to reach important conclusions regarding the benefits provided 
by demand side management approaches, they are not sufficiently adequate for evaluating real cases on a 
district scale. This is mainly due to the assumptions that are made in the process, related to the real 
characteristics of the buildings under consideration and their use patterns. In Chapter 2, it was highlighted 
that in order to assess innovative approaches that require dynamic interactions such as demand side 
management in a certain district, it is necessary to characterize its buildings in an accurate way that reflects 
their real characteristics and operation. Before addressing that issue, here in Chapter 3 we analyzed first the 
benefits that could be obtained from the implementation of demand response approaches on a district scale. 
Once this has been accomplished, the next step in this Thesis will be to define a methodology in Chapter 4 
for a proper characterization of districts through monitoring, which will then be applied in Chapters 5 and 
6 for further demand side management applications. 
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4. BASELINE MODELS FOR 
CHARACTERIZATION, FORECASTING 
AND DECISION-MAKING IN DISTRICTS 
In the author’s opinion, any district should be evaluated based on its real performance. Even though very 
precise simulation models can be developed, ideally a monitoring campaign should be carried out, which 
would provide the necessary information for an even more accurate assessment. The spatial and temporal 
variability of the conditioned spaces in a district make their operation very different from each other, and 
also from that of the standard uses of the normative. Depending on the climatic zone where a district is 
located, there may be cases of relatively benign climates in which the buildings operate in free-floating 
during most of the time, or other harsher climates in which the buildings use frequently the air-conditioning 
systems. As a consequence, the air-conditioning energy use in districts presents the following features: 
 Difficulty when comparing the energy performance between dwellings (benchmarking), since their 
conditions are not homogeneous. 
 Difficulty to distinguish the impact of energy saving measures. 
 Difficulty to justify and prioritize the implementation of energy saving measures (if there is no 
consumption there are no savings). 
 Difficulty to evaluate the efficiency of retrofitting measures by comparing the conditions before and 
after their implementation. 
For these reasons, it is necessary to carry out measurements that provide precise knowledge of the real 
behavior and operation of the buildings under study. The methodology proposed in Chapter 2 to select the 
representative buildings of a district could be followed, monitoring those buildings in detail. 
In this chapter, a novel proposal for obtaining energy baselines in residential buildings will be developed, 
which consists of transfer functions that are able to characterize any building based on measured data of its 
air-conditioning consumptions and indoor air temperatures. The procedure is also sensitive to the different 
operating conditions of buildings, which may vary through time, and will be validated both theoretically 
and experimentally. In addition, short monitoring campaigns would be sufficient. The proposed model 
solves the difficulties of characterizing a district in detail. This means a qualitative step forward, since most 
existing tools are simplified and are unable to reach such detailed analyses, mainly due to the high 
computational costs and time consumption.  
Having a method to characterize buildings allows many possibilities. Among them is calibration, which 
would enable to calibrate simulation models. Also, another potential alternative would be to use the 
proposed baselines for forecasting purposes, using them in real time when integrated within an energy 
management system. Last of all, decision-making would also be possible, since for instance different 
approaches of demand side management could be evaluated simultaneously before deciding the optimal 
alternative. 
In this chapter, Section 4.1 will include the fundamentals of baseline models. Then, Section 4.2 will develop 
the mathematical basis of the model. Section 4.3 will include a theoretical and experimental validation of the 
model, and last of all Section 4.4 will propose several alternatives for the integration of the proposed baseline 
models with DSM approaches. 
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4.1. Fundamentals of baseline models 
One of the main issues related to existing buildings is to conduct accurate assessments of the energy 
savings achieved after implementing improvement measures. This process is known as Measurement and 
Verification (M&V) of energy savings [139], which is illustrated in Figure 50. 
 
Figure 50: Baseline concept [140]. 
The M&V process can be summed up in four stages:  
1. Measure the initial situation for its energetic characterization (baseline model). 
2. Evaluate different alternatives for energy saving and efficiency, choosing the optimal one. 
3. Implementing the optimal alternative and measuring the new energetic status of the building. 
4. Guarantee the energy and economic savings, comparing the measurements from the previous stage 
with the baseline.  
The proposed model derives from the need to have versatile and reliable energy baselines, which allow not 
only to evaluate the impact of energy saving measures in buildings, but also other alternatives. In the present 
Thesis, the baselines that will be proposed could be used as a tool for the characterization of the thermal 
performance of districts, the design of retrofitting strategies, software calibration or as a support for 
management algorithms that aim to forecast future energy consumptions or the impacts of improvement 
measures. Since one of the premises required from the proposed model was that the physical component of 
the characterization had to be predominant over the mathematical component, this guarantees a good 
extrapolation of the results when the conditions of climate or use of the building are different from the ones 
used for the adjustment of the model. 
Forecasting energy consumptions is very important for the optimization of energy management, and it is 
also needed for energy storage. There is no single way to create a model to perform consumption forecasting, 
since each model presents different advantages and disadvantages. However, the most widespread line of 
research is based on neural networks. The following table shows a comparison between the models found 
in different publications. 
Model Complexity Simplicity Applicability Inputs Accuracy 
Detailed Very high No Low Detailed Very high 
Simplified High Yes High Simplified High 
Statistical Reasonable Yes Very high Historic Reasonable 
Neural Networks Very high No High Historic High 
SVM 
Vector 
Very high No Low Historic Very high 
Table 8: Characteristics of the different models used in previous publications. Source: [141]. 
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As could be seen in the previous table, the simplified alternative presents features significantly valid. 
Simplified models are used due to their low computational costs, which allow their implementation in tools 
such as those for the support of urban planning or the integrated management of districts. Both cases present 
similar requirements: high accuracy, but limited computational costs that allow their execution multiple 
times in real time. 
Forecasting the variables related to energy consumption allows the estimation of their future evolution, with 
the aim of being able to anticipate peak demands or predict future consumptions. In the case of electricity 
consumptions, forecasting is an essential tool for an optimal management of energy production and 
consumption. The problem of electricity is that it cannot be stored in an efficient way. Therefore, knowing 
the future evolution of the consumptions would allow reducing the losses due to an excess of produced 
electricity. 
The application of predictive algorithms for the estimation of the consumption in buildings is very 
convenient due to three main reasons: 
 Long-term forecasting provides an advantageous position with respect to the electricity supplier, 
since knowing the estimated consumptions would allow to negociate the terms of the contract. 
 Knowing the demands beforehand and being able to program the activation of systems such as air-
conditioning units would also allow to avoid peak demands. 
 A reliable forecast with a one day time horizon would allow not only to schedule the consumptions, 
but also the possibility of benefitting from dynamic pricing markets or time-of-use tariffs. 
The main objective of the present chapter is to develop and validate a novel proposal for obtaining energy 
baselines, valid for residential buildings. The model should be dependent on the indoor air temperature, as 
a thermal response of the building, and the air-conditioning consumption, as response to the air-conditioning 
systems. In addition, due to the high thermal inertia of buildings, the proposed models should contemplate 
dynamic effects, taking into account what is happening in the current time-step but also what happened in 
the previous ones. Furthermore, as explained above, the proposed procedure should be sensitive to the 
operating conditions of the building, since they may vary throughout the period of verification of energy 
savings. Within the framework of this Thesis, the prediction of energy consumption will be used for the 
evaluation of different strategies that operate the air-conditioning systems. This will be presented in Chapters 
5 and 6. 
4.2. Mathematical basis of the developed QT model 
In this section, the model that has been developed will be explained in detail. The proposed model will be 
named “QT”, due to its combination of thermal loads (usually represented by Q in heat transfer equations) 
and indoor air temperature (represented by T). 
4.2.1. Initial hypotheses 
The model presents the following assumptions: 
 The time base is variable. During the development of the model, scenarios that consider ranges from 
10 minutes to 1 day have been validated. 
 The invariance of the models due to the fact that the coefficients are constant require to consider as 
many options as different operating modes. In this methodology, the heating and cooling periods 
are distinguished, particularizing the procedure in each of them. 
 It is necessary to know the weather conditions, the times when the air-conditioning was operating 
as well as the corresponding set-point temperatures in order to make use of the baseline model. 
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 It will be considered that when the air-conditioning system is activated, the target variable will be 
the air-conditioning consumption, and the representative indoor air temperature during the 
operation would be known. 
 The limitations linked to the invariance of the model or hard to measure excitations (such as internal 
gains variations, heat flows due to long wave radiations or the effects of the building’s inertia) are 
implicit in the indoor air temperature model. This means that, if the building is retrofitted, the 
evolution of its indoor temperature when the air-conditioning system is activated can be an input 
for the calculation of the energy use through the characterized model. This is due to the fact that the 
temperature-humidity conditions can be compared to the ones of the building if it had not been 
retrofitted. However, the evolution of the indoor temperature of the building when the air-
conditioning system is not activated is different for the retrofitted and non-retrofitted building, since 
it is as if they were different buildings. This difference of temperatures is linked to the energetic 
difference between the initial situation (monitored scenario used for the adjustment of the models) 
and the new situation that wants to be evaluated. 
4.2.2. Development of the baseline models 
The procedure that is going to be explained requires measured data of the heating or cooling consumptions 
for its application (through direct monitoring or through the estimation of the disaggregation of the total 
electricity consumptions) and indoor temperature data of the representative spaces. In addition, it is 
supported by the use of an energy performance of buildings assessment tool such as HULC, which allows 
to obtain the excitations of each relevant space. Therefore, a geometric, constructive and operational multi-
zone definition is required, distinguishing the monitored spaces. 
The procedure for the characterisation of the energy demand consists in developing and applying 
sequentially two baselines: 
 Primary baseline: characterization of the full free-floating indoor temperature assuming that the 
user has been neutralized (no air-conditioning systems are operated). 
 Secondary baseline: characterization of the air conditioning consumption with the real operation of 
the building. 
4.2.2.1. Primary baseline 
For the development of the model, an analysis of the fundamentals of buildings’ thermal demands will be 
done. The calculation principles of these demands in a steady-state are included in the standard ISO 52016-
1:2017 [142] and can be synthesized in the following equation. 
𝐷 = 𝑄𝐿𝑂𝑆𝑆 − 𝜂 · [𝑄𝐺𝐴𝐼𝑁−𝑆𝑈𝑁 + 𝑄𝐺𝐴𝐼𝑁−𝐼𝑁𝑇]    Eq.  1 
Where D is the thermal heating (+) or cooling (-) need. QLOSS refers to the heat losses of the building through 
its thermal envelope, as well as due to ventilation/infiltrations. QGAIN-SUN are the solar gains, and QGAIN-INT are 
the gains due to internal sources. 𝜂 is the utilization factor. 
If the functional dependency of each of them is analyzed in a simplified way: 
𝑄𝐿𝑂𝑆𝑆 ≈ (𝑈 ∙ 𝐴 + 𝜌 ∙ 𝐶𝑝 ∙ 𝐴𝐶𝐻𝑒𝑞 ∙ 𝑉) · (𝑇𝐼𝑁 − 𝑇𝑂𝑈𝑇)   Eq.  2 
𝑄𝐺𝐴𝐼𝑁−𝑆𝑈𝑁 ≈ 𝐴𝑆 · 𝑅𝐴𝐷            Eq.  3 
𝑄𝐺𝐴𝐼𝑁−𝐼𝑁𝑇 ≈ ∅ · 𝑡     Eq.  4 
Where U is the thermal transmittance, A is the total area of the thermal envelope, 𝜌 is the density of air, 𝐶𝑝 is 
the specific heat, 𝐴𝐶𝐻𝑒𝑞  is the equivalent Air Changes per Hour of the ventilation, V is the volume, 𝑇𝐼𝑁 is the 
indoor temperature, 𝑇𝑂𝑈𝑇  is the outdoor temperature, AS is the Solar Area of the space, RAD is the solar 
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radiation and ∅ is the internal gains. All these variables are detailed in the cited standard, together with the 
particularities of its formulation.  
Note that in the case of having no air-conditioning equipment, the air-conditioning consumption would be 
null, just as the real demand of the building. This allows relating the indoor temperature with climatic 
excitations, the use of the building through its internal gains as well as the characteristics of construction and 
geometry of the building. 
𝑇𝐼𝑁 = f (TEXT, RAD, ∅ · 𝑡, (𝑈𝐴 + 𝜌 ∙ 𝐶𝑝 ∙ 𝐴𝐶𝐻𝑒𝑞 ∙ 𝑉))   Eq.  5 
This temperature is known as the full free-floating temperature, since it makes explicit reference to the indoor 
temperature that the building would have if it were never air-conditioned. The effect of air-conditioning is 
linked to the effects of the users, who turn on/off the air-conditioning units and establish their operating 
conditions. 
As mentioned before, the proposed model has the same principles and formulation as transfer functions, 
whose mathematical formulation takes the form of: 
𝑓(𝑡) = ∑ ∑ 𝑎𝑖𝑗 · 𝑌𝑖
𝑚
𝑗=0
𝑘
𝑖=1 (𝑡 − 𝑗) − ∑ 𝑑𝑗 · 𝑓(𝑡 − 𝑗)
𝑛
𝑗=1     Eq.  6 
Where: f(t) is the target variable; Yi are the k independent variables or excitations; aij are the m adjustment 
coefficients (numerators) of each variable Yi; and dj are the n denominators or dependencies of the target 
variable with the past time-steps. 
It should be noted that the target variable f(t) is a function of the excitations Y(t) in the current time-step but 
also in the previous ones, and also depends on the target variable itself in previous time-steps. These 
dependencies are linked to the inertia of the system. Therefore, the number of previous time-steps to be 
considered should be optimized depending on the characterized system. 
The proposed methodology has also adopted the same nomenclature of numerators and denominators as 
transfer functions [143], which comes from their definition as the quotient between the Laplace transform of 
the response of the system Y(s) and the causative excitation U(S).  
The concrete expression of primary baseline takes the form of: 
𝑇𝐹𝐹(𝑡) = ∑ 𝑎𝑖 · 𝑇𝑂𝑈𝑇(𝑡 − 𝑖) +
𝑁1
𝑖=0
∑ 𝑏𝑖 · 𝑆𝐺(𝑡 − 𝑖) + ∑ 𝑑𝑖 · 𝑇𝐹𝐹(𝑡 − 𝑖)
𝑀1
𝑖=1
𝑁1
𝑖=0
+ 𝐶𝑂𝑁𝑆𝑇  Eq.  7 
N1 and M1 are the number of numerators and denominators. These numbers depend on the time constant 
of the system that needs to be characterized as well as the period of observation [144]. The parameter CONST 
refers to the use of the building, which is considered invariant and therefore is included as a constant term 
of the model. On the other hand, SG represents the solar gains, which will be explained in more detail in the 
next section. 
In real circumstances of operation, it is difficult to find continuous periods in which the building operates in 
free-floating during a sufficient amount of time (several days for example) during the heating and cooling 
periods. In this work, an innovative procedure that uses free-floating hours interspersed between 
conditioning periods has been used, developing a statistical base that allows to obtain the correlation 
coefficients of the primary baseline expression. 
Last of all, it may be convenient to analyze the physical meaning of the coefficients of the proposed model. 
This physical meaning establishes the restrictions that should be taken into account in the process of 
identifying the coefficients. 
1. The radiant exchange of the building with its surroundings is simplified to the effect of the outdoor 
air temperature by the coefficients ai. 
∑ 𝑎𝑖
𝑁
𝑖=0
1−∑ 𝑑𝑖
𝑀
𝑖=1
~1     Eq.  8 
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Values between 0.8 and 1 are accepted, where 1 implies that in steady-state the indoor air 
temperature would match the outdoor temperature if there were no internal or solar gains, and 0.8 
implies that there would be a 20% difference between the indoor air temperature and the outdoor 
temperature due to the excitations that are contemplated implicitly such as the radiant exchange 
with the surroundings. 
2. The coefficients related to the solar gains allow to infer the net solar gains. This implies that the value 
of these coefficients in a steady-state should be lower than 1. 
∑ 𝑏𝑖
𝑁
𝑖=0
1−∑ 𝑑𝑖
𝑀
𝑖=1
< 1     Eq.  9 
3. The internal gains produce an increment of the indoor temperature. This increase is linked to the 
constant CONST, which should be higher than 0. 
It must be stressed that modifications of the adjustments should be made differentiating the winter and the 
summer season due to the invariance of the model. The reason for this is that the behavior of the occupants 
is different in both seasons with regards to the use of the solar shading devices (such as blinds) or the opening 
of windows during the night. 
4.2.2.2. Solar gains 
First of all, the net solar gains will be formulated as a function of the transmitted radiation (direct and diffuse) 
and that absorbed by the windows of the building. 
𝑆𝐺(𝑡) = ∑ 𝐷𝑔𝑗 · DC(𝑡 − 𝑗) + 𝑑𝑔𝑗 · dC(𝑡 − 𝑗) + 𝑎𝑔𝑗 · AR(𝑡 − 𝑗)
𝑁3
𝑗=0 + ∑ 𝑘𝑗 · 𝑆𝐺 (𝑡 − 𝑗)
𝑀3
𝑗=1   Eq.  10 
Where DC(t) and dC(t) are the direct and diffuse radiations respectively, transmitted to the interior of the 
building through the windows. Also, AR(t) is the radiation absorbed by these elements. The coefficients Dgj, 
𝑑𝑔𝑗 and 𝑎𝑔𝑗 are obtained through simulations and they allow to convert the gross gains into net gains. N3 
and M3 are the number of coefficients. M3 normally takes a value between 1 and 2, whereas N3 should be 
optimized in order to obtain a good adjustment of the model. 
The following graph shows an example of direct and diffuse solar radiations in a certain building for the 
South orientation. 
 
Figure 51: Example of direct and diffuse solar irradiance for the South orientation during several days.  
The values of solar radiation for each orientation allow to obtain the transmitted direct and diffuse solar 
radiations, as well as the one absorbed, by using the following equations. 
DC(𝑡) = ∑ AVi · gi · DR𝑖(t)i     Eq.  11 
dC(𝑡) = ∑ AVi · gi · dR𝑖(t)i     Eq.  12 
AR(𝑡) = ∑ AVi · 𝛼𝑖 · GR𝑖(t)i     Eq.  13 
Where the area of each window is known, AVi [m2], as well as their modified solar factors gI, absorptivity 𝛼𝑖 
and orientation. This allows to obtain the incident global radiation GR𝑖(t), as well as the direct DR𝑖(t) and 
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diffuse dR𝑖(t) components. It should be highlighted that the modified solar factor refers to the amount of 
radiation transmitted through the window. 
In the following graph, the magnitude of these gross solar gains on the building is shown. In this case, the 
building has a window of 3 m2 oriented to the south, and another one of 2 m2 oriented to the west. 
 
Figure 52: Example of gross solar gains on a building. 
Finally, by using the previous equations it is possible to obtain the net solar gains through simulation, as well 
as the estimation carried out by using the proposed transfer function. In this case, M3 takes a value of 1 and 
N3 of 3. 
 
Figure 53: Thermal load on the space due to solar gains. 
This graph shows the achieved accuracy and also how the gross solar gains, when converted into net solar 
gains (in other words the thermal load on the space), are delayed in time and even appear once the excitations 
have ceased. 
4.2.2.3. Secondary baseline 
Once the primary baseline has been obtained, the energy consumption 𝑄(𝑡) in a certain timestep can be 
determined by observing the deviation that exists between the desired set-point temperature and the free-
floating temperature obtained by the primary baseline. The formal dependency that regulates the previous 
relationship takes the following form: 
𝑄(𝑡) = ∑ 𝐶𝑗 · Δ𝑇(𝑡 − 𝑗)
𝑁2
𝑗=0 + ∑ 𝐷𝑗 · 𝑄 (𝑡 − 𝑗)
𝑀2
𝑗=1    Eq.  14 
Where ∆𝑇(𝑡) = 𝑇𝐼𝑁𝐷(𝑡) − 𝑇𝐹𝐹(𝑡)  is the difference between the desired set-point temperature in the building 
(using an air-conditioning system) and the indoor temperature that the building would reach spontaneously 
without air-conditioning systems (full free-floating temperature). 
The Q model requires knowing the air-conditioning consumption as well as the indoor air temperature 
response of the space/building. In this way, when the air-conditioning system is not activated the energy 
consumption is zero, and the indoor air temperature is obtained from the previous expression. On the 
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contrary, if the air-conditioning system is activated, the electricity consumption would be obtained through 
the T model and the measured or desired (set-point) indoor temperature. 
If the previous expression is considered in steady-state, and instead of knowing the air-conditioning 
consumption the thermal energy delivered to the building is known, the UA value of the thermal envelope 
of the building may be obtained. 
𝑈𝐴 =
𝑄
Δ𝑇
=
∑ 𝐶𝑗
𝑁2
𝑗=0
1−∑ 𝐷𝑗
𝑀2
𝑗=1
     Eq.  15 
Due to the approach followed for the secondary baseline, it is obvious that it is applicable when the set-point 
temperatures or the air conditioning periods are changed. Therefore, it proves its applicability as a method 
to obtain the energy demand in standard conditions for instance (reference climate and standard user).  
4.3. Validation of the model 
In this section, the proposed baseline models will be validated in two ways: first, a theoretical validation will 
be carried out through simulation, and then an experimental validation will be done by using temperature 
and air-conditioning consumption measurements obtained from the monitoring of a household. 
4.3.1. Theoretical validation 
4.3.1.1. Case study 
A dwelling located in a social housing district in Seville (Spain) will be considered for the validation of the 
proposed models. This dwelling is located on the third floor of one of the building blocks of the district (see 
Figure 54). 
 
Figure 54: Location of the dwelling under study. 
In order to carry out a detailed analysis of the thermal behavior of the dwelling, it is necessary to know the 
distribution of the different spaces, so a HULC multi-zone model was created to reflect the reality. In 
addition, it is necessary to include the shading effects due to the surrounding buildings, since these could 
have a great influence on the energetic behavior of the dwelling due to reduced solar access, particularly in 
the building under study. The building where the dwelling is located was built in 1983. The main facade is 
oriented to the South-West, and the quality of construction of its walls and windows is rather poor. 
 
 
 
  BASELINE MODELS FOR CHARACTERIZATION, FORECASTING AND DECISION-MAKING IN DISTRICTS 
 
77 
 
   
Figure 55: HULC model of the dwelling (left) and real image (right). 
4.3.1.2. Results of the theoretical validation 
The main objective of this theoretical validation is to show the details of the application of the proposed 
baseline models. In order to do that, the first step is to simulate the HULC building model that was created, 
considering the real weather conditions. This is done by creating a weather file following the procedure 
explained in Annex A. The first simulation is performed without air-conditioning. That means that the full 
free-floating temperatures can be obtained, giving way to the primary baseline. An example of the 
temperatures that are reached inside the dwelling during the heating season is shown in the next figure. 
 
Figure 56: Illustration of the evolution of the indoor and outdoor temperatures. 
If the whole year is shown (see Figure 57), the effect of the internal and solar gains can be observed. In 
average, the indoor temperature is higher than the outdoor temperature. Then, once the effect of the gains 
has been demonstrated they should be characterized. In order to do so, another simulation is performed in 
such a way that the thermal load due to solar and internal gains can be disaggregated.  
 
 
Figure 57: Effect of the internal and solar gains on the indoor temperature. 
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Finally, the proposed model for obtaining energy baselines will be obtained. To do so, first the primary 
baseline is identified, and then the secondary baseline with 6 numerators and 1 denominator. The primary 
baseline allows to estimate the full free-floating temperature, which combined with the secondary baseline 
model allows to estimate the thermal loads of the space when the air-conditioning equipment is activated, 
or the air temperature when the air-conditioning is not working. The following graph shows a comparison 
between the air-conditioning consumptions obtained by the simulation and the ones estimated through the 
proposed baselines, as well as a comparison between the temperatures obtained by the simulation and the 
ones estimated. The validity of the proposed procedure is demonstrated, as well as the goodness of fit offered 
by the physical sense that was forced in the identification of the coefficients of the proposed transfer 
functions. 
 
Figure 58: Comparison between simulated and estimated temperature and consumption measurements. 
To illustrate the way the baselines work, we can see for example what happens at the end of March. Since 
the indoor air temperatures are over 20 °C and below 25 °C, there is no need for air-conditioning. As it can 
be seen in the figure below, although the indoor temperatures and the ones estimated by the primary 
baseline (full free-floating temperature) were very different during days when the air-conditioning system 
was working, after turning off the air-conditioning for some days they are very similar. 
 
Figure 59: Evolution of the full free-floating temperature and the indoor temperature. 
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4.3.2. Experimental validation 
4.3.2.1. Required monitoring 
The first requirement in order to evaluate the real thermal performance of a district is to have temperature 
measurements of its representative buildings. This could be done by installing temperature sensors, 
preferably in the spaces that use the air-conditioning systems, but also in those which do not use them. More 
information about these sensors is given in Annex C. 
On the other hand, an accurate assessment of a district would require data of the HVAC energy consumption 
of its representative buildings, which could be possible by installing a Smart Plug on the air-conditioning 
systems. However, if this were not possible, disaggregating these consumptions in residential buildings is 
an intricate task. The main reason is that even when there is access to the total electricity consumptions, they 
are very volatile and depend on the number of occupants, their behavior, income, size of the dwelling or 
climatic zone. Nevertheless, there are some ways in which this disaggregation of the air-conditioning 
consumption could be estimated: using the total electricity consumption combined with measurements of 
temperature, or using standard profiles. These alternatives are presented in Annex B in more detail and will 
be applied in Chapter 5. 
4.3.2.2. Estimation of the matching climate 
The energy consumption and thermal comfort of the dwellings in a district may be inferred by using data 
from a monitoring campaign, but the real weather conditions are also necessary for an accurate assessment. 
Ideally, a weather station should be installed in the district. However, if this were not possible (mainly due 
to budgetary constraints) there are other alternatives. Annex A describes the procedure developed in the 
present work to obtain a weather file at any location, modified through real measurements of outdoor 
temperatures, humidity and solar radiation that are typically obtained from weather stations that are located 
nearby. Once this new weather file is created, it can be used to perform simulations under real climatic 
conditions, or it can be applied for the baseline models developed in this chapter. 
4.3.2.3. Case study 
The same dwelling that was used in the previous section for the theoretical validation will be considered 
here. In this case, a temperature sensor was installed in the living room of the dwelling under study, and a 
Smart Plug was installed on the air-conditioning unit to measure its electricity consumption. A Smart Meter 
was also installed to check the total electricity consumption of the dwelling. The devices were operative from 
the 25th of July to the 15th of September 2017. The measurements obtained during this period can be seen in 
Figure 61. 
   
Figure 60: Installation of the temperature sensor (left) and smart plug on the air-conditioning system 
(right). 
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Figure 61: Measurements obtained from the monitoring campaign. 
4.3.2.4. Results of the experimental validation 
In order to show the results obtained by using the proposed methodology of energy baselines, we will focus 
on 3 weeks in August 2017. Since the real air-conditioning consumptions were available (as well as the total 
household electricity consumptions), in this case there was no need to disaggregate the consumptions during 
this period. Once all the process for obtaining the baselines was carried out, it was possible to establish a 
correlation between the real air-conditioning consumption and the temperatures that were reached in this 
dwelling. The following figure shows the measured indoor temperature of the living room of the dwelling 
compared to the correlated values that were obtained, demonstrating the validity of the procedure.  
 
Figure 62: Comparison between the measured and estimated indoor temperatures. 
In addition, the full free-floating temperature that the space would have had if the air conditioning system 
had not been used at all (obtained by using the primary baseline), as well as the total electricity consumption 
and the air conditioning consumption (measured and the one estimated in the previous section) can be seen 
in Figure 63. 
 
Figure 63: QT diagram of the dwelling during 3 weeks in August 2017. 
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4.4. Integration of the QT model and DSM techniques 
The present section focuses on the proposal of different DSM strategies, which were in the past usually 
considered only as traditional energy efficiency strategies: dynamic solar shading, ventilation and pre-
heating/cooling. These strategies are based on the most essential parameters in order to achieve low-energy 
buildings, but they will be considered here within a DSM framework. 
First of all, the proposed procedure can be synthesized in the following way: 
1. The net solar excitations are obtained through simulation, as well as the order of the model (number 
of denominators M1, M2 and M3). 
 
𝑆𝐺(𝑡) = ∑ 𝐷𝑔𝑗 · DC(𝑡 − 𝑗) + 𝑑𝑔𝑗 · dC(𝑡 − 𝑗) + 𝑎𝑔𝑗 · AR(𝑡 − 𝑗)
𝑁3
𝑗=0 + ∑ 𝑘𝑗 · 𝑆𝐺 (𝑡 − 𝑗)
𝑀3
𝑗=1   Eq. 16 
DC(𝑡) = ∑ 𝐹𝑆𝐷𝑖 · AVi · gi · DR𝑖(t)i      Eq.  16 A 
dC(𝑡) = ∑ 𝐹𝑆𝑑𝑖 · AVi · gi · dR𝑖(t)i     Eq.  16 B 
AR(𝑡) = ∑ 𝐹𝑆𝐺𝑖 · AVi · (1 − gi) · GR𝑖(t)i    Eq.  16 C 
 
Where 𝐹𝑆𝐷𝑖, 𝐹𝑆𝑑𝑖 and 𝐹𝑆𝐺𝑖 are the shading factors. The rest of the variables were explained in Section 
4.2. 
2. Meanwhile, the previous simulation is not critical since the model will be corrected by using the real 
conditions obtained through measured experimental data. 
𝑇𝐹𝐹(𝑡) = ∑ 𝑎𝑖 · 𝑇𝑂𝑈𝑇(𝑡 − 𝑖) +
𝑁1
𝑖=0
∑ 𝑏𝑖 · 𝑆𝐺(𝑡 − 𝑖) + ∑ 𝑑𝑖 · 𝑇𝐹𝐹(𝑡 − 𝑖)
𝑀1
𝑖=1
𝑁1
𝑖=0
+ 𝐶𝑂𝑁𝑆𝑇 Eq. 17 
𝑄(𝑡) = ∑ 𝐶𝑗 · Δ𝑇(𝑡 − 𝑗)
𝑁2
𝑗=0 + ∑ 𝐷𝑗 · 𝑄 (𝑡 − 𝑗)
𝑀2
𝑗=1    Eq.  18 
 
Also, the effect of the variation of the ventilation air flow with respect to the adjusted reference value is taken 
into account in the model in the following way. 
 
Δ𝑄𝑉𝐸𝑁𝑇(𝑡) = 𝜌 · 𝐶𝑝 · 𝑉 · ∆𝐴𝐶𝐻(𝑡) · (𝑇𝐼𝑁(𝑡) − 𝑇𝑂𝑈𝑇(𝑡))/3600   Eq. 19 
∆𝐴𝐶𝐻(𝑡) = 𝐴𝐶𝐻(𝑡) − 𝐴𝐶𝐻𝑅𝐸𝐹       Eq. 20 
𝑄(𝑡) =   Δ𝑄𝑉𝐸𝑁𝑇(𝑡) +  Δ𝑄𝐻𝑉𝐴𝐶(𝑡)     Eq. 21 
 
Once the model has been identified, it is possible to use it for characterization or forecasting in real time. As 
shown in the table below, another possibility is to use it to support decision-making in any demand side 
management system. 
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Case 
Modifications with 
respect to the conditions 
in which the baselines 
were obtained 
Input Unknown Calculation process 
1 
Operation of the air-
conditioning system: 
set-point temperatures 
and ON/OFF 
TIN(t)  
(HVAC system activated 
with fixed set-points) 
𝑄(𝑡) 
Eq. 17 to calculate TFF(t) and Eq. 18 to obtain 
Q(t) 
2 
Operation of the air-
conditioning system: 
set-point temperatures 
and ON/OFF 
Q(t) is null  
(air-conditioning system not 
operating) 
TIN(t) 
Eq. 17 to calculate TFF(t) and Eq. 18 to obtain 
TIN(t) 
3 
Operation of the air-
conditioning system: 
set-point temperatures 
and ON/OFF 
Q(t) is given a certain value. TIN(t) 
Eq. 17 to calculate TFF(t) and Eq. 18 to obtain 
TIN(t) 
4 
Solar control by using 
shading devices in 
certain windows, using 
Equations 16 A, 16 B 
and 16 C 
TIN(t)  
(HVAC system activated 
with fixed set-points) 
𝑄(𝑡) 
Eq. 16 A, 16 B and 16 C to obtain the new 
gross solar gains.  
Eq. 16 to obtain the new net solar gains. Eq. 
17 to calculate TFF(t) and Eq. 18 to obtain 
Q(t). 
Note: Solar control could also be considered 
with the air-conditioning system inoperative, 
mixing these guidelines with those explained 
in Case 2. 
5 
Variation of the 
ventilation air flow for 
Indoor Air Quality 
(IAQ) 
Demand-Controlled 
Ventilation 
TIN(t) and a variation of the 
ventilation air flow ∆𝐴𝐶𝐻(𝑡) 
𝑄(𝑡) 
Eq. 18 to obtain Q(t). 
With the new ∆𝐴𝐶𝐻(𝑡) (Eq. 20) calculate 
ΔQ(t) with Eq. 19. Calculate Q(t) to obtain 
 Δ𝑄𝐻𝑉𝐴𝐶(𝑡) as the energy that the air-
conditioning system should deliver. 
6 Night ventilation 
Q(t) is null and there is an 
increment of the ventilation 
air flow ∆𝐴𝐶𝐻(𝑡) as shown 
in Eq. 20 
TIN(t) 
Eq. 17 to calculate TFF(t) without night 
ventilation. 
Obtain TIN(t) from Eq. 21, using Eq. 19 and 
Eq. 18. 
Table 9: Possibilities offered by the proposed baselines for DSM purposes. 
Cases 1, 2 and 3 refer to strategies that operate the air-conditioning system, while case 4 is variable solar 
control, case 5 would be the case of demand-controlled ventilation through presence detection, and case 6 is 
night ventilation for precooling during summer. In Chapter 5 of this Thesis several scenarios will be 
considered, applying the proposed energy baselines of case 3 of the previous table. Then, Chapter 6 will 
integrate the use of the baselines for cases 1 and 2. Finally, Annex D gives some insights into the use of cases 
4 and 6. 
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4.4.1.  Conclusions 
The model that has been proposed as an energy baseline for residential buildings presents a combination of 
two models: one to characterize the evolution of the indoor air temperature, and another one for the air-
conditioning consumption. The model is based on transfer functions, but the physical information of the 
characterized building is implicit in the value of the coefficients. This provides the model with the capacities 
of an optimal baseline that can be executed under different climate and use conditions, offering robust and 
accurate results. 
In addition, as a baseline, it allows to perform an accurate evaluation of the impacts of energy saving 
measures or demand side management strategies. Also, its physical component allows it to be used as a 
diagnosis tool or for an energy management tool. 
The differentiating features of the proposed methodology are the following: 
- Regarding its replicability, it is easy to identify the methodology with a reduced amount of 
monitoring data to adjust the model. It is also affordable, as demonstrated in the experimental 
validation. 
- The duality of the QT model allows to obtain good results at short intervals with a discontinuous 
use of the air-conditioning systems, as is typical of residential buildings. 
- The dynamic effects related to the inertia of buildings as well as operating conditions can be 
characterized by the model, even if they are variable. 
- The characteristic parameters of the buildings are related to the coefficients of the models that have 
been developed. This allows to perform accurate estimations with different inputs than the ones 
used for adjusting the coefficients. In addition, it would eventually allow to calibrate simulation 
models, for example the ones proposed in Chapter 2 of this Thesis. 
In addition, the work that has been developed in this chapter presents other highlights, such as: 
- The indoor temperature model allows its implementation in an independent way for dwellings with 
a limited or null use of the air-conditioning systems, which could be sometimes at risk of energy 
poverty. In this case, since there are no significant air-conditioning consumptions in the buildings, 
the indoor temperature would be the variable used to estimate the effects of energy saving 
measures, through the calculation of comfort indices. This will be further elaborated in Chapter 5 of 
this Thesis. 
- The proposed methodology could be used as a diagnosis tool, since its estimation may turn into a 
reference value with which other scenarios can be compared. 
- Finally, this work could be incorporated within an energy management tool. This is due to the fact 
that the proposed baselines are able to perform precise forecasts of the energy needs of a building 
due to the physical information contained within their mathematical model. These baselines could 
be combined for instance with storage, energy production, or the optimization of electricity 
purchase from the grid (demand response). This will be further studied in Chapters 5 and 6. 
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5. CHARACTERIZATION OF DISTRICTS: 
APPLICATION FOR BUILDINGS WITH 
LIMITED USE OF AIR-CONDITIONING 
The opportunities offered by the application of the models introduced in Chapter 4 are enormous. From the 
point of view of the author of this Thesis, one of the most outstanding ones is the characterization of districts. 
For this reason, the methodology that was previously described will be applied in this chapter in order to 
characterize a district in which temperature and total electricity consumption measurements are available, 
but with no data of the air-conditioning consumptions. Several applications will also be mentioned, such as 
buildings’ diagnosis, benchmarking possibilities, or even demand side management. However, this chapter 
will introduce an innovative application of the developed methodology: buildings with a limited use of air-
conditioning supported by renewable energy. 
The motivation for that is that the high energy consumption of the building sector, climate change and 
energy poverty are the major problems encountered in the built environment in Europe [19], and the three 
sectors are strongly interrelated, presenting significant synergies. Energy poverty refers to the situation in 
which a household is unable to maintain a proper level of indoor thermal comfort as a consequence of a 
combination of three causes: low income, high energy prices or poor energy efficiency of housing [145]. This 
affects the capacity of the occupants to consume energy so as to keep the proper indoor environmental 
conditions, thus deteriorating their health and quality of life. The issue of energy poverty has devastating 
implications for the society, and it has been aggravated in the past years due to the economic crisis and the 
increase of energy prices. According to the study in [146], 5.1 million people in Spain, which means 11% of 
the households, claim that they are incapable of maintaining a proper indoor temperature in winter. 
To improve the thermal comfort of buildings, for example in social housing, it is very common to carry out 
thermal mitigation strategies by rehabilitating the existing building stock: increasing the thermal insulation, 
improving the thermal bridges or reducing the air infiltrations (winter), as well as using solar control 
strategies or night ventilation (summer). However, this study seeks to offer a different alternative, which 
could either substitute or, even better, work hand in hand with traditional retrofitting strategies. This will be 
done by making use of energy baselines that will be obtained from the characterization of a social housing 
district, following the methodology proposed in Chapter 4. Together with the estimation of the PV potential, 
this study will innovatively introduce the possibility of using surplus electricity to power the heat pumps of 
the district, improving the thermal comfort conditions. 
The content of the chapter is summarized as follows. First, in Section 5.1 the characterization of a district 
without monitored air-conditioning consumptions will be explained in detail for a case study. In Section 5.2, 
several applications based on the characterization of districts will be mentioned. Then, the novel application 
of the energy baselines for buildings with limited use of the air-conditioning systems will be included in 
Section 5.3. 
5.1. Characterization of a district without monitored air-conditioning consumptions 
5.1.1. Description of the case study 
With the aim of demonstrating the proposed methodology for the characterization of districts through 
energy baselines, a social housing district in Seville (Spain) owned by the Agency for Housing and 
Rehabilitation in Andalusia (AVRA) will be considered as a case study. This district is composed of 235 
 
 
 
CHAPTER 5 
86 
   
dwellings, distributed among the buildings in the area. These dwellings are rather particular, since they 
belong to a category which makes a limited or null use of the air-conditioning systems, either because they 
don’t even have such a system, or because their limited resources do not allow the occupants to use them. 
The city where the district is located has an average income of 12900 €/household per year, and the 
unemployment rate is very high (22.90% in January 2018). The climate is severe both in summer and winter 
and the thermal efficiency of the buildings is rather poor, thus the households that will be assessed are living 
in conditions of extreme energy poverty. Group A (Figure 64) is formed by 11 residential blocks built in 1981, 
while group B has 6 blocks built in 1983. Most of them have 3 or 4 floors with 2-4 dwellings in each floor, 
each of which has between 2 and 3 bedrooms.  
 
Figure 64: District under study. 
5.1.2. Monitoring of the district 
In summer 2016, smart meters and temperature dataloggers were installed in some of the dwellings. After 
one year and a half, the collected data showed that good measurements of electricity consumption and 
temperature were available for the whole year of 2017 in several dwellings. Among them are the ones shown 
in Figure 65.  
With the purpose of illustrating the usefulness of the proposed application of the energy baseline models, 
the case of one of the dwellings in the district is going to be analysed in more detail. This dwelling 
(highlighted in Figure 65) consists of two floors, and the monitored spaces in this case are the living room (in 
the ground floor) and 3 bedrooms (upper floor). 
 
 
Figure 65: Location of some of the monitored dwellings and the developed models. 
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Figure 66: Plan of the dwelling and location of the temperature sensors. 
If we compare the average daily indoor temperature in all the spaces of the dwelling during the monitoring 
period, we can clearly see that the temperatures are very similar in the intermediate months, a bit different 
in winter, and very different in summer, since the living room and the main bedroom have an air-
conditioning unit. 
 
Figure 67: Comparison between the daily average indoor temperature measurements of the different 
spaces. 
An example of indoor temperature and total electricity consumption measurements is shown below. During 
these 3 days, it can be observed that every indoor temperature drop coincides with peaks in total electricity 
consumption. 
 
Figure 68: Example of temperature and consumption measurements in the dwelling under study. 
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5.1.3.  Identification of air-conditioning consumptions 
To discern the air-conditioning consumption from the total household electricity consumption data obtained 
from the Smart Meters, the best option is to observe the relationship between the total electricity 
consumption and the indoor temperature data. An example can be seen in Figure 69. Days in which there is 
clearly no air-conditioning can be used to estimate the household electricity consumptions. Once the patterns 
of use are known, the air-conditioning consumption can be obtained by calculating the difference between 
the total consumptions and the household electricity consumptions in hours were a difference can be 
observed between the measured temperature and the primary baseline temperature. For more information 
about the disaggregation of electricity consumptions, the reader is referred to Annex B. 
 
Figure 69: Example of days with and without air-conditioning. 
5.1.4. Estimation of the matching climate 
The real climate was obtained from the measurements in the closest weather station where data of outdoor 
temperature, humidity and solar radiation for the monitoring period were available (see Figure 70) for the 
district. Afterwards, the process explained in Annex A may be followed in order to produce a weather file 
with the real climatic data. 
 
Figure 70: Chosen weather station in La Puebla de Cazalla, Seville, Spain. 
5.1.5. Primary baseline 
Once the matching climate was available, a HULC model of the dwelling was created and used to carry out 
a simulation with the real weather file. As a result, the solar gains of the different spaces and the monthly 
Equivalent South Solar Area (ESSA) per m2 of the dwelling were obtained. In Figure 71, the solar gains of the 
dwelling obtained by the simulation can be compared to the horizontal radiation given by the weather 
station. As it can be observed, the solar gains of the dwelling are higher during the last hours of the day, 
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which is logical due to its orientation. The average value of the internal gains obtained through the 
calculation of the household electricity consumptions is 2.43 W/m2. 
 
Figure 71: Comparison of horizontal radiation and solar gains. The black arrow points to the North. 
 
Figure 72: Monthly ESSA of the living room per m2 of conditioned area. Real climate. 
Then, the primary baseline was obtained by using indoor temperature measurements during periods of no 
air-conditioning use. Once the proposed procedure is finished, the coefficients obtained for the primary 
baseline are obtained. The experimental UA value of the dwelling was in this case 81.56 W/K. When the 
coefficients of the primary baseline are known, it is possible to obtain the full free-floating temperature (no 
air-conditioning systems are ever used). Assuming such neutralized users, the estimated temperatures by 
the primary baselines can be compared with the measurements in the two monitored bedrooms that have 
no air-conditioning system. As it can be seen in the next figure, the estimations are quite accurate. 
 
Figure 73: Comparison between the estimated and the real daily average indoor temperatures in two of the 
bedrooms. 
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However, when we compare the hourly measurements in the living room (which is air-conditioned) with 
the temperatures given by the primary baseline in typical days of winter, summer or intermediate months, 
we can see that in intermediate months the estimation is very accurate, but in winter and summer, when the 
air-conditioning unit is used, there are differences of temperature. 
 
Figure 74: Comparison between the temperatures estimated by the primary baseline and the real 
measurements in February (left), April (center) and July (right). 
The fit between the estimations and the real measurements in the 4 monitored spaces can be seen in the next 
figure. As expected, the fit of the primary baseline is obviously better in the bedroom, which has no air-
conditioning system. 
  
Figure 75: Fit between the measured temperatures and the estimated ones at hourly time-steps. Living 
room (left) and bedroom (right). 
5.1.6. Secondary baseline 
Last of all, the secondary baseline was obtained by looking at the consumptions that produce differences 
between the measured indoor temperatures and the full free-floating temperatures. An example of such 
differences is shown in Figure 76. 
 
Figure 76: Example of a comparison between measured indoor temperatures, full free-floating 
temperatures and their associated consumptions. 
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After completing the process explained in Chapter 4, the coefficients of the secondary baseline are obtained. 
The following figure shows the relationship between the correlated air-conditioning consumption and the 
indoor temperature in the living room of the case study, both measured and estimated by using the 
secondary baseline. As it can be seen, the correlated temperature and the measured temperatures are very 
similar, and there is a clear relationship between air-conditioning consumptions and temperature decreases. 
Also, as soon as there is no air-conditioning the temperatures tend to be similar to the full free-floating 
temperatures. It can also be observed that during the 19th and 20th of August 2017, which was a weekend, the 
occupants were away and the air-conditioning system was not used, which is why the temperatures were 
similar to the full free-floating temperatures. In addition, during these two days the only electricity 
consumptions were those of the compressor of the fridge, with a cyclical behavior.  
 
Figure 77: Comparison between the indoor temperature/consumption estimations and measurements and 
full free-floating temperatures. 
In order to validate the obtained disaggregation of air-conditioning consumptions, the following figure 
shows the comparison between the correlated air-conditioning consumption in this case, and the one that 
was measured through a Smart Plug in Chapter 4 for the same period. As can be observed, the obtained 
results are very satisfactory, and it can be concluded that the estimation of the air-conditioning consumption 
carried out in this section is not very far from the reality. 
 
Figure 78: Comparison between the measured air conditioning consumption and the one estimated. 
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5.2. Applications based on the characterization of districts 
5.2.1. Calculation of comfort indices 
One of the possibilities offered by the characterization of districts through the application of primary and 
secondary baselines is the ability to calculate comfort indices that evaluate the thermal comfort of the 
occupants of the different buildings. By performing this under the same conditions of weather and use of the 
HVAC systems, benchmarking studies under real conditions become possible, comparing the results for all 
the dwellings of a district. This could be done for cases with air-conditioning consumptions, but also in 
scenarios with a limited or null use of air-conditioning. 
As an example, Table 10 shows the results of thermal comfort in different spaces of some dwellings located 
in the same district that was presented in Section 5.1.1. In this case, the analysis is performed under real 
climatic conditions and the users were neutralized through the primary baseline, so there is no use of the air-
conditioning systems. Without going into too much detail, the following magnitudes were considered to 
measure thermal comfort, distinguishing between summer and winter: 
 Accumulated annual excess degree-hours. 
 Accumulated annual excess degree-hours considering the Percentage of People Dissatisfied 
(Fanger). 
 Hours in which the indoor temperature is outside the thermal comfort limits. 
 Percentage of ours in which the indoor temperature is outside the thermal comfort limits. 
 Hours in which the indoor temperature is outside the thermal comfort limits considering the 
Percentage of People Dissatisfied (Fanger). 
 
 
Table 10: Comfort indices in some spaces of dwellings of the district for neutralized users, considering the 
real climate. 
As it can be seen, it is possible to compare the results of thermal comfort of the different buildings, and the 
differences are rather high in some cases (see also Figure 79). 
[˚C h] [˚C h PPD] [h] [% h] [h PPD] [˚C h] [˚C h PPD] [h] [% h] [h PPD]
Σ Temp. dif
Σ Temp. dif x PPD 
(Fanger)
Comfort W Comfort W
Comfort W x PPD  
(Fanger)
Σ Temp. 
dif
Σ Temp. dif x PPD 
(Fanger)
Comfort S Comfort S
Comfort S x PPD  
(Fanger)
D1, room 1 9541 6658 2713 93 1523 12550 10454 2880 98 1962
D1, room 2 7665 4794 2606 90 1186 13458 11702 2817 96 2021
D1, living room 11013 8760 2663 92 1706 14029 12322 2839 97 2070
D2, room 1 7744 5072 2496 86 1206 12998 11014 2871 98 2020
D2, room 2 10356 7827 2685 92 1654 10431 7172 2928 100 1722
D2, living room 9065 6420 2622 90 1439 12607 10842 2688 92 1819
D3, room 1 9162 6511 2624 90 1447 12362 10330 2843 97 1933
D3, room 2 10544 8000 2710 93 1712 7149 3991 2709 93 1097
D3, living room 8999 6328 2617 90 1426 11932 9728 2849 97 1868
D4, room 1 14158 12448 2811 97 2194 15301 13679 2917 100 2261
D4, room 2 13625 11817 2791 96 2149 14563 12855 2900 99 2156
D4, living room 15996 14828 2787 96 2362 14405 12590 2928 100 2273
D5, room 1 13506 11514 2818 97 2116 12170 10109 2846 97 1898
D5, room 2 11474 9259 2675 92 1801 13122 11375 2774 95 1952
D5, living room 14224 12582 2778 96 2188 9888 7840 2591 88 1554
Winter Summer
 
 
 
  CHARACTERIZATION OF DISTRICTS: APPLICATION FOR BUILDINGS WITH LIMITED USE OF AIR-CONDITIONING 
93 
 
 
Figure 79: Comparison of total excess degree-hours in winter of the considered spaces. 
5.2.2. Energy needs 
Apart from enabling the comparison of the thermal comfort conditions of different buildings in a district, 
once the primary and secondary baselines are available it is also possible to characterize the relationship 
between the energy demands and the desired set-point temperatures. Therefore, the possibilities are endless, 
since this can be done without having to rely on complex simulation tools.  
The application of the models proposed in Chapter 4 allows for example the calculation of the heating or 
cooling demands under different operating schedules, including also for instance the effect of night 
ventilation in summer. In addition, different climates can be considered. This also allows diagnosis making, 
benchmarking possibilities, energy savings assessment (the energy baselines could be generated before and 
after retrofitting a district), and the possibility to check the compliance of the buildings with current 
regulations regarding the thermal performance of existing buildings. As an example, the following figure 
shows a comparison of the heating demands of several dwellings of the district, both for the real and the 
standard climate (which was milder), considering the standard user of the Spanish regulation. 
 
Figure 80: Comparison of heating demands obtained by the application of the energy baselines for the real 
and the standard climate. 
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Apart from the mentioned benefits of the proposed energy baseline models, other interesting possibilities 
arise as a result of the accurate characterization of the relationship between indoor temperatures and air-
conditioning energy use.  The last section of this chapter will introduce a novel application of the proposed 
energy baseline models, directed at mitigating energy poverty by providing electricity to the heat pumps of 
a district which has a limited use of the air-conditioning systems due to financial constraints.  
5.3. Novel approach for benefitting from PV potentials 
5.3.1. Aim of the study 
In this section, the methodology for the characterization of districts through energy baselines will be applied 
in the social housing district presented in Section 5.1.1. The main purpose of the study that will be proposed 
is to assess the benefits of exploiting the rooftop PV potential of the district so as to improve the thermal 
comfort of the occupants and mitigate extreme low and high indoor temperatures, and at the same time 
reduce their energy bills. This will be done by using the solar PV generation to cover part of the district’s 
energy consumption, and the rest of the electricity (which would otherwise be exported) to supply power 
for the heat pumps of the households in the district instead. In this way, rather than using electrical storage 
as is frequent in most studies, the present study takes advantage of the thermal energy storage capacity of 
the buildings themselves and at the same time improves the thermal comfort levels of the occupants. The 
thermal behavior of the buildings will be characterized by using simulation models and the energy baselines 
obtained for the 37 typologies in which the 235 dwellings of the buildings were categorized. 
Several alternatives will be analyzed in energy and economic terms for exploiting the PV potential of the 
district, changing the orientation and inclination of the PV panels as well as the separation between adjacent 
rows. This will be done with the purpose of determining the optimal options regarding maximum PV 
production, maximum self-sufficiency ratio and minimum investment costs. Once the optimal PV strategies 
are detected, 5 different alternatives to share the available electricity surplus of the district will be considered 
to improve the thermal comfort of the occupants. The current application aims to shed some light into 
whether it might be beneficial to install large PV systems in order to improve the thermal comfort in districts. 
5.3.2. Justifying the need for intervention in the district 
The monitoring campaign performed in the district revealed the unbearable temperatures that the occupants 
have to endure both in summer and winter, and the need for thermal comfort improvement measures. This 
section will focus on the measurements in 10 representative dwellings of the district, which recorded the 
indoor air temperature every hour during the whole year 2017. The characteristics of the chosen dwellings 
can be seen in Table 11. 
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Dwelling Area [m2] 
Number of 
occupants 
Installed sensors 
D1 78 3 
-Smart meter. 
 
-Living room 
temperature. 
 
-Bedroom 
temperature. 
D2 78 5 
D3 56 4 
D4 56 1 
D5  75 4 
D6  73 4 
D7  56 3 
D8  73 3 
D9  66 1 
D10 73 7 
Table 11: Characteristics of the monitored dwellings. 
Since most of the studied dwellings were not air-conditioned, the indoor temperatures were persistently 
high or low for many days in a row. Door-to-door surveys revealed that some of the occupants even moved 
their cushions to the living room floor in summer, due to the unbearable temperatures in their bedrooms 
during the night which made it impossible to fall asleep. 
Even though all the dwellings have a split air conditioner in the living room, most of them also have an 
electric stove under the living’s room table, which is very frequent in Spain. Under the wrong assumption 
that using the stove incurs in lower costs, most of the dwellings do not make use of the split air conditioners 
in winter: either they don’t use heating at all, or they only use the electric stoves. The hourly measured 
temperatures of the living rooms in the monitored dwellings can be seen in Figure 81. As shown, the indoor 
temperatures in all the dwellings are certainly far beyond the comfort zone most of the time, even though 
some of them make use of the split air conditioners for short periods. 
 
Figure 81: Hourly temperatures of the living rooms in the monitored households (left) and average daily 
temperatures (right). 
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On the other hand, the temperature of one bedroom in each monitored dwelling was also measured. In 
contrast with the measurements of the temperatures in the living rooms, it can be seen that none of the 
bedrooms in the dwellings are air-conditioned (see Figure 82). The differences between dwellings are mainly 
due to orientation (solar gains) and internal gains. The percentage of time outside the comfort zone in all the 
dwellings can also be seen in Figure 83. The results reveal the poor conditions in which the occupants of 
these households live, with several months in a row where the thermal comfort is violated 100 % of the time. 
 
 
Figure 82: Hourly temperatures of the bedrooms in the monitored households (left) and average daily 
temperatures (right). 
 
Figure 83: Percentage of time outside the comfort zone of all the households. 
If we focus on individual dwellings, a clear difference can be observed between those whose living room is 
air-conditioned, and those that make no use of heating or cooling. This can be seen in Figure 84, which shows 
the difference of temperatures between the living room and the bedroom in dwellings D6 and D7. While D6 
uses the split air-conditioning unit, D7 uses no heating or cooling whatsoever, which translates into very 
similar temperatures in both of its rooms.  
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Figure 84: Comparison of temperatures in the conditioned household D6 (up) and the non-conditioned 
household D7 (down). 
5.3.3. Electricity consumption of the district 
Household electricity consumption has a very strong temporal variation not captured with consumption 
data from monthly bills, so high-resolution data from smart meters is paramount. The monitoring of 10 
representative dwellings allowed to estimate the total electricity consumption of the district in an accurate 
way. As we aggregate different household electricity consumption profiles, the result for the district is a 
smoother profile whose shape will match better the PV generation. In order to show the measurements of 
the 10 dwellings, an average daily energy consumption profile per household in the district (which accounts 
for all appliances and lighting consumptions in the dwellings) has been produced, distinguishing between 
each month (see Figure 85). Peaks can be observed at lunch (around 15h) and dinner time (21-22h). These 
average profiles have been obtained considering only the consumption measurements in each individual 
dwelling when the difference between the temperatures in its two monitored rooms is lower than 1˚C, so as 
not to take into account hours with air-conditioning consumptions. 
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Figure 85: Average monthly energy consumption per household in the district. 
In order to calculate the total electricity consumption of the district (without taking air-conditioning into 
account), the average consumption of the 10 monitored dwellings has been calculated for each hour of the 
year, discarding those consumptions when the difference of temperature between the monitored rooms of 
the household was higher than 1˚C. Once the average consumption is calculated each hour, the total 
consumption has been estimated by extrapolating the result to the whole district, composed of 235 dwellings. 
The resulting hourly consumption profile of the district for the whole year is shown in Figure 86. 
 
Figure 86: Electricity consumption of the district for every hour of the year. 
5.3.4. Building typologies 
To simplify the process, the district of 235 dwellings has been divided into 37 different typologies. This means 
that every dwelling in the district belongs to one of the typologies, which have been distinguished according 
to geometry of the dwelling, orientation and floor number. Table 12 shows a summary of the considered 
typologies. Ideally, the methodology explained in Chapter 2 could have been followed, determining the 
representative dwellings of the district through clustering techniques. However, this was not possible due 
to the fact that the monitoring campaign was already under way when the present study began, so it was 
not possible to choose which dwellings should be monitored. Nevertheless, the typologies proposed in this 
study were also very carefully chosen and are representative of the district’s behavior. 
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TYPOLOGY ORIENTATION 
AREA 
[m2] 
FLOOR 
NUMBER OF 
DWELLINGS IN 
THE DISTRICT 
1 SOUTH-WEST 66 GROUND FLOOR 7 
2 NORTH-WEST 66 GROUND FLOOR 9 
3 NORTH-EAST 61 GROUND FLOOR 4 
4 SOUTH-EAST 61 GROUND FLOOR 2 
5 SOUTH-WEST 78 INTERMEDIATE 8 
6 NORTH-WEST 78 INTERMEDIATE 6 
7 NORTH-EAST 78 INTERMEDIATE 6 
8 SOUTH-EAST 78 INTERMEDIATE 9 
9 SOUTH-WEST 66 INTERMEDIATE 13 
10 NORTH-WEST 66 INTERMEDIATE 14 
11 NORTH-EAST 66 INTERMEDIATE 15 
12 SOUTH-EAST 66 INTERMEDIATE 14 
13 SOUTH-WEST 66 UPPER FLOOR WITH ROOF 9 
14 NORTH-WEST 66 UPPER FLOOR WITH ROOF 9 
15 NORTH-EAST 66 UPPER FLOOR WITH ROOF 4 
16 SOUTH-EAST 66 UPPER FLOOR WITH ROOF 4 
17 
NORTH-WEST 
/ SOUTH-WEST 
56 GROUND FLOOR 2 
18 
NORTH-EAST / 
SOUTH-EAST 
56 GROUND FLOOR 2 
19 
NORTH-WEST 
/ SOUTH-WEST 
56 INTERMEDIATE 2 
20 
NORTH-EAST / 
SOUTH-EAST 
56 INTERMEDIATE 2 
21 
NORTH-WEST 
/ SOUTH-WEST 
56 UPPER FLOOR WITH ROOF 2 
22 
NORTH-EAST / 
SOUTH-EAST 
56 UPPER FLOOR WITH ROOF 2 
23 NORTH-WEST 75 
GROUND AND FIRST 
FLOOR 
3 
24 NORTH-WEST 75 GROUND FLOOR 2 
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25 NORTH-EAST 57 GROUND FLOOR 2 
26 NORTH-EAST 65 
GROUND AND FIRST 
FLOOR 
2 
27 NORTH-WEST 75 
INTERMEDIATE FIRST 
FLOOR 
4 
28 
SOUTH-EAST / 
NORTH-EAST 
51 
INTERMEDIATE FIRST 
FLOOR 
2 
29 
SOUTH-EAST / 
NORTH-EAST 
52 
INTERMEDIATE SECOND 
FLOOR 
2 
30 NORTH-WEST 56 
INTERMEDIATE FIRST 
FLOOR 
6 
31 NORTH-EAST 75 
INTERMEDIATE FIRST 
FLOOR 
9 
32 NORTH-WEST 73 
INTERMEDIATE + UPPER 
FLOOR WITH ROOF 
23 
33 NORTH-EAST 73 
INTERMEDIATE + UPPER 
FLOOR WITH ROOF 
27 
34 
NORTH-WEST 
/ NORTH-EAST 
64 
INTERMEDIATE + UPPER 
FLOOR WITH ROOF 
2 
35 
NORTH-WEST 
/ SOUTH-EAST 
64 
INTERMEDIATE + UPPER 
FLOOR WITH ROOF 
2 
36 
SOUTH-EAST / 
NORTH-WEST 
64 
INTERMEDIATE + UPPER 
FLOOR WITH ROOF 
2 
37 
SOUTH-EAST / 
SOUTH-WEST 
64 
INTERMEDIATE + UPPER 
FLOOR WITH ROOF 
2 
    235 
Table 12: Characteristics of all the dwelling typologies in the district. 
 
5.3.5. Methodological description 
From the point of view of the author of this Thesis, the PV potential of the district could be used to mitigate 
the consequences of low income and high energy prices on its inhabitants, which restrict their energy 
consumption especially when it comes to heating or cooling the dwellings. In this case, the solar power 
generation will be used to cover partially the electricity demand of the district. No electrical storage will be 
considered.  
If the PV generation is lower than the demand, then all the PV generation will be used and the rest of the 
electricity necessary to cover the demand of the district will be obtained from the grid at its regular price. 
Conversely, if the PV generation exceeds the demand, there will be exported energy. Traditionally this is 
handled by using net metering, which allows users with surplus electricity to feed the electricity that they 
do not use back into the grid, obtaining benefits in the process. Given the intricate regulatory and practical 
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situation in Spain in this respect, the proposal of this study is to use the electricity surplus to feed the heat 
pumps in the district instead. In this way, the thermal storage capacity of the buildings is used and the 
thermal comfort of the occupants can be improved. The control strategy of the proposed system is 
summarized in Figure 87. 
 
Figure 87: Control diagram of the proposed strategies. 
On another note, two indicators will be used to analyze the match between the district’s electricity 
consumption and the PV generation: 
-Self-consumption ratio: share of the solar supply that is directly consumed in the district. 
𝑆𝐶𝑅 =
∑ 𝑃𝑉𝑝𝑟𝑜𝑑𝑢𝑐𝑡𝑖𝑜𝑛 − ∑ 𝑃𝑉𝑒𝑥𝑝𝑜𝑟𝑡𝑒𝑑
∑ 𝑃𝑉𝑝𝑟𝑜𝑑𝑢𝑐𝑡𝑖𝑜𝑛
 
-Self-sufficiency ratio: share of the district demand covered by the solar supply. 
𝑆𝑆𝑅 =
∑ 𝑃𝑉𝑝𝑟𝑜𝑑𝑢𝑐𝑡𝑖𝑜𝑛 − ∑ 𝑃𝑉𝑒𝑥𝑝𝑜𝑟𝑡𝑒𝑑
∑ 𝐸𝐷
 
To determine the Life Cycle Costs (LCC) of each analyzed scenario, a time span which includes the capital 
investment, operation and maintenance costs was considered. The following parameters are used: 
investment period of 25 years, inflation rate of 3% and maintenance and costs of 1% of total investment of 
the project. The electricity cost from the grid is 0.209 €/kWh. The total investment costs are calculated by 
considering the price of the installed PV modules and inverters in each case. In addition, an increment of 40 
% will be considered so as to take into account other costs such as wiring or installation.  
The values for the LCC were obtained with the following equation: 
𝐿𝐶𝐶 = 𝐼𝑛𝑖𝑡𝑖𝑎𝑙𝑖𝑛𝑣𝑒𝑠𝑡𝑚𝑒𝑛𝑡 + (𝐶𝑜𝑠𝑡𝑠𝑜𝑝𝑒𝑟𝑎𝑡𝑖𝑜𝑛 + 𝐶𝑜𝑠𝑡𝑠𝑚𝑎𝑖𝑛𝑡𝑒𝑛𝑎𝑛𝑐𝑒) · ∑
1
(1 + 𝑟)𝑡
25
𝑡=1
 
Where “t” is the year, and “r” is the inflation rate. 
The PV modules chosen for the present study are the model Atersa A-250P (250W), and the inverters are 
Fronius Eco 25.0-3-s (25 kW), with costs of 182 Euros and 3690 Euros respectively. 
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5.3.6. PV potential simulation 
Although the PV potential of a district is frequently estimated through the use of 3D models for example, 
the relatively simple layout of the case study in the present study allowed to design the PV system in a 
simpler but also detailed way. This was done by using Helioscope [147], a web-based PV system design tool 
that integrates shading analysis, simulation and CAD in one package. It allows to estimate the yearly energy 
production taking into account losses due to weather, shading, wiring, component efficiencies, panel 
mismatches and aging. It provides recommendations for equipment and array layout, and the discrete 
number of PV modules that can fit into a solar field is calculated, considering parameters such as the 
orientation and inclination of the modules or the separation between adjacent rows.  
It should be mentioned that the buildings of the district which have tilted roofs will not be used to install PV 
modules, since the presence of solar thermal panels as well as other obstacles does not allow it. Considering, 
only the flat roofs, an example of a PV layout in the district under study using Helioscope can be seen in 
Figure 88. Since all the buildings have the same height, shading due to distant objects was not considered, 
only shading between the own PV modules. The total roof area of the district is 2300 m2 approximately. 
 
Figure 88: Example of layout of the district in Helioscope: south orientation in the flat roofs. 
Although the PV modules are usually oriented to maximize the annual solar power supply, this may not 
optimize other indicators such as self-consumption, grid imported electricity or revenue. Thus, the present 
study varies the tilt and azimuth of the PV modules installed in the horizontal rooftops of the district, so as 
to assess in detail the match between the solar power supply and the electricity consumption of the district 
as well as evaluate different alternatives that will entail different PV yields in summer and winter (which 
will in turn influence the improvement of the thermal comfort of the occupants). Apart from varying the tilt 
and orientation of the PV modules, it is also interesting to evaluate the influence of the separation between 
rows in the horizontal rooftops of the district. This is done in Helioscope through the use of the span-to-rise 
ratio, which is based on the front-to-back distance between modules divided by the height at the back of the 
module bank. Therefore, this ratio is sensitive to whether the bank has multiple modules and the tilt of the 
module, since either of these will increase the rise distance. Raising the span-to-rise ratio increases the 
distance between rows, thus less PV modules will be installed, reducing the PV yield. However, increasing 
the ratio also reduces the shading losses, so various alternatives should be analyzed when focusing on 
maximizing the PV potential. 
5.3.7. Thermal behaviour of the dwellings 
In order to analyze the thermal behavior of the district in detail, a building model for each of the 37 typologies 
was developed. This means that a model with an accurate consideration of the geometry, materials, 
orientation, exposed surfaces of ceilings, walls, and floors is available for each of the 235 dwellings. The 
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dwelling models were developed in the HULC software, using the real constructive solutions. Then, the 
energy baselines were obtained for the 10 dwellings with good measurements available, allowing to calibrate 
the simulation models of the 37 typologies by following the procedure described in Chapter 4 and 
extrapolating the obtained baselines. This calibration was possible thanks to the physical meaning of the 
coefficients of the energy baselines’ correlations.  
As an example, a validation of the model of dwelling D4 (which corresponds to Typology 22) is presented 
in Figure 89, which compares the real measurements of the dwelling in 2017 with the simulation results of 
its free-floating temperature (no air-conditioning system) when using the real climatic data. As it can be seen, 
the results obtained are highly accurate. 
 
Figure 89: Validation of the simulated and measured indoor temperature of dwelling 4 for the whole year. 
5.3.8. Description of the proposed strategies 
5.3.8.1. Optimal PV potential strategies 
In this section, different alternatives that influence the PV production will be analyzed using the buildings 
with horizontal roofs. Many studies carry out a very detailed analysis for the optimization of the orientation 
and the tilt angle of the PV modules. For example, a very interesting review of tilt and azimuth angles 
considering design parameters, simulations and mathematical techniques for different applications can be 
seen in [54]. Other studies such as [148–151] determine the optimum tilt angles and orientation for solar 
photovoltaic arrays, in order to maximize incident solar irradiance for specific periods or latitudes. However, 
the amount of possibilities considered were reduced to 3 different tilt angles and 4 different orientations, 
since a detailed optimization was not its primary objective. 
The options considered for the inclination of the PV modules are: latitude -10˚, latitude + 0˚ and latitude +10˚. 
For the PV module orientation, the following options (which adapt to the shape of the roofs) will be studied: 
 North-East orientation of the PV modules (66˚). 
 South-East orientation of the PV modules (156˚). 
 South orientation of the PV modules (180˚). 
 South-West orientation of the PV modules (246˚). 
Two alternatives for module spacing will be also used: span-to-rise=1.5 and span-to-rise=2, to check whether 
it is better to increase the distance between rows (less PV modules installed but reduced shading losses) or 
not. The proposed alternatives will be analyzed with the aim of estimating their effect on the following 
variables: 
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 Number of panels that can be installed. 
 Annual/winter/summer solar energy supply. 
 Matched electricity consumption. 
 Self-consumption ratio. 
 Self-sufficiency ratio. 
 Life Cycle Cost. 
Once all the alternatives have been examined, three of them will be chosen regarding the following criteria: 
maximization of self-sufficiency (SSF), maximization of exported PV production (SUPPLY) and 
minimization of the investment costs (INV). This will be done focusing only on the PV production and 
electricity demand of the district.  
5.3.8.2. Thermal comfort strategies 
The previously mentioned chosen strategies will be then used for the thermal comfort improvement analysis 
of the dwellings, using weather data of a representative year. However, one question that should be 
answered is the following: if there is surplus production (exported energy), who should benefit from the 
available electricity? This study does not seek to propose a detailed course of action regarding this issue (just 
like sharing in the reality the PV production between dwellings with different electricity consumptions), 
since it would be a task for studies with different purposes. 
Bearing in mind that the focus is on quantifying the improvement of the thermal comfort of the occupants 
in the district, the following strategies are proposed: 
 All the 235 dwellings in the district receive the same amount of electricity to feed their heat pumps 
(proportional). An indoor temperature restriction is considered: the heat pump of a dwelling can 
only be used at any time of the simulation if the thermal comfort of the occupants is guaranteed (20-
25˚C). If this condition is not fulfilled, the energy that this dwelling would receive is shared by the 
remaining dwellings instead. If all the 235 dwellings have already been considered in a certain time-
step and there is still a surplus, it will be quantified. This strategy will be named as “Prop”. 
 A fixed amount of electricity (500 Wh or 1000 Wh) is used to feed the heat pump of each dwelling. 
In this case, the number of dwellings nHP that can be fed considering the available electricity is 
calculated at the beginning of each time-step, and the nHP buildings with the lowest indoor 
temperature (in winter) or highest indoor temperature (in summer) will activate their heat pumps. 
The same indoor temperature restrictions as for the first strategy are considered. These strategies 
will be named as “Q=500” and “Q=1000”. 
 The indoor temperature of all the dwellings in the district is checked at the beginning of the time-
step. First, the dwelling with the lowest indoor temperature in winter (or highest in summer) is 
heated until reaching a certain set-point temperature. The necessary consumption in order to do so 
is accounted for. Then, the next dwelling is chosen and so on, until all the exported PV electricity 
has been used. Two options will be considered: one with a set-point temperature of 25 ˚C in winter 
and 20 ˚C in summer, and another one with 22.5 ˚C for both summer and winter periods. These 
strategies will be named as “T=20/25” and “T=22.5”. 
In summary, these 5 thermal comfort improvement strategies will be simulated for each of the chosen 
optimal PV strategies (maximization of self-sufficiency, maximization of exported PV production and 
minimization of the investment costs), making a total of 15 alternatives. An average Coefficient of 
Performance (COP) of 2 will be considered for all the heat pumps in the district, which is a rather 
conservative value. Then, several indicators will be shown so as to make a proper performance assessment 
and comparison between the different options. The total excess degree hours for example will account for 
the sum of temperature differences in the whole season between the indoor temperature and the comfort 
temperature (below 20 ˚C in winter and above 25 ˚C in summer). 
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5.3.9. Analysis of results 
5.3.9.1. PV potential calculations 
Once all the PV potential calculations proposed in the previous section have been completed in Helioscope, 
the next step is to calculate all the variables involved. The number of PV modules that can be installed in the 
district is provided by the software, as well as the installed power and the solar power supply, calculated for 
every hour of the year. The annual results can be seen in Figure 90, with colors that highlight the best 
alternatives in each column independently. 
 
Figure 90: Obtained results in all the analyzed strategies. In each column, green cells represent the best 
options while red cells represent the worst ones. The marked alternatives are those chosen for the thermal 
comfort study. 
First of all, it should be mentioned that choosing the optimal parameters is paramount in order to maximize 
the solar supply, which varies up to 48 % among the studied alternatives. On the other hand, the differences 
between them regarding grid import, matched electricity and self-sufficiency ratio are not very significant. 
The reason behind this is that the electricity consumption of the social housing district is low, especially when 
compared to the PV generation obtained during sunshine hours after the installation of the PV modules. 
Remembering that the exported energy and its potential revenue is not being computed in these calculations 
for the reasons noted above, the considered alternatives still show payback periods around 7 years. Other 
conclusions that may be reached are mentioned below: 
 The base case, which considers the provision of all electricity from the grid, is the one with the 
highest LCC. 
 A lower inclination angle of the PV modules leads to more modules being installed, since the 
separation between rows is less restrictive. The North-East and South-West orientations also favor 
the number of modules that can be installed due to the shape of the roofs. The same happens with 
the span-to-rise ratio: the simulations with a value of 1.5 allow the installation of more modules. In 
most cases this results in an increase of the solar power supply, but also an increase on the LCC. The 
reason is that although more PV panels are installed, the shading losses increase if a span-to-rise 
ratio of 1.5 is used. Therefore, the results need to be carefully analyzed in order to choose the optimal 
options. 
 In most cases, the maximum power supply in summer and annually is achieved with an inclination 
of latitude-10˚. 
ALTERNATIVE
PV MODULE 
ORIENTATION 
IN FLAT ROOFS
PV MODULE 
INCLINATION IN 
FLAT ROOFS
SPAN-
TO-RISE 
RATIO
Number 
of PV 
modules
Installed 
power 
[kWp]
Investment 
[Euros]
Cost/kWp
Annual solar 
power supply 
[MWh]
Grid 
import 
[MWh]
Matched 
electricity 
[MWh/yr]
Annual 
exported 
electricity 
[MWh]
Winter 
exported 
electricity 
[MWh]
Summer 
exported 
electricity 
[MWh]
LCC [k€]
Self-cons. 
ratio
Self-suff. 
ratio
Base case - - - 0 0 0 0 0 600 0 0 0 0 2185 0.0 0.0%
1 NORTH-EAST LATITUDE + 10 1.5 885 221 261923 1184 204 477 124 81 36 44 2043 60.5% 20.6%
2 NORTH-EAST LATITUDE + 10 2 824 206 246411 1196 223 467 133 90 37 53 1989 59.8% 22.2%
3 NORTH-EAST LATITUDE 1.5 939 235 280862 1196 271 445 155 116 50 67 1950 57.2% 25.9%
4 NORTH-EAST LATITUDE 2 839 210 250187 1193 244 452 149 95 41 54 1937 61.0% 24.8%
5 NORTH-EAST LATITUDE - 10 1.5 1053 263 309946 1177 340 418 182 149 70 79 1886 53.6% 30.3%
6 NORTH-EAST LATITUDE - 10 2 861 215 255800 1188 262 436 164 98 45 52 1888 62.7% 27.3%
7 SOUTH-EAST LATITUDE + 10 1.5 848 212 252534 1191 326 406 194 132 78 54 1775 59.5% 32.3%
8 SOUTH-EAST LATITUDE + 10 2 720 180 214716 1193 289 414 186 103 62 41 1759 64.5% 31.0%
9 SOUTH-EAST LATITUDE 1.5 723 181 220593 1220 336 400 201 135 82 53 1714 59.7% 33.4%
10 SOUTH-EAST LATITUDE 2 723 181 215430 1192 295 409 191 104 64 39 1743 64.8% 31.8%
11 SOUTH-EAST LATITUDE - 10 1.5 945 236 282393 1195 392 387 213 179 98 80 1740 54.4% 35.5%
12 SOUTH-EAST LATITUDE - 10 2 835 209 249167 1194 353 394 207 146 81 64 1725 58.7% 34.5%
13 SOUTH LATITUDE + 10 1.5 797 199 239472 1202 326 398 202 125 71 54 1731 61.8% 33.6%
14 SOUTH LATITUDE + 10 2 661 165 199613 1208 285 408 192 93 52 41 1720 67.5% 32.0%
15 SOUTH LATITUDE 1.5 852 213 253555 1190 342 392 208 134 77 57 1726 60.9% 34.6%
16 SOUTH LATITUDE 2 852 213 248392 1166 299 401 200 99 59 41 1749 66.8% 33.3%
17 SOUTH LATITUDE - 10 1.5 884 221 261719 1184 344 388 212 132 81 51 1719 61.7% 35.4%
18 SOUTH LATITUDE - 10 2 775 194 233859 1207 346 392 209 137 73 64 1700 60.3% 34.8%
19 SOUTH-WEST LATITUDE + 10 1.5 903 226 271678 1203 293 402 199 94 51 43 1782 67.8% 33.1%
20 SOUTH-WEST LATITUDE + 10 2 828 207 247432 1195 254 410 190 64 39 24 1784 74.8% 31.6%
21 SOUTH-WEST LATITUDE 1.5 777 194 244695 1260 304 393 208 96 61 35 1716 68.4% 34.6%
22 SOUTH-WEST LATITUDE 2 777 194 234370 1207 282 399 202 80 47 33 1727 71.5% 33.6%
23 SOUTH-WEST LATITUDE - 10 1.5 1064 266 312803 1176 376 380 220 156 84 71 1751 58.6% 36.7%
24 SOUTH-WEST LATITUDE - 10 2 872 218 258657 1186 291 393 207 84 51 33 1735 71.2% 34.5%
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 In general, using the PV layouts with the North-East orientation results in less annual solar power 
supply as well as matched generation, exported electricity and self-sufficiency ratio. In addition, 
they are the ones with worse LCCs. 
 The matched electricity and self-sufficiency ratio is higher when the South-West layout orientation 
is used (thus the grid import is lower in these cases). The reason is that the electricity demand of the 
district is higher after midday, favoring the South-West orientations which generate more energy 
during those periods. 
After considering in detail all the results from the PV alternatives that have been analyzed, three of them 
have been chosen for the thermal comfort study (see Figure 90): 
 Alternative 11: it was selected since it offers the highest solar power supply both in summer and 
winter. 
 Alternative 14: it has the lowest investment cost and almost the lowest LCC, since it is the alternative 
with the lowest number of PV modules installed. This option is optimal from an economic point of 
view, but offers a lower solar power supply. 
 Alternative 23: it shows the highest self-sufficiency ratio and matched electricity, as well as the 
lowest grid import. This is due to the fact that it is the option with more PV modules installed (and 
higher investment costs). 
5.3.9.2. Thermal comfort improvement of the chosen strategies 
As mentioned before, the three optimal PV strategies that have been selected will be now used to analyze 
the potential benefits of using their exported PV production so as to improve the thermal comfort of the 
occupants, considering five different alternatives. Therefore, a total of 15 simulations will be conducted. Each 
simulation analyzes on an hourly basis the thermal behavior of each of the 235 dwellings during the 8760 
hours of the year. The decision of which heat pumps should be activated, which depends on the strategy, is 
taken every time-step. As an example, Figure 91 illustrates simulated indoor temperatures and 
consumptions in dwelling 130 for some of the analyzed strategies in the PV optimal case that maximizes the 
exported PV production (SUPPLY). It can be seen how during the day, the exported PV production (Q) given 
to this dwelling is used to supply heat, which results in an increase of the indoor temperatures. It can also be 
seen how on the 21 of March this dwelling was not chosen for the strategy T=20/25, since other dwellings of 
the district had a higher priority due to their lower indoor temperatures. Once all the alternatives have been 
simulated, several indicators are calculated. 
 
Figure 91: Example of simulated indoor temperatures and consumptions in the dwelling 130 for some of 
the analyzed strategies (case maximization of exported PV production). 
The energy storage capacity of the structural mass becomes clear (see Figure 92) when the indoor 
temperature fluctuation under full free floating conditions (purple curve) and the indoor temperature 
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fluctuation when the heat pump operates (green curve) are compared. The effect of the thermal mass is 
proportional to the difference between both curves when the heat pump is switched off (shaded area). It can 
be seen how this difference is obviously higher in hours immediately after the heat pump operation. 
 
Figure 92: Example of thermal energy storage before and after the heat pump operation in the dwelling 
130. 
The results of all the strategies are given in Table 13, which shows among others the average total excess 
degree hours and average percentage of time outside the comfort zone of the dwellings in the district for 
each alternative. First of all, as we can see the three PV optimal strategies (SUPPLY, INV and SSF) have a 
different amount of available electricity, which influence the thermal comfort improvements. The percentage 
of energy used is computed in each simulation. This indicates the amount of available electricity that has 
been used during the whole year in the heat pumps of the district. A 100 % is never achieved, since it could 
happen that during a certain time-step all the buildings have already been heated/cooled and there is still 
surplus electricity, for example if Q=500 Wh and the PV production is higher than 117500 Wh, or if the 
temperature requirements of the strategies are not met so the dwelling cannot be used. The number of 
activated dwellings varies depending on the followed strategy, and the highest values can be found for the 
strategy “PROP”, since there are no priorities to heat/cool the dwellings and the same amount of energy is 
given to each of them. 
Table 13: Overview of the average obtained results in the district. 
    
Winter Summer 
 
Available 
exported 
electricity 
[MWh] 
Percentage of 
the  energy 
used [%] 
Average 
number of 
activated 
dwellings 
Excess 
degree 
hours  
[˚ C∙h] 
Reduction 
[%] 
Percentage of 
time outside 
the confort 
zone [%] 
Reduction 
[%] 
Excess 
degree
hours  
[˚ C∙h] 
Reduction 
[%] 
Percentage of 
time outside 
the confort 
zone [%] 
Reduction [%] 
BASE CASE - - - 17405 0.0% 76.3% 0.0% 11369 0.0% 72.3% 0.0% 
SUPPLY_PROP 
178.8 
92.19 222 15448 11.2% 68.8% 7.5% 8402 26.1% 61.7% 10.5% 
SUPPLY_Q=500 90.02 133 15475 11.1% 69.3% 7.0% 8479 25.4% 62.2% 10.1% 
SUPPLY_Q=1000 85.42 65 15530 10.8% 69.6% 6.7% 8459 25.6% 62.7% 9.6% 
SUPPLY_T=20/25 96.81 45 15812 9.2% 69.9% 6.4% 8671 23.7% 62.1% 10.2% 
SUPPLY_T=22.5 88.23 64 15760 9.4% 69.5% 6.8% 8646 24.0% 62.0% 10.3% 
INV_PROP 
92.6 
95.54 226 16197 6.9% 72.5% 3.8% 9772 14.0% 66.9% 5.4% 
INV_Q=500 95.33 92 16206 6.9% 72.7% 3.6% 9719 14.5% 66.8% 5.5% 
INV_Q=1000 89.81 45 16262 6.6% 73.0% 3.3% 9751 14.2% 67.1% 5.2% 
INV_T=20/25 97.5 26 16452 5.5% 73.2% 3.1% 9896 13.0% 66.8% 5.4% 
INV_T_225 89.22 40 16405 5.7% 72.8% 3.5% 9874 13.2% 66.8% 5.5% 
SSF_PROP 
155.7 
92.66 222 15884 8.7% 69.9% 6.4% 8669 23.7% 62.9% 9.4% 
SSF_Q=500 90.78 130 15903 8.6% 70.3% 6.0% 8711 23.4% 63.2% 9.1% 
SSF_Q=1000 86.07 64 15951 8.4% 70.7% 5.6% 8693 23.5% 63.4% 8.9% 
SSF_T=20/25 97.32 61 16146 7.2% 70.7% 5.6% 8941 21.4% 63.2% 9.0% 
SSF_T=22.5 85.47 43 16112 7.4% 70.5% 5.8% 8883 21.9% 62.8% 9.5% 
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The highest reduction of total excess degree hours is found for the case “SUPPLY_PROP” (optimal PV case 
that maximizes the exported PV production, and shares the available energy between all the dwellings 
equally). The reason is that compared to the other strategies, the increase of temperatures produced by the 
heat pumps in the dwellings is lower, which translates into lower thermal losses. If a dwelling is 
heated/cooled only sporadically, the energy will be wasted rapidly. But, if a dwelling is repeatedly used, its 
thermal inertia allows to store the energy in a more adequate way. A 11.2 % reduction of the total excess 
degree hours in winter and 26.1 % in summer (more available electricity) may be achieved, reducing the 
percentage of time outside the comfort zone in 7.5 % and 10.5 % respectively. Although these results may 
not seem very appealing, the influence that these reductions of total excess degree hours have on the health 
of the occupants should be taken into account, since illnesses are associated with higher thermal comfort 
violations. 
Besides, these results could be rather misleading. Although it is true that the strategy “PROP” is the best 
alternative when looking at the whole district, the electricity in this case is shared equally between all the 
buildings. This means that for example a dwelling with better solar access than another one is given the same 
amount of energy. Therefore, although when looking at the whole district the average total excess degree 
hours is lower in “PROP”, the dwellings with worse indoor conditions do not have a higher priority. Figure 
93 shows the range of total excess degree hours of all the dwellings in the district for each strategy in the case 
“SUPPLY”, as well as their distribution, which is similar in the studied alternatives. As it can be seen, 
although the average of the district in the case “PROP” is lower, there are buildings with much higher total 
excess degree hours compared to the other alternatives. For this reason, the alternative T=20/25 is considered 
as a more suitable option, since it is also able to reduce the differences of thermal comfort between the 
dwellings of the district, favoring those which have worse indoor conditions. 
 
Figure 93: Comparison of total excess degree hours of the households for each strategy (case maximization 
of exported PV production). 
Last of all, another interesting outcome of the present study is to know what the results of thermal comfort 
improvement would be, had the assumptions been different. The strategy T=20/25, considered as a 
consequence of the previous results as the most appropriate one to reduce the differences of thermal comfort 
in the district, will be used in the following scenarios: 
 Only the living rooms will be considered, instead of heating/cooling the whole dwellings. The PV 
production still covers the district demand partially just like in previous cases. 
 All the electricity generated by the PV modules will be used for the heat pumps instead of covering 
partially the electricity demand of the district, heating or cooling the whole dwellings. 
 The potential PV generation if the buildings with tilted roofs had been used will also be considered, 
increasing the available electricity (still covering partially the electricity demand of the district and 
heating/cooling the whole dwellings). 
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The results (see Table 14) show that if only the living rooms of the district are considered, the comfort 
improvements are much higher (reductions of average excess degree hours of 34 % in winter and 72.6 % in 
summer). The reason for this is the lower amount of energy necessary to heat/cool the living rooms compared 
to the whole dwellings, which also decreases the percentage of energy used. An example of the hourly indoor 
temperatures achieved in the living room of a dwelling compared to its free-floating temperature is 
illustrated in Figure 94, showing the benefits of such a strategy. As for the case that doesn’t partially cover 
the demand of the district, higher reductions are also achieved (from 9 % to 24 % in winter and from 24 % to 
44 % in summer). Last of all, if the PV potential of the buildings with tilted roofs had been used, a reduction 
of almost 33 % could be achieved in winter and 67 % in summer, heating or cooling the whole dwellings.  
 
   Winter Summer 
 
Available 
exported 
electricity 
[MWh] 
Energy 
used 
[%] 
Average 
number 
of 
activated 
dwellings 
Excess 
degree 
hours  
[˚C∙h] 
Reduction 
[%] 
Time 
outside 
the 
confort 
zone [%] 
Reduction 
[%] 
Excess 
degree 
hours  
[˚C∙h] 
Reduction 
[%] 
Time 
outside 
the 
confort 
zone 
[%] 
Reduction 
[%] 
Base Case - - - 17405 0.0% 76.3% 0.0% 11369 0.0% 72.3% 0.0% 
Whole district 
(previous case) 
178.8 96.8 45 15812 9.2% 69.9% 6.4% 8671 23.7% 62.1% 10.2% 
Only living 
rooms 
178.8 67.6 153 11428 34.3% 55.5% 20.8% 3117 72.6% 34.7% 37.6% 
All PV 
generation is 
used 
392.2 94.1 62 13263 23.8% 63.1% 13.2% 6370 44.0% 51.8% 20.5% 
Including 
generation of 
tilted roofs 
698.4 80.7 123 11680 32.9% 56.9% 19.4% 3774 66.8% 38.2% 34.1% 
Table 14: Results of the analyzed options. 
 
 
Figure 94: Hourly and daily free floating temperature of the living room in dwelling 147 vs. temperatures 
achieved with strategy T=20/25. 
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5.3.10. Conclusions 
In this chapter, a novel approach in order to improve the thermal comfort of the occupants in a district at risk 
of energy poverty has been developed. Taking advantage of the rooftop PV potential of the area, the solar 
supply is used to cover part of the electricity consumption of the households during the day, reducing their 
energy bills. Then, instead of using electric storage, the proposal is to use the surplus electricity to supply 
energy for the heat pumps in the district, heating or cooling the whole dwellings.  
First, the optimal strategies from an electrical and economical point of view were chosen, changing the 
orientation and inclination of the PV modules as well as their separation in order to maximize the solar 
supply, minimize the investment or maximize the self-sufficiency ratio of the district. The results showed 
that the solar power supply was maximized by using a South-East orientation, while using a South 
orientation with less PV modules installed led to the lowest investment, due to the relatively low 
consumption of the district compared to the PV generation.  The self-sufficiency ratio was maximized using 
a South-West orientation, which favors the solar power supply when the consumption of the district is 
higher. 
After choosing the PV optimal strategies, the surplus electricity in those alternatives was used to share the 
electricity between the heat pumps of the 235 dwellings of the district. Heating or cooling the whole 
dwellings, the results showed that the thermal comfort of the occupants could be improved in average up to 
11 % in winter and 26 % in summer. If all the PV generation was used, a reduction of 24 % in winter and 44 
% in summer could be obtained. On the other hand, if more buildings could be employed to install PV 
modules, improvements up to 33 % in winter and 67 % in summer could be expected. If only the living rooms 
of the district were heated, up to 34 % and 73 % reduction in winter and summer respectively could be 
achieved. In all the cases considered, the thermal comfort differences among the dwellings of the district are 
reduced significantly, particularly in some of the proposed strategies. 
The outcomes of this study show the potential benefits of the approaches that have been introduced when it 
comes to tackling energy poverty, even without considering a previous implementation of traditional 
thermal mitigation strategies. In future work, the synergies between the approaches shown in the present 
study and traditional retrofitting strategies could be further analyzed. The reason for this is that the results 
of thermal comfort improvement shown here would most probably improve if thermal mitigation strategies 
were previously implemented, due to the reduction of the thermal losses of the buildings which allows to 
store the energy inside the buildings for longer periods. These proposed alternatives could be used by policy-
makers in the future, reducing the energy bills of occupants with monetary restrictions and at the same time 
improving substantially their thermal comfort. 
The contents of this section have been included in the paper “Mitigating energy poverty: Potential contributions 
of combining PV and building thermal mass storage in low-income households”[152], by  L. Romero Rodríguez et al 
and published in the journal “Energy Conversion and Management”. 
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6. APPLICATION FOR A SMART 
MANAGEMENT OF MICROGRIDS 
The previous chapters of this Thesis have demonstrated the potential of large scale energy analyses when it 
comes to achieving highly energy-efficient districts. Much emphasis was placed on giving insights into how 
to obtain accurate energy demand and solar potential estimations for whole regions, as a means of enhancing 
the integration of renewable energies, achieving higher self-sufficiencies and decreasing energy costs. The 
potential of using the structural thermal energy storage capacity of buildings for DR purposes was also 
established, and accurate and versatile energy baselines that characterize the buildings of a district were 
developed. As a last step, the present chapter aims to integrate several of those elements and findings of the 
previous sections, applying for instance the HULGIS tool presented in Chapter 2 and the baseline models 
that were shown in Chapter 4, in order to carry out preconditioning strategies which were introduced in 
Chapter 3. The final question to be answered in this Thesis is the following. Instead of looking at buildings 
as independent entities, could it be possible to enhance even more the economic savings and integration of 
renewable energies if the synergies between buildings are considered and DSM strategies are implemented 
on a district scale?  
In this application, a district in La Graciosa Island in Spain will be proposed as a case study, considering PV 
production, electrical batteries, the structural thermal energy storage capacity of the buildings as well as the 
possibility to share the electricity surplus between different buildings. This will be done performing 
simulations supported by experimental measurements of the real electricity consumptions of the district. A 
novel rule-based control that is applied at 15 minutes intervals will be considered so as to decrease the energy 
costs of the district as well as increase the self-consumption and self-sufficiency ratios due to the reduction 
of electricity imports/exports. Compared to the traditional situation in which each building self-manages its 
own importation and exportation of electricity helped by electrical batteries, the proposed alternatives 
prioritize sharing the electricity surplus with other buildings of the district instead. As opposed to previous 
studies on this subject, this will be done in conjunction with different precooling strategies, which will be 
proposed as a means of achieving economic savings through indirect energy storage, available at no 
additional costs.  
6.1. Introduction 
The last few decades have shown that traditional energy improvement approaches are insufficient to ensure 
a sustainable future for all, even with the notorious emergence of renewable energies. The increasing energy 
demands, uncertainties due to intermittent renewable energy generation and constrained power systems 
call for an active participation of the consumers, which could play a vital role. Due to their major contribution 
to global energy consumption, buildings offer many potential advantages thanks to the varying nature of 
their many energy uses: from appliance load-shifting to thermal mass storage approaches. Even though the 
load management that could be provided by a single household is rather small, their aggregation creates 
many opportunities for innovative approaches at larger scales. However, as previously highlighted in this 
Thesis, the advantages for individual buildings have been widely studied, but there is still little 
understanding of the potential benefits of an urban scale implementation of such systems. 
There are several approaches to integrate district energy systems, such as microgrids or virtual power plants 
(many micro-generators not necessarily located nearby). Integrated community energy systems could be 
accepted by many actors such as local governments, communities, energy suppliers or system operators, 
which see them as an effective means to achieve sustainability as well as consider their importance in future 
energy systems [153]. Sharing the energy among different users involves two key elements: ICT, and 
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optimization techniques [154]. The latter is due to the fact that an optimal management of a microgrid 
requires to investigate in detail the control strategies that should be implemented, since the large amount of 
bi-directional energy flows allows for multiple dispatching strategies.  
6.1.1. Literature review 
6.1.1.1. Distributed Energy Resources 
Distributed Energy Resources (DER) are believed to be one of the great pillars for achieving a sustainable 
future. DER include, among others, small-scale electricity-producing units connected directly to the local 
distribution system or building where they are located (distributed generation), plug-in electric vehicles, 
distributed energy storages and responsive loads [155]. The proliferation of DER poses many challenges such 
as reverse power flows or overvoltage issues, but also brings increasing flexibility due to energy storage 
systems and flexible demands [156]. Thanks to the widespread use of DER, users that both consume and 
produce energy are emerging: prosumers.  
To promote the use of renewable energies and DER, Feed-in Tariffs emerged as an economic incentive. 
However, the reduction of these Feed-in-Tariffs in many countries during the past years has encouraged an 
increase of self-consumption as well as the share of energy between nearby prosumers. Therefore, there have 
been increasing interests in investigating how to manage DER in an optimal way [156]. In this context, the 
microgrid concept allows prosumers to participate in an energy sharing zone, sharing the electricity instead 
of exporting it to the grid. Since the generation of DERs is unpredictable and intermittent, prosumers who 
have surplus energy could either store it with storage devices or supply others who are in energy deficit: this 
energy trading among prosumers is called Peer-to-Peer (P2P) energy trading [157]. 
6.1.1.2. Microgrids 
Conventionally, prosumers exchange electricity with the grid: purchasing it from the wholesale electricity 
market and selling it in the retail market. A microgrid can be defined as a group of interconnected DER and 
prosumers with definable boundaries that could operate independently or not from other power grids. In 
this context, the surplus electricity from the prosumers of a microgrid could be shared with others (even with 
consumers that are not able to produce electricity), since some of them may have an energy surplus when 
others are in deficit and a cooperative distribution among them could improve the balance of energy supply 
[158]. At present such energy trading is mostly performed on very large scales, so new mechanisms for small 
scale trading are needed. The purpose of integrated systems on a district scale is to consider the requirements 
of the whole community, achieving better synergies between prosumers. 
Many studies have been published on these topics. For instance, [159] considers an aggregator that controls 
a population of residential prosumers that own flexible Thermostatically Controlled Loads (TCL) and RES, 
studying the optimal scheduling method to maximize the economic benefits of the whole population and 
helping to balance supply and demand. The study in [158] proposed a method of autonomous cooperative 
energy trading in a microgrid with RES, storage and prosumer-to-prosumer energy exchange, showing that 
their proposed energy trading could increase the utilization of RES and reduce costs. The increasing 
utilization of RES could also result in CO2 emission savings. Furthermore, in [154] a detailed review of 
prosumer based energy management and sharing is presented, claiming that there is an enormous potential 
for cost savings, energy conservation and peak load balancing, leading to a specific future research direction. 
The amount of projects in this area has also significantly increased all around the world, and [157] elaborates 
main focuses and outcomes of many of such projects, comparing their similarities and differences. 
The number of participants in a microgrid is also important. According to [14], which evaluates the benefits 
of DR programs, the increasing number of participants increases the flexibility of the system and reduces the 
overall operational costs, but the benefits per individual decreases in the presence of more consumers since 
a reduced effort from each of them is needed. In addition, [160] showed that the more customers participate 
in P2P sharing and the bigger the battery size, the smaller the community’s average annual energy costs of 
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each participant and the higher the community’s self-sufficiency. 
In the management of DERs, there are mainly two types of entities [156], operators and prosumers, and 
research on the management of DERs is categorized into two main streams that depend on their relationship. 
In the first one, the operators coordinate all the DERs to maximize the overall economic benefits or provide 
ancillary services (additional incentives would be needed). In the second one, the operators only provide a 
local market platform  so that the prosumers share the energy with each other to maximize their own benefits 
individually (no additional incentives are needed). The latter is the so called peer-to-peer energy sharing 
concept, which will be analyzed in more detail in the next section. Energy sharing models specify how 
prosumers exchange and trade energy with each other, and the studies made in this field can be divided into 
3 categories [161]: energy sharing conducted by one centralized authority, energy sharing achieved by the 
interaction between an operator and a group of prosumers, and energy sharing achieved by the interaction 
of a group of prosumers (P2P energy sharing). 
6.1.1.3. Peer-to-peer energy sharing 
Peer-to-peer energy sharing allows the surplus electricity from DERs to be traded between prosumers in a 
community microgrid [160]. P2P trading is also defined as flexible energy trades between peers, where the 
excessive energy from many small-scale DERs is traded among local customers [162]. P2P energy trading is 
one of the promising paradigms of smart grids in the near future, and it could not be implemented without 
smart grid technologies such as ICT, monitoring and control functions [163]. In [160] a P2P method was 
investigated allowing surplus DERs to be shared among the prosumers of a neighborhood, concluding that 
their method was able to reduce the energy costs of the community by 30 % compared to conventional peer-
to-grid trading. According to [160], P2P energy sharing has a similar impact on raising a community’s self-
consumption, self-sufficiency and reducing energy costs as batteries, but at significantly less capital costs. 
Therefore, they provide a great potential for profitable applications in the near future.  
It should be mentioned that for different studies the corresponding frameworks of P2P trading may be 
slightly different. For instance, [156] considers that in P2P energy sharing prosumers directly trade energy 
with each other to achieve a win-win outcome. On the other hand, [160] claims that the research on P2P 
energy sharing can be categorized by energy trade with and without an intermedia, and that although 
strictly speaking P2P means energy trade without an intermedia, it does not necessarily mean that the 
prosumers directly control their DERs, since they may get use of a third party entity to manage their 
resources: an aggregator, whose role is described below.  
6.1.1.4. Energy Sharing Coordinator 
To allow multiple prosumers to participate in the market (their low energy exchanges would not allow them 
to participate individually) and facilitate the control when sharing energy in a district, a coordinator is 
required. These coordinators have different names in the literature, the most common of which are: 
aggregator, energy sharing provider and Energy Sharing Coordinator (ESC), which is the name that will be 
used in the present work. They provide P2P sharing services and act as a local market operator, and their 
role is to respond to the requests made by the prosumers in an optimized way.  
Generally, the ESC belongs to the microgrid operator or an independent third party that provides energy 
sharing service for all the prosumers that participate and is in charge of purchasing/selling electricity from/to 
the grid [164]. If the community needs electricity, the ESC buys it from the grid, and when there is electricity 
surplus, it sells it. It is likely that the role of the aggregator will continue to grow in importance, boosting the 
introduction of DER and smart grid technologies [165]. For instance, the study in  [166] focuses on the design 
of a central energy management system in order to reduce the costs and emissions, relying on a day-ahead 
operational planning and an online adjustment procedure during the operation. 
As regards to benefits allocation, it should be mentioned that the economic benefits obtained by trading 
electricity among the buildings of a district poses the question about how to share the savings fairly. The 
district as a whole may achieve cost savings, since a smaller amount of energy will be imported/exported to 
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the grid and the export prices are lower than import prices. However, the district may be composed of both 
prosumers and consumers (who are not able to produce electricity), which could eventually lead to a 
situation in which certain prosumers achieve less benefits when sharing their production, and thus see no 
motivation to participate on energy sharing approaches. Therefore, the design of models that consider 
incentives is very important so as to distribute the benefits in a fair way and increase the involvement of all 
potential parties involved. Some examples to approach this can be seen in the literature. One of the proposed 
solutions is to utilize auction models and multi-agent theory, defining a dynamical internal pricing model 
that treats the microgrid as a small energy market [164]. Another solution proposed by [167] is to provide 
energy credits to the prosumers according to their excess renewable production, shifting their self-
production to high-price periods. Conversely, in [168] a model is proposed to address unfair cost 
distributions by ensuring Pareto optimality. 
6.1.1.5. Demand Response through Thermostatically Controlled Loads 
Demand Response in districts can be carried out by using different types of loads: appliances, plug-in 
vehicles, Thermostatically Controlled Loads and so on. However, although providing energy flexibility in 
buildings by controlling appliances may be beneficial, from our point of view TCLs should be considered as 
a higher priority due to their much larger energy consumptions and thus potential contributions. TCL are 
able to provide flexibility thanks to the thermal mass and inertia. They may be seen as a storage solution that 
can be controlled as long as certain constraints are considered. Examples of TCL are some appliances, water 
heaters or heat pumps.  
The contribution that an individual user can make to the power system by using TCL is minimal, so load 
aggregation should be applied to make the total capacity large enough. As mentioned in previous chapters, 
this could be done in the context of microgrids. Previous research that investigated the thermal mass 
potential used various approaches depending on the level of analysis, but when the focus is on the grid 
characterization and the scales are large, building models are often quite simple and do not capture the fine 
dynamics of buildings [169]. In [170] a framework for developing optimization-based control strategies to 
shift the heating loads in buildings was introduced, however, only one building was evaluated. Conversely, 
[171] proposed a model that analytically characterizes the aggregate power response of a population of air-
conditioning units to a simultaneous step change in temperature set-points. The results given in [172] 
showed that enabling TCL to participate in real-time retail electricity markets could reduce consumer costs 
by over 10 % compared to an uncoordinated operation. 
Different TCL have been evaluated in the literature considering large scales. The approach followed by [173] 
is based on a centrally optimized thermostat set-point signal that controls an aggregated detached house 
building stock, rewarding consumer participation with flexibility or comfort based bonuses. On the other 
hand, [159] chose electric water heaters as a representative technology to demonstrate the modeling and 
scheduling method of TCL, while [174] investigated the impact of DR activation using the aggregated power 
consumption of domestic refrigerators. However, the average aggregated power of the population of 25 
fridges in this case was 1875 W, which is close to the power of a single heat pump in a building. Therefore, 
the author of this Thesis believes that using heat pumps is a more attractive alternative. In fact, an interesting 
method to quantify the equivalent storage capacity for 4 common domestic TCLs (electric space heating 
system, freezer, fridge and electric water heater) was carried out in [175], showing through simulations that 
the resource with the highest equivalent capacity is the electric space heating system (although with a 
significant seasonal variability compared to other solutions such as electric batteries). Also, [176] reviewed 
different thermal storage options, concluding that the built-in thermal mass was more cost-effective than 
water buffer tanks. 
It is also important to consider the building characteristics in order to make use of the thermal mass storage 
capacity of buildings. The objective in [169] was to assess the potential of buildings to modulate the heating 
power and define simple control strategies to exploit the flexibility potential. Considering two residential 
buildings with different levels of insulation and air-tightness, this study concluded that contrary to other 
storage solutions such as batteries or hot water tanks, the modulation potential of the thermal mass varies 
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depending on the season. Also, the autonomy of a poorly insulated building is relatively short, while passive 
houses have a long time constant that leads to a larger autonomy but are able to store a smaller amount of 
energy. According to [14], which evaluated the value of flexibility of thermal inertia in buildings and active 
TES in DHW tanks, a higher participation of users would require smaller deviations from the minimum 
electricity demand profile per dwelling to achieve the same amount of load shifting, leading to lower thermal 
losses per dwelling. Also, the study in [176] presents a review of the existing literature on supervisory control 
for improving the energy flexibility provided by heat pumps in buildings.  
6.1.1.6. Studies on the optimal control of DER 
The literature review that has been carried out revealed the large amount of studies that are being developed 
on the optimal control of distributed energy systems. A very interesting review is given in [177], which 
provides a very recent description on the progress in the field of DSM, DR programs and distributed 
generation. In addition, it is stated that in most studies the optimal scheduling is done for single users, and 
very few have expanded their work for multiusers energy scheduling. This assertion motivates the aim of 
the present work, which intends to find optimal dispatching strategies in a district composed of different 
prosumers. 
Control strategies in microgrids can be classified into two categories: rule-based controls, and model 
predictive control [176]. Rule-based controls are simple heuristic methods (“if-then”) that rely on trigger 
parameters, but they can achieve a significant performance in a simple way, which facilitates their 
implementation. Conversely, model predictive controls present many advantages to optimize the 
management of a system, but they are more complex (an optimization problem) and require more 
investments.  
Regarding the results of the optimal control strategies found by previous publications, the study in [178] 
focuses on a hybrid system in which the optimal control under a Time-of-Use (TOU) tariff is found. They 
conclude that in their case the imports of electricity from the grid are avoided during peak periods, using PV 
or wind energy instead, and the fuel cell system is only charged when there is an excess of renewable energy. 
In [179], which also analyses the optimal operation of a system under TOU tariff, it is concluded that the 
electric batteries are discharged at peak periods and charged from cheap grid and PV, while PV is only 
exported if the batteries are full. In addition, [180] considers a system with PV, CHP, storage and responsive 
loads with 5 minute time-steps, and concludes that the storage is charged during the night and discharged 
during high prices. 
On the other hand, [181] uses a time series mixed integer linear program with an extension of the REopt 
model, considering hourly time-steps during a whole year. The authors state that the PV surplus is best 
delivered to the batteries, and then to the grid as a last resort. Also, [182] minimizes the costs of a system that 
includes PV, electric heaters, batteries, appliances, thermal storage and space heating demand over 
sequential 24-hour horizons for a whole year. In this case, the electricity is only exported to the grid during 
peak periods and if no more storage is available, since they affirm that maximizing PV self-consumption can 
be expected to decrease total costs, due to the fact that the feed-in prices are lower. 
Another interesting study can be found in [183], which uses evolutionary algorithms and different time 
horizons of 6h, 12h and 24h to find the optimum control of a system that includes PV, wind, CHP, thermal 
and electrical storage. In this case, they conclude that the batteries supply power at peak periods and the 
electricity is exported to the grid only if the price is high. They also state a very important fact that will be 
further analyzed in the present study: according to them, considering a long time horizon would help to 
reach lower operation costs. 
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6.1.2. Aim of the study 
The literature review that has been carried out in this chapter revealed the great interest of the research 
community in the issue of energy sharing in microgrids, since the interconnection between prosumers 
(mainly through peer-to-peer energy trading) is regarded as a very interesting alternative for improving cost 
savings at district level. On the other hand, it is also very frequent to find studies that perform demand side 
management strategies through thermostatically controlled loads. One of the most popular alternatives in 
this respect is to consider models that analytically characterize the aggregate power response of a population 
of appliances, but the author of this Thesis believes that, in order to achieve significant benefits at district 
level, other more important contributors to energy consumption such as air-conditioning should be 
considered. In addition, it is very unusual to find studies that combine both energy sharing and demand 
response approaches through thermostatically controlled loads. The present study intends to address that 
knowledge gap. 
Using as a case study a microgrid composed of several prosumers in a district located in La Graciosa Island 
(Spain), this chapter aims to propose a novel strategy that encourages sharing surplus electricity between 
different prosumers, in order to maximize the overall cost savings and the utilization of renewable energy 
in the district. In this case, the prosumers are equipped with thermostatically controlled loads (heat pumps) 
and renewable generation (PV modules). A central controller (named Energy Sharing Coordinator) will 
manage all the resources in order to maximize the cost savings of the district, prioritizing sharing the 
electricity between prosumers instead of using the batteries or relying on the power grid. It should be 
mentioned that our study will focus on the achievement of cost savings on a district scale. Therefore, we 
abstract from taking into account the issue of the allocation of the obtained benefits among the prosumers of 
the district, which is an issue already discussed very frequently in literature as commented in previous 
sections. 
In addition, a comparison between different preconditioning strategies will be carried out, determining the 
optimal strategies during a whole year and reaching important conclusions. To check the influence of 
considering different time horizons for the optimization of these preconditioning strategies, three time 
horizons will be examined: one day, two days and three days. Apart from analysing the cost savings, the 
self-consumption and self-sufficiency ratios will be estimated and compared to the traditional situation in 
which each building is self-managed, together with the evaluation of several variables such as the air-
conditioning consumption or the energy lost when the electrical batteries are used. Last of all, a sensitivity 
analysis regarding the feed-in tariffs will be carried out. 
6.2. Description of the case study 
6.2.1. Characteristics of the district 
The island of La Graciosa is located to the north of Lanzarote, in the Canary Islands (Spain). With a surface 
area around 29 km2 and a population of 660 inhabitants, the island is vouching for a more sustainable future 
by investing in novel self-sufficient systems that are able to produce, store and distribute their own energy 
from renewable energy sources. A microgrid is being put into place, which will integrate the distributed 
generation using electrical storage that will help to manage the energy flows. In this way, the reliability of 
electricity supply will be enhanced, due to the fact that until recently the island relied only on the electricity 
that came from the island of Lanzarote through a submarine cable of 20 kV.  In addition, economic savings 
could be achieved by exploiting the synergies between the prosumers in the island, and the CO2 emissions 
could be reduced thanks to the better integration of renewable energies. 
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Figure 95: Location of La Graciosa Island. 
The present study will be focused on a district fed by one of the electrical power transformers located in the 
island, since measurements of electricity consumption at 15 minutes time-steps are available for these 
buildings. This district is composed of 25 dwellings as well as the local school.  All the dwellings and the 
school have PV modules installed, turning the system into a microgrid composed of prosumers with 
different load patterns. The location of the district under study is shown in Figure 96, and the 
interconnections between the buildings of the microgrid are shown in Figure 97. 
 
Figure 96: Location of the case study district within the island of La Graciosa (left) and IDs of its buildings 
(right).  
 
Figure 97: Interconnections between the buildings of the district. 
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Several visits were made to the island, carrying out surveys with the occupants of the dwellings under 
consideration and inventorying the energy systems. As regards to the installations that may be found in the 
dwellings, all the households have gas water heaters for the DHW and a heat pump located in the living 
room. All the buildings are equipped with several PV modules of 256 W nominal power and 16.27 % 
efficiency, located in their rooftops with a 15° tilt angle and varying orientations. In the case of the school, 
there is a total installed power of 10,445 W. The inverters that are installed, with 4.6 kW each, also have an 
integrated electrical storage of 2 kWh nominal capacity per household. 
 
Figure 98: Example of PV modules installed in the island. 
6.2.2. Monitoring and modelling of the district 
6.2.2.1. Electricity consumption  
A monitoring campaign was designed to investigate the electricity consumption of the buildings of the 
district at 15 minutes intervals. The monitoring involved all the 25 dwellings as well as the school, during 
the whole year 2016. In Figure 99 the annual electricity consumption measured for the different households 
as well as the school is shown. As it can be seen, the differences among dwellings are quite pronounced (for 
instance, ID 15 consumes 5 times more than ID 18). These differences will allow us to exploit the synergies 
between buildings with different energy consumptions. 
 
Figure 99: Annual electricity consumption of every building in the district. 
6.2.2.2. PV production and electrical balance of the district 
As for the PV production, a web-based PV system design tool that integrates shading analysis, simulation 
and CAD in one package was used to calculate it: Helioscope [147]. This tool allows to estimate the electricity 
production of the PV modules installed on the rooftops of the district, taking into account losses due to 
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weather, shading, wiring, component efficiencies, panel mismatches and aging. It also provides 
recommendations for equipment and array layout, calculating the discrete number of PV modules that can 
fit into a solar field and considering parameters such as the orientation and inclination of the modules or the 
separation between adjacent rows. 
 
Figure 100: Depiction of the PV modules installed in the district. 
For the whole period of the study, weather data was available through a nearby weather station, providing 
hourly values of outdoor temperature, humidity, and solar radiation. The simulation of the PV potential 
(using a weather file that contained the real data of the monitoring period, following the procedure in Annex 
A) allowed to estimate the electricity production of the district, obtaining the results shown in Figure 101. 
These results are also compared to the monthly real electricity consumption of the district. As is apparent, 
the amount of electricity that could be produced by the PV modules in the district is higher than the monthly 
electricity consumption. However, this assertion is rather misleading, since one might think that no 
electricity would need to be imported. Since there might be times with electricity surplus and times (for 
example during the night) were electricity would have to be imported once the batteries are depleted, the 
adjustment between supply and demand at short time scales should be considered. 
 
Figure 101: Monthly PV production of the district. 
Adopting a 15 minutes time scale for analyzing the balance between the electricity consumption and the 
estimated PV production of each building provides interesting insights. Let us take a couple of days in 
January as an example (see Figure 102), focusing on two specific dwellings: ID 11 and ID 14. In this case, ID 
14 is a dwelling occupied by one person who was away on holidays. For that reason, its PV production 
during the day would allow to charge the batteries, reaching a 100 % State of Charge (SOC) early in the 
morning. This means that this dwelling would have to sell the electricity on the retail market during this 
period (or get rid of it if that were not possible). Due to the low electricity consumptions (standby and fridge) 
during the day, the battery SOC drops only around 20 %, until it is charged again the following day. On the 
other hand, ID 11 is a dwelling occupied by two people who were present during the holidays. Their high 
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electricity consumption meant that electricity had to be taken from the batteries even during daylight hours 
with own PV production, and then from the grid once their battery was depleted. 
 
Figure 102: Electricity surplus of the two dwellings under study, calculated through the difference between 
PV production and electricity consumption. Positive values mean an electricity surplus, while negative 
values mean the need to import electricity. 
Figure 102 reveals the importance of the strategies that will be proposed in the present work. In times were 
the battery of a dwelling is fully charged while at the same time other dwellings are in need of importing 
electricity, this electricity could be shared between them. This could bring economic benefits, due to the fact 
that the selling price for exported electricity is lower than that for the imported electricity (or even there 
might be no Feed-in-Tariff available). Furthermore, even if the battery of a dwelling is not full, it might be 
more beneficial to share the electricity with a household who needs to import it, since the electricity losses 
when charging and discharging the batteries would be avoided. Preconditioning strategies as well as a 
dynamic pricing framework could also help to detect optimal dispatching strategies. The present work aims 
to answer these questions. 
6.2.2.3. Electricity prices 
For the purposes of this study, a two-period tariff will be considered. The hourly real prices of the electricity 
market in Spain in 2016 (coinciding with the monitoring period) for this tariff were taken from a public 
organism of the Spanish government (https://www.cnmc.es). An example of these variable prices is shown 
in Figure 103 for the 1st of July. 
 
Figure 103: Variation of the electricity prices of the considered two-period tariff. 1st of July 2016. 
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6.2.2.4. Thermal characterization of the buildings of the district 
Finally, in order to analyse the thermal performance of the district a building model was developed for each 
of the 25 dwellings and the school by using HULCGIS, the tool developed in the present Thesis and 
explained in detail in Chapter 2. Once the simplified representations of the buildings were available, 3 main 
typologies were identified. The visits made to the district allowed to collect the necessary data of their real 
construction, geometry, occupancy and internal gains, which were then used for modelling them in detail 
(see Figure 104). Then, simulations were performed using the real climatic data during the monitoring 
period, allowing us to obtain the full free-floating temperatures.  
 
     
Figure 104: HULC detailed models of dwelling 1 (left), dwelling 2 (center) and the school (right). 
 
Once the building representations were available, the model explained in Chapter 4 for obtaining the energy 
baselines was applied. Due to the lack of empirical data that would allow us to obtain the real primary and 
secondary baselines, in this case they were obtained numerically, considering short time-steps of 15 minutes. 
After completing the process, the full free-floating temperatures as well as the secondary baselines for each 
building were available, which were essential to implement the precooling strategies proposed in the present 
work. 
6.3. Calculation methodology 
6.3.1. Scenarios 
In this work, several scenarios will be proposed for comparison purposes. These scenarios are shown in 
Table 15, and consider two possibilities for the management of the district: “self-consumption” (where each 
building manages their own batteries and PV production as in the current real case), or “ESC” (where an 
energy sharing coordinator manages the energy flows within the district). The rule-based control for the 
latter will be explained in detail in next sections. The scenarios 0 and 0’ were added to show the readers what 
the costs would be if there were no PV systems installed in the district. Also, different options regarding the 
air-conditioning will be taken into account: no air-conditioning, normal schedule (see Table 16), and 
precooling strategies with a time horizon of either 1 day, 2 days or 3 days. A time horizon of 3 days for 
example means that the same precooling strategy is applied during 3 days, after which the total cost for the 
district is computed, and the strategy with the lowest cost is chosen for the first day. The considered 
precooling strategies will be explained in the next section. 
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Scenario Management 
PV Self-
consumption 
Air-
conditioning 
Precooling 
Time 
Horizon 
Description 
0 Individual No Yes No - Self-managed buildings, no PV 
0' Individual No No No - 
Self-managed buildings, no PV, no 
air-conditioning 
1 (base case) Individual Yes Yes No - Self-consumption with PV 
1' Individual Yes No No - 
Self-consumption with PV, no air-
conditioning 
2 Individual Yes Yes Yes 1 day 
Self-consumption with PV, 
precooling strategies with 1 day 
time horizon 
3 Individual Yes Yes Yes 2 days 
Self-consumption with PV, 
precooling strategies with 2 days 
time horizon 
4 Individual Yes Yes Yes 3 days 
Self-consumption with PV, 
precooling strategies with 3 days 
time horizon 
5 District Yes Yes No - ESC, with PV 
5' District Yes No No - ESC, with PV, no air-conditioning 
6 District Yes Yes Yes 1 day 
ESC, with PV, precooling strategies 
with 1 day time horizon 
7 District Yes Yes Yes 2 days 
ESC, with PV, precooling strategies 
with 2 days time horizon 
8 District Yes Yes Yes 3 days 
ESC, with PV, precooling strategies 
with 3 days time horizon 
Table 15: Considered scenarios. 
6.3.2. Preconditioning alternatives 
Apart from prioritizing the distribution of surplus electricity among the buildings of the district, this study 
also aims to analyse whether preconditioning approaches could help to achieve cost savings in the district, 
along with other benefits. This will be done by taking advantage of the price differences in the two-period 
tariff presented in Section 6.2.2.3, which would eventually allow to preheat or precool the buildings at times 
where the electricity prices are lower. In this study, for the normal schedule of the air-conditioning systems 
temperature set-points of 20 ˚C in winter and 25 ˚C in summer will be used, considering the operating 
schedules presented in Table 16.  
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Time 
Dwellings School 
Working day 
Weekends 
and holidays 
Working day 
Weekends 
and holidays 
0 0 0 0 0 
1 0 0 0 0 
2 0 0 0 0 
3 0 0 0 0 
4 0 0 0 0 
5 0 0 0 0 
6 0 0 0 0 
7 0 0 1 0 
8 0 0 1 0 
9 0 1 1 0 
10 0 1 1 0 
11 0 1 1 0 
12 0 1 1 0 
13 0 1 1 0 
14 1 1 1 0 
15 1 1 1 0 
16 1 1 0 0 
17 1 1 0 0 
18 1 1 0 0 
19 1 1 0 0 
20 1 1 0 0 
21 1 1 0 0 
22 1 1 0 0 
23 1 1 0 0 
Table 16: Operating schedules of the air-conditioning systems for the dwellings and the school of the 
district. 
 
Seeing the operating schedules in Table 16 as the scenario with no preconditioning, new precooling strategies 
will be studied. These strategies modify either the amount of precooling time or the set-point temperature, 
which will allow us to reach important conclusions. Nevertheless, it should be mentioned that the outdoor 
air temperatures in La Graciosa Island are relatively high during the year, which means that there is virtually 
no heating consumption in the buildings. For this reason, only precooling strategies will be analysed in the 
present study, carrying them out in the living rooms of the dwellings (where the heat pumps are located) as 
well as the school. An example of the effects of different precooling strategies is shown in Figure 105. As it 
can be seen, performing precooling during times of low electricity prices increases the total energy use, but 
diminishes it during times of high electricity prices compared to the normal schedule (shown in red). 
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Figure 105: Effect of a precooling strategy on the indoor temperature and cooling consumption. 
A total of 9 precooling scenarios will be considered in this study, plus the scenario with no precooling (see 
Table 17): 3 options for the precooling time and 3 options for the set-point temperature. For instance, the 
scenario with 3 hours of precooling and 23 °C set-point temperature on a working day in a dwelling would 
mean that the heat pump would precool its living room from 11 p.m. to 14 p.m. at 23 °C, and then use 25 °C 
from 14 p.m. to 0 a.m (the normal operating schedule shown in Table 16). 
Precooling strategies Description 
PR_ST1 No precooling 
PR_ST 2 1 hours 25 ˚C 
PR_ST 3 1 hours 24 ˚C 
PR_ST 4 1 hours 23 ˚C 
PR_ST 5 2 hours 25 ˚C 
PR_ST 6 2 hours 24 ˚C 
PR_ST 7 2 hours 23 ˚C 
PR_ST 8 3 hours 25 ˚C 
PR_ST 9 3 hours 24 ˚C 
PR_ST 10 3 hours 23 ˚C 
Table 17: Precooling strategies considered. 
6.3.3. Proposed rule-based control strategy 
As discussed earlier, the main goal of the present study is to investigate the benefits of exploiting the 
synergies between buildings by sharing the surplus electricity between them. This situation will be 
compared to that were each building is self-managed, which means that they use their own PV production, 
storing the electricity or exporting it to the grid in case of surplus and taking the electricity from their batteries 
or importing it from the grid in case of need. 
In order to carry out this comparison, the first step is to define a new control strategy that encourages sharing 
the electricity in the district instead of charging the batteries or exporting the electricity. This will be done 
through an ESC. As mentioned before, the simulations will be carried out considering 15 minutes time-steps 
and 3 options for the time horizon: 1 day, 2 days and 3 days. In addition, the consideration of several 
preconditioning strategies will introduce the use of the structural thermal energy storage capacity of the 
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buildings, serving as a means of indirect energy storage. After each time horizon, the precooling strategy 
with the lowest cost for the district (in scenarios 2, 3, 4, 6, 7, and 8 as seen in Table 15) will be selected. 
For the proposed ESC simulations of the whole district, the control strategy shown in Figure 106 has been 
developed. In this figure, i corresponds to the building number, j corresponds to the time-step, Pelec is the 
measured electricity consumption of the building, PV is the PV production, HP is the heat pump 
consumption, Eavl is the electricity surplus available and SOC is the state-of-charge of the batteries. Stoptime 
means the last time-step of the simulation, which considering 15 minutes time-steps would be 35,040 for a 
whole year. 
 
Figure 106: Proposed rule-based control strategy for each time-step. 
To understand the procedure, an example for a time horizon of one day is going to be explained. At the 
beginning of the simulation, the first time horizon (1st of January) is analyzed, considering the first 
preconditioning strategy. In the first time-step of 15 minutes, the electricity surplus of each building in the 
district is calculated by taking into account their PV production, electricity consumption and air-conditioning 
consumption. This electricity surplus could be either positive (meaning that the building could export 
electricity) or negative (meaning that it would need to import electricity). Then, the overall electricity surplus 
of the whole district is calculated, and two situations could happen in this time-step. 
 If 𝐸𝑎𝑣𝑙𝐷𝑖𝑠𝑡𝑟𝑖𝑐𝑡,𝑗 > 0, it means that the district as a whole has an electricity surplus, which is managed 
by the ESC. Therefore, the district would be self-sufficient. In this case, those buildings that would 
need to import electricity obtain it from the ESC, but there would be still electricity available. Then, 
the buildings with the lowest 𝑆𝑂𝐶𝑖,𝑗  among those where 𝐸𝑎𝑣𝑙𝑖,𝑗> 0 charge their batteries. In this way, 
the electricity that is shared with other buildings is taken from those whose batteries are fuller. After 
doing so, if there is still an electricity surplus, buildings where 𝐸𝑎𝑣𝑙𝑖,𝑗< 0 will also charge their 
batteries, again prioritizing to give the electricity to buildings with lowest 𝑆𝑂𝐶𝑖,𝑗. As a last resort, if 
all the batteries of the district are full then the electricity is exported to the grid.  
 If 𝐸𝑎𝑣𝑙𝐷𝑖𝑠𝑡𝑟𝑖𝑐𝑡,𝑗 < 0, it means that the district as a whole needs more electricity than that which the 
PV modules produce. First, all the electricity from the buildings with a surplus is used for those 
where 𝐸𝑎𝑣𝑙𝑖,𝑗< 0 until there is no more electricity available, prioritizing to give the electricity to those 
with lowest 𝑆𝑂𝐶𝑖,𝑗. Then, the remaining buildings that need electricity try to obtain it from their 
batteries, and if this were not possible, they would import it from the grid at the retail price. 
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At the end of this first time-step, the total cost for the district is computed, and the next time-steps are 
simulated in the same way until the end of the time horizon. Then, the total cost for this time horizon of the 
considered preconditioning strategy (which influences the HP consumptions) is calculated, and the 
simulation starts again from the first time-step of the current time horizon, simulating another 
preconditioning strategy. Once all the preconditioning strategies for the 1st of January have been simulated, 
the one with the lowest cost is chosen. Then, the simulation continues doing the same procedure on the 2nd 
of January, 3rd of January and so on, until the 31st of December. As a result, the outcome of the whole 
simulation will be the selection of the optimal preconditioning strategy for every day of the year, as well as 
the calculation of the total costs of the district, total energy consumption, self-consumption ratio, self-
sufficiency ratio and so on, which will then be compared with the rest of scenarios shown in Table 15. 
6.3.4. Simulation framework 
The proposed rule-based control was programmed in such a way that it was possible to simulate the 12 
scenarios that were proposed, where 6 of them involved finding the optimal precooling strategy among 10 
possibilities in each time horizon (3 alternatives). In addition, in each time-step (35,040 in total) many energy 
flows are involved, and the model needs to check the status of every building of the district before making 
decisions. Therefore, a very complex, flexible and modular model was needed. A new tool was consequently 
developed in Fortran language, which after optimizing the programming produced the desired outcomes in 
a relatively fast way. The output files include the selection of the optimal precooling strategy for each time 
horizon, as well as data at 15 minutes intervals of electricity imports, exports, air-conditioning consumption, 
use of the batteries, costs, and all the variables that were necessary to carry out this study. An illustration of 
the developed simulation framework is shown in Figure 107. 
 
Figure 107: Illustration of the simulation framework. 
6.3.4.1. Input files and models 
With regards to the PV production, as mentioned in Section 6.2.2.2, it was estimated by using Helioscope, so 
the PV production of each building was implemented in the Fortran model through input files. The 
electricity consumption of the district was also included through input files for each building, with the real 
consumption data of the whole year obtained from the monitoring campaign. The feed-in tariff that will be 
considered for the simulations when electricity is exported to the grid will be 0.05 €/kWh. On the other hand, 
the application of the energy baselines model proposed in Chapter 4 was done through a Dynamic Link 
Library (DLL). The same is true for the model of the batteries. 
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The model that has been used for the electric batteries, of lithium-ion technology, considers both charging 
and discharging efficiencies as well as the deterioration due to the utilization cycles. It is based on 
performance curves obtained from a representative sample of manufacturers. The first performance curve 
characterizes the charging/discharging efficiencies, allowing to calculate the real capacity of the battery, 
whereas the second one characterizes the deterioration of the battery as a function of the number of discharge 
cycles. Several restrictions are also included, such as the limitation of the depth of discharge. 
6.3.5. Self-consumption and self-sufficiency ratios 
The self-consumption (share of the solar supply that is directly consumed in the district) and self-sufficiency 
(share of the district demand covered by the solar supply) ratios were calculated in the following way: 
-Self-consumption ratio: 
𝑆𝐶𝑅 =
∑ 𝑃𝑉𝑝𝑟𝑜𝑑𝑢𝑐𝑡𝑖𝑜𝑛 − ∑ 𝑃𝑉𝑒𝑥𝑝𝑜𝑟𝑡𝑒𝑑
∑ 𝑃𝑉𝑝𝑟𝑜𝑑𝑢𝑐𝑡𝑖𝑜𝑛
 
-Self-sufficiency ratio:  
𝑆𝑆𝑅 =
∑ 𝑃𝑉𝑝𝑟𝑜𝑑𝑢𝑐𝑡𝑖𝑜𝑛 − ∑ 𝑃𝑉𝑒𝑥𝑝𝑜𝑟𝑡𝑒𝑑
∑ 𝐸𝐷
 
6.4. Results and discussion 
6.4.1. Comparison of management alternatives 
Both the traditional situation where every building of the district is self-managed and the innovative rule-
based control strategy proposed in the present work were first simulated without considering precooling 
strategies, allowing us to reach important conclusions with regards to the benefits that can be derived from 
exploiting the synergies between buildings. As previously mentioned, the real district under consideration 
is equipped with PV modules, each building is individually managed and uses the air-conditioning 
schedules shown in Table 16, with no precooling. Therefore, the real case is scenario 1, which will be 
considered the base case from now on to compare the results. For comparison purposes, the scenarios 0 and 
0’ are also shown. The results are presented in Table 18, and will be explained in detail in the next sections. 
SCENARIO 
ELECTRICITY 
IMPORTS 
[kWh] 
ELECTRICITY 
EXPORTS 
[kWh] 
ANNUAL 
COSTS 
[€] 
AIR-
CONDITIONING 
CONSUMPTION 
[kWh] 
ENERGY 
LOST IN 
BATTERIES 
[kWh] 
REDUCTION 
COSTS [%] 
SELF-
CONSUMPTION 
[%] 
SELF-
SUFFICIENCY 
[%] 
Scenario 0 85588 0 14363 7716 0 - 0% 0% 
Scenario 0' 77872 0 13372 0 0 - 0% 0% 
Scenario 1  
(base case) 
48471 88721 3462 7716 2813 0% 31% 47% 
Scenario 1' 44127 92030 2470 0 2875 29% 29% 47% 
Scenario 5 34050 74152 1919 7716 2960 45% 42% 64% 
Scenario 5' 29375 77210 873 0 2942 75% 40% 66% 
Table 18: Results of different management alternatives for the district. 
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6.4.1.1. Cost savings 
First of all, we can see that the installation of the PV modules in the district under study led to a significant 
cost reduction. If we consider scenario 1 as the current real case, introducing the proposal of the ESC in the 
district would allow to reduce the costs around 45 % (see Figure 108). In this case, no precooling strategies 
are yet considered so the air-conditioning consumption remains the same. 
 
Figure 108: Comparison of annual costs for different management scenarios. 
6.4.1.2. Electricity imports/exports 
As for the electricity exchanges with the power grid, it can also be seen that the ESC scenario 5 reduces both 
the electricity imports and exports, since more electricity is retained within the district. This can be seen on a 
monthly basis in Figure 109. 
 
Figure 109: Comparison of monthly imports, exports and costs for the self-consumption and district 
scenarios. 
6.4.1.3. Energy lost in batteries 
With regards to the energy lost in the batteries, the proposed ESC concept involves a small increase, since 
the batteries of the district are more frequently used. This is due to the fact that the proposed concept 
prioritizes that every electricity surplus of the district is used for other buildings of the district and then to 
charge their batteries, instead of exporting it to the grid if the battery of the building is full as is the case in 
scenario 1. In other words, as justified in Section 6.2.2, in the proposed ESC concept it is probable that even 
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though the battery of a building with surplus is full, other buildings of the district might be able to charge 
their batteries with the available electricity. 
6.4.1.4. Self-consumption and self-sufficiency ratios 
Apart from achieving cost reductions, the ESC proposal would allow to increase the self-consumption ratio 
from 31 % to 42 %, and the self-sufficiency ratio from 47 % to 64 %. This entails many benefits both for the 
district and the power grid, such as mitigating grid balancing and ramping issues as discussed in many 
studies. Although the degree of self-sufficiency is greatly affected by the battery capacities, the proposed 
framework allows the district to be more self-sufficient without investing in additional electrical storage. 
 
Figure 110: Comparison of the self-consumption and self-sufficiency ratios in different management 
alternatives. 
6.4.2. Comparison of precooling strategies 
Once we have looked into the benefits that can be obtained from the introduced ESC concept at district level, 
we will now focus on the influence of implementing precooling strategies. As stated in previous sections, 
scenarios 2, 3 and 4 (self-consumption) and 6, 7 and 8 (ESC concept) will choose for each time horizon the 
most profitable precooling strategy among the 10 alternatives that were proposed. An example of this 
procedure is shown in Figure 111 for a case of a 1 day time horizon. As is apparent, every precooling strategy 
is evaluated each day, and the strategy with the lowest cost (or highest benefit) is chosen. 
 
Figure 111: Example of selection of the best strategy that minimizes daily costs (positive values) or 
maximizes the benefits (negative values). 
The results that were obtained for the whole year can be seen in Table 19. If we focus only on the ESC 
scenarios (5, 6, 7 and 8), we can establish that the differences are not very pronounced. As expected, the air-
conditioning consumption increases after implementing precooling strategies, due to the increase of energy 
losses in the buildings. However, since the precooling strategies are performed during times of low electricity 
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prices, they are able to produce economic savings (although quite small in this particular case), achieve 
greater self-consumption and self-sufficiency ratios and diminish the energy lost in the batteries since they 
are less frequently used. 
SCENARIO 
ELECTRICIT
Y IMPORTS 
[kWh] 
ELECTRICIT
Y EXPORTS 
[kWh] 
ANNUA
L COSTS 
[€] 
AIR-
CONDITIONIN
G 
CONSUMPTIO
N [kWh] 
INCREASE AIR-
CONDITIONIN
G 
CONSUMPTIO
N [%] 
ENERGY 
LOST IN 
BATTERIE
S [kWh] 
REDUCTIO
N COSTS 
[%] 
SELF-
CONSUMPTIO
N [%] 
SELF-
SUFFICIENC
Y [%] 
Scenario 1 
(base 
case) 
48471 88721 3462 7716 0.0 % 2813 0.0% 31.04% 46.65% 
Scenario 2 48114 87735 3437 8349 8.21% 2808 0.7% 31.80% 47.45% 
Scenario 3 48150 87766 3443 8351 8.24% 2810 0.5% 31.78% 47.42% 
Scenario 4 48182 87821 3447 8329 7.95% 2810 0.4% 31.74% 47.36% 
Scenario 5 34050 74152 1919 7716 0.00% 2960 44.6% 42.36% 63.68% 
Scenario 6 33547 72885 1881 8547 10.77% 2893 45.7% 43.35% 64.53% 
Scenario 7 33605 72968 1888 8503 10.20% 2912 45.5% 43.28% 64.47% 
Scenario 8 33680 73110 1896 8432 9.29% 2916 45.2% 43.17% 64.35% 
Table 19: Results of the considered precooling scenarios. 
6.4.2.1. Optimal precooling strategies 
Let us analyze which precooling strategies were chosen in each scenario (see Figure 112). Obviously, scenario 
5 (which does not consider the selection of the optimal precooling strategies) always chose no precooling. 
On the other hand, the rest of scenarios chose to carry out precooling strategies in around 66 % of the summer 
days. Among the different options, PR_ST9 (3 hours precooling at 24 °C) was the preferred alternative, 
followed by PR_ST8, PR_ST6, PR_ST5 AND PR_ST2. The differences between different time horizons are 
small, although in general it can be said that longer time horizons use more often the precooling strategies 
and prefer shorter precooling times. 
 
Figure 112: Percentage of days during summer that each precooling strategy considered was chosen for 
different scenarios. 
6.4.2.2. Cost-savings achieved by the precooling strategies 
The results in Table 19 showed that only an additional 1.1 % cost savings could be achieved by implementing 
precooling strategies when considering the ESC concept, involving an increase on the air-conditioning 
consumption of 10.8%. If we only considered the air-conditioning costs, scenario 6 would achieve 3.7 % cost 
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savings compared to the air-conditioning costs of scenarios 1 or 5. Although it is true that the obtained 
benefits could seem relatively low, two issues should be taken into account. Firstly, that the characteristics 
of the considered climate are very particular, and the heating and cooling demands are rather low. And 
secondly, that the proposed precooling strategies can be implemented at no cost. 
6.4.2.3. Reduction of cooling consumption during peak periods 
Another benefit that can be obtained from the proposed preconditioning alternatives is that the peaks of 
cooling consumption are always produced during times of low electricity prices whenever a precooling 
strategy is chosen, as could be observed in the example given in Figure 105. In our case, since precooling 
strategies were selected in two thirds of the summer days in the new proposed scenarios, approximately 66 
% of the days would avoid peak cooling consumptions during times of high electricity prices. This entails 
benefits for the grid if electricity needs to be imported, owing to the fact that these peaks should be avoided 
as much as possible due to the constraints in the power grids. Although the total energy consumption is 
increased around 10% due to the increased energy losses of the buildings, the environmental impact will 
remain similar due to the operation of the heat pumps at times with lower electricity prices where CO2 
emission rates are lower. 
6.4.3. Sensitivity analysis: feed-in tariff 
The proposal of an ESC made in this work allowed to prioritize sharing surplus electricity within the district, 
achieving less interactions with the power grid either to import or export electricity. However, the feed-in 
tariff plays an important role. A fixed price of 0.05 €/kWh for the feed-in tariff was considered in the previous 
simulations, but now we are going to look into its influence on the cost savings achieved in the district. Since 
this selling price would affect the selection of the optimal precooling strategies in several of the previous 
scenarios, we will focus only on scenarios 1 and 5 in this section, comparing the current real case with the 
ESC concept that implements no precooling strategies. This is possible due to the fact that in this case the 
electricity imports and exports would remain the same, regardless of the feed-in tariff. The comparison is 
shown in Figure 113 for different feed-in tariffs. 
 
Figure 113: Sensitivity analysis of feed-in tariff rates for scenarios 1 and 5. 
Hypothetically, if the exported electricity could not be sold to the grid (which might happen in some 
countries), the annual costs of the ESC scenario would be 28.8% less than those of the current self-
consumption scenario (although in the reality, it must be said that if electricity could not be sold the PV 
systems would not be oversized or the electrical storage would be larger). If the feed-in tariff was increased 
up to 0.1 €/kWh, the district would be able to achieve annual economic profits, and the profits for the self-
consumption scenario would still be 45.5% lower than those of the ESC concept. However, if the feed-in tariff 
kept increasing up to prices around 0.2 €/kWh, then the self-consumption scenario would be more profitable. 
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The reason for this is that the self-consumption scenario exports more electricity to the grid. Therefore, the 
higher the feed-in tariff, the lower the difference between scenarios 1 and 5. 
The main conclusion of these observations is that the lower the feed-in tariff, the more profitable the 
proposed ESC concept is, since it encourages the use of electricity surplus within the district. In parallel, if 
the feed-in tariffs were very high (higher than the purchase price), the traditional self-consumption scenario 
could be more profitable, due to higher electricity exports. 
6.5. Conclusions and future work 
This study has considered the microgrid of a district in La Graciosa Island (Spain), evaluating different 
energy sharing scenarios that included PV generation, electrical storage through batteries, preconditioning 
strategies by using the structural thermal energy storage capacity of the buildings and a prosumer-to-
prosumer concept in which electricity can be shared among prosumers through an energy sharing 
coordinator. In this way, the proposed strategies ensured the exploitation of the synergies between the 
buildings of the district, prioritizing the sharing of electricity and highlighting their benefits in comparison 
to traditional self-consumption approaches that are usually implemented in the built environment together 
with renewable generation. The proposed novel ESC concept has demonstrated that it is possible to raise the 
cost savings, self-consumption and self-sufficiency ratios of a district in a similar way as batteries, but at less 
capital costs. 
Several scenarios have shown that by promoting energy trading in districts it is possible to achieve significant 
economic savings (around 45 %), although the results are very dependent on the considered feed-in tariff. In 
general, it can be said that the lower the feed-in tariff, the more profitable it is to promote energy trading, 
since more locally produced electricity is retained within the district. Apart from the economic savings, in 
the ESC concept the electricity exchanges with the grid are diminished compared to the traditional self-
consumption scenario, the self-consumption ratio can be increased up to 42 % and the self-sufficiency ratio 
may reach 64 %. Last of all, several precooling strategies were also implemented within the simulation 
framework to detect the most optimal ones during each time horizon. The results showed that precooling 
strategies were chosen instead of the normal schedule on around 66 % of the summer days for all the 
considered time horizons, although the benign climatic conditions of the island where the district is located 
only allowed to obtain a 3.7 % reduction of the air-conditioning costs. However, this benefit is available at 
no additional capital costs, making the proposed strategies very attractive. 
This work has demonstrated the possibilities offered by trading energy in districts through an ESC, but 
further improvements could still be made in the future. First, it would be essential to replicate this study 
considering different climates, due to the minor impact of air-conditioning in the case study presented in this 
work. More severe climates might produce more attractive results regarding the preconditioning strategies, 
including also preheating. Also, it would be very interesting to evaluate the influence of the construction 
characteristics of the buildings regarding the benefits obtained by the preconditioning strategies, since in this 
case only the real characteristics of the buildings of the district were considered. Another possibility would 
be to investigate the influence of the size of the district, since one might expect that the inclusion of more 
buildings could improve the flexibility of the system and increase the economic savings at district level. The 
influence of the sizes of the electric batteries is worth investigating too, due to their high impact on the self-
consumption and self-sufficiency ratios.  
Finally, it should be mentioned that some reforms are necessary on current energy systems and policies 
before promising approaches such as the ones proposed in this chapter can be more widely implemented. 
New mechanisms for small-scale energy trading are also needed. For instance, there is no regulation yet in 
Spain for demand response at a district level through aggregators. In some European countries such 
aggregators are entering the electricity markets, but there is a clear lack of regulatory frameworks. However, 
the outlook is more promising today, since new electricity market designs that will allow the emergence and 
widespread use of new energy models are being developed. 
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7. CONCLUSIONS AND FUTURE 
DEVELOPMENTS 
 
7.1. Conclusions and summary of key findings 
In view of the environmental sustainability issues that humanity is facing, mainly in cities, a thorough 
regeneration of the energy systems is required at all scales. The present Thesis aimed to justify the selection 
of the district scale as the optimal one to improve the energy performance of the built environment, 
increasing renewable energy integration and exploring new energy models such as demand side 
management on a district scale. The motivation was the fact that further research is necessary to understand 
the potential benefits of urban scale implementations, since most previous research has traditionally focused 
on individual buildings. 
Supported by recently published studies, Chapter 1 of this Thesis established that the former approach, in 
which the Near Zero Energy concept mainly focused on the individual level performance, was not optimal. 
This was justified by the fact that looking beyond the individual level offers many advantages, such as the 
exploitation of the synergies between different buildings. In addition, most approaches on a large scale lack 
adequate representations of the buildings and make many simplifications in their calculations. Thus, further 
research was necessary to develop robust evidence on the behavior of innovative energy models at large 
scales. 
7.1.1. Achieving accurate energy analyses on a district scale 
In Chapter 2, the drawbacks of most current approaches for urban energy analyses (which make use of 
simplified methods) were highlighted. In addition, the chapter also made some progress to set up the means 
to achieve accurate evaluations of solar potentials, energy demands or demand side management 
opportunities on a district scale, which require dynamic interactions that are often disregarded in previous 
studies.  
First, a study to determine what fraction of the electricity demand could be covered by using solar PV 
potentials at an urban and regional scale was presented. This was done by using CityGML 3D city models 
and real electricity consumption data of the municipalities involved. According to the results that were 
obtained, PV systems could generate 77% of the electricity consumption in the region by using all available 
roof space, or 56 % considering only roofs with a minimum surface area and insolation for an economically 
feasible PV installation. The main conclusion that was reached was that, when properly designed, PV 
systems could significantly decrease primary energy consumption and emissions at large scales, reaffirming 
their usefulness and their important role in future energy-efficient districts. 
The next application that was included in Chapter 2 aimed to overcome the computational issues of 
evaluating mutual shading at urban level when using 3D models, since the number of surface interactions 
and radiation exchanges increase exponentially with the scale of a district. In addition, considering this 
matter is very important for any reliable energy analysis in an urban context. The previous approach on the 
evaluation of the PV potentials was very complete, but mutual shading was evaluated through reduction 
coefficients found in the literature due to the impossibility of evaluating all the interactions between such a 
huge amount of buildings. To overcome this issue, the new study introduced innovative tiling strategies 
that, when applied to 3D models, allowed to quantify the impacts of urban shading and multiple reflections 
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accurately. Two different case studies of different densities, Manhattan (New York) and Ludwigsburg 
(Germany) were chosen, quantifying the solar potentials, urban shading ratios and distinguishing between 
roofs and facades of different orientations. The results showed that for instance, high-density urban areas 
such as Manhattan might reduce their annual solar irradiance by up to 60% in facades and 25 % in roofs. In 
this case, using tiles of 500 meters and 200 meters overlap would be a minimum requirement to compute 
solar irradiance with an acceptable accuracy, whereas in medium density areas such as Ludwigsburg tiles 
of 300 meters width and 100 meters overlap would be sufficient. 
Another of the possibilities offered by the use of 3D models is the evaluation of the thermal performance of 
all the buildings of a district or municipality, which is very important to improve energy efficiency at such 
scales. Urban 3D models enriched with semantic data on building’s use, year of construction or thermal 
properties allow quantifying measures to improve energy efficiency or the integration of renewable energies, 
offering an excellent support for establishing climate protection concepts and policies on a municipal and 
regional level. Chapter 2 takes a step in this direction, including a study on urban energy demand evaluation 
through 3D city models. This study allowed us to conclude that, with reliable input data such as updated 3D 
models as well as buildings’ construction and usage data, it is possible to quantify refurbishment scenarios 
or renewable integration for whole regions in an accurate way. 
Even though tools such as SimStadt are able to calculate the energy demands of thousands of buildings in a 
region, as seen in the previous study, simplified calculations such as steady-state methods are frequently 
used. The interconnection between 3D models and tools that are able to assess the thermal performance of 
whole districts in an accurate and dynamic way is however necessary to assess time-dependent strategies 
such as demand side management on a large scale. To overcome these drawbacks of simplified energy 
performance simulations, a new open-source tool was developed in this Thesis, which allows performing 
dynamic simulations of whole districts in an accurate and user-friendly way. This was done by creating a 
plugin programmed in Python within the QGIS software, and an additional tool programmed in VBA that 
allows to simulate whole districts, considering any scenario that involves changing the characteristics of 
construction, ventilation or operating schedules. This tool is currently able to model any district of the world 
where open-source geometric data is available, but it could also be coupled with different 3D model formats, 
which would provide the necessary geometric information to be used as input for the HULC software. 
As a last step, Chapter 2 mentioned clustering techniques which would allow to reduce the study domain 
and choose the representative (or archetype) buildings of a district. The reason for this is that dealing with 
models that contain even hundreds of buildings is quite complex if their thermal performance wants to be 
evaluated in a dynamic way. In addition, when a district needs to be characterized accurately, a monitoring 
campaign should be planned to evaluate their real performance and use. However, the budgetary and 
technical constraints might only allow to monitor a few buildings, which is why clustering techniques should 
be used beforehand. Once the sample of buildings is reduced, detailed monitoring and modeling of the 
buildings could be carried out. 
7.1.2. Exploring demand side management opportunities 
Having already explored the advantages offered by urban scale analyses, the next issue addressed in this 
Thesis was the evaluation of the benefits that could be obtained from demand side management approaches, 
with an emphasis on the exploitation of the structural thermal energy storage capacity of buildings. To prove 
the benefits of DSM in buildings and districts, Chapter 3 presented two new applications.  
The first application focused on the individual level performance of a dwelling located in a plus-energy 
district in Germany, evaluating the impacts of different dynamic pricing strategies by managing the 
activation of a heat pump in response to price changes. A validation of the model was carried out by using 
experimental data of the dwelling under study. In this study, evidence was obtained on the importance of 
choosing the correct price thresholds if dynamic pricing strategies are considered for DR purposes, 
concluding that dynamic thresholds that depend on the variations of electricity prices within the day are a 
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better alternative than fixed thresholds. Savings up to 25 % were achieved by using optimal strategies, also 
increasing the self-consumption ratio of the household and without sacrificing the thermal comfort of the 
occupants noticeably. In summary, the outcomes of the study showed the great benefits that can be derived 
from the use of heat pumps and the thermal energy storage capacity of buildings within a DR framework. 
However, the results also emphasized the importance of looking at all the implications of using a certain 
strategy, since the decisions to choose optimal strategies should not rely solely on one aspect such as cost 
savings. 
As a follow up to the previous work, the second application increased the scale and evaluated the benefits 
of allowing direct control of the heat pumps in a district through a cluster manager, to provide flexibility and 
obtain benefits from the participation in secondary reserve markets. Again, this was done by taking 
advantage of the structural thermal energy storage capacity of the buildings of the district. By performing 
simulations with a time resolution of 30 minutes, the study concluded that the DR potential is significant, 
but for profits to be made some changes are necessary before these approaches can be put into practice, even 
if the prices paid for providing flexibility were higher. Particular attention should be given to the activation 
times, and most importantly their duration, due to the minimum running time of the heat pumps. 
Nevertheless, their benefits with regards to providing flexibility for reserve markets were demonstrated. 
7.1.3. Development of energy baselines 
Once the benefits of widening the scale of energy analyses as well as the implementation of demand side 
management approaches were evidenced, Chapter 4 of this Thesis focused on defining a methodology for a 
proper characterization of districts through monitoring. From the point of view of the author, this is the best 
way in which a real district should be evaluated, reflecting the reality of the operation of the buildings with 
sufficient accuracy. 
A novel proposal for obtaining energy baselines in residential buildings was developed and validated, both 
theoretically and experimentally. The proposed model, named QT, consists of a transfer function that is able 
to characterize any building based on measured data of its thermal performance. This model depends on the 
indoor air temperature, as a thermal response of the building, and the air-conditioning consumption, as 
response to the air-conditioning systems. Also, the model contemplates the dynamic effects due to the high 
thermal inertia of buildings, considering what is happening in the current time-step but also in the previous 
ones. The procedure is also sensitive to different operating conditions of the buildings, which may vary 
through time. 
A dwelling monitored in a social housing district in southern Spain was used to validate the methodology, 
with very satisfactory results. Last of all, several possibilities for combining the QT model and DSM 
techniques were suggested for the application of the energy baselines. 
7.1.4. Characterization of districts: application of the methodology 
The author of this Thesis believes that one of the most distinguished advantages provided by the application 
of the energy baselines presented in Chapter 4 is the characterization of districts. In Chapter 5, the 
methodology that was developed was first applied to characterize a district. In this case, temperature and 
total electricity consumption measurements were available through a monitoring campaign, but with no 
disaggregation of the air-conditioning consumptions. A methodology is presented for such cases, obtaining 
satisfactory results from the application of the baseline models. 
Frequently, improving the thermal comfort of buildings involves the implementation of thermal mitigation 
strategies by retrofitting the building stock. By contrast, an innovative study was proposed in Chapter 5 of 
this Thesis, which introduced the possibility of using surplus electricity to power the heat pumps of a social 
housing district to improve the thermal comfort conditions of the occupants. In this way, the benefits of 
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exploiting the rooftop PV potential of the district was assessed to mitigate extreme high and low 
temperatures, reducing also the energy bills of the occupants. Once the optimal strategies from an electrical 
and economical point of view were selected, the surplus electricity was used to power the heat pumps of the 
235 dwellings of the district, heating or cooling the dwellings depending on the season. The results showed 
that the thermal comfort could be improved in average by up to 11% in winter and 26% in summer, or 24% 
and 44% respectively if the electricity was not used also to reduce the energy bills. In all cases, the thermal 
comfort differences among the dwellings of the district, which presented large disparities in the initial 
situation, were significantly reduced. 
7.1.5. Exploiting the synergies between buildings through DSM approaches 
Finally, Chapter 6 of the Thesis combined several of the elements, tools and strategies of the previous 
chapters. The purpose was to figure out whether further benefits could be obtained from the exploitation of 
the synergies between buildings, by implementing demand side management approaches on a district scale. 
Although in the literature it is frequent to find studies that focus on achieving cost savings by promoting 
energy sharing in districts, or others that use thermostatically controlled loads to perform demand side 
management at large scales, it is very unusual to find studies that combine both approaches, which 
motivated the study that was developed. 
A case study was therefore proposed (a district in La Graciosa Island in Spain), in which a monitoring 
campaign allowed to know the real electricity consumptions of all the buildings in the district. The 
application included PV production, electrical storage, the use of the thermal energy storage capacity of the 
buildings as well as the possibility of sharing surplus electricity between different buildings. A novel rule-
based algorithm, programmed in Fortran, was applied at 15 minutes intervals to encourage sharing surplus 
electricity between the prosumers of the district. The main purpose was to maximize the cost savings and 
the use of renewable energy. Different preconditioning strategies under 3 alternative time horizons were 
also evaluated. 
Compared to the traditional situation in which each building self-manages its own importation and 
exportation of electricity, the proposed novel ESC concept demonstrated that it is possible to raise the cost 
savings, self-consumption and self-sufficiency ratios of a district in a similar way as batteries, but at less costs. 
Several scenarios showed that the new concept allowed to achieve significant savings, around 45%. 
However, a sensitivity analysis regarding the feed-in tariff showed that the results are very dependent on it. 
In general, the less the district is paid for selling the electricity, the more interesting it is to promote energy 
trading, since more locally produced electricity is retained within the district. 
Apart from the economic benefits, the electricity exchanges with the power grid were also diminished, 
increasing the self-consumption ratio up to 42% and the self-sufficiency ratio up to 64%. Regarding the 
preconditioning strategies, the results showed that precooling was chosen instead of the normal schedule on 
around 66% of the summer days for all the considered time horizons, although the reductions of the air-
conditioning costs were rather low. However, their use is justified by the fact that preconditioning measures 
are available at no additional costs. 
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7.2. A new methodology towards achieving comprehensive energy analyses at 
large scales 
The present Thesis has justified the selection of the district scale as the optimal one to improve the energy 
performance of the built environment, increase renewable energy integration and carry out innovative 
approaches such as demand side management, which need to consider dynamic interactions. In addition, it 
also allowed to reach important conclusions with regards to solar potential estimations, accurate energy 
demand calculations and demand side management strategies. The drawbacks of most current approaches 
for urban analyses which make use of simplified methods were highlighted, and an alternative tool was 
developed to couple 3D models with detailed dynamic simulations of the thermal performance of buildings. 
Then, a methodology was proposed to develop energy baselines through monitoring, with which the real 
performance of districts can be characterized. Also, due to the complexity of dealing with models that may 
contain even hundreds of buildings, the importance of reducing the study domain was also brought forward, 
emphasizing the usefulness of clustering techniques for the purpose of choosing the most representative 
buildings of a district. 
As a last contribution of this Thesis, this section aims to propose a new comprehensive methodology for the 
characterization of any existing district as well as mention the necessary tools and procedures so that 
traditional energy efficiency improvement strategies or demand side management approaches can be 
assessed precisely on a large scale. This would be done by creating 3D models that help in the process of 
choosing the representative buildings of a district, which should afterwards be monitored and modelled in 
detail for an accurate assessment. 
First step: preliminary analysis of the district 
The first logical step when dealing with a district is to gather information about its location and all the 
resources at hand. The HULCGIS tool is capable of modelling any district in the world (as long as open-
source geometric information is available), but other data such as the use of the buildings or the year of 
construction are also necessary. This information could be obtained from sources such as the cadaster of the 
municipality where the district is located.  
Second step: creation of the 3D model of the district 
The geometry of the district needs to be generated so as to create the building representations. A 3D model 
of the whole area could be produced by using HULCGIS, including all the necessary information of each 
individual building. As mentioned in Chapter 2, this could be done by creating manually the polygons of 
each building of the district using open-source layers. Another possibility could be to use files that already 
include the geometry of all the buildings of the district, adapting their format through the QGIS platform. 
Eventually, even CityGML files could be used through data interoperability extensions. 
Third step: characterization of the energy demands with a low LOD 
Once the 3D model of the district is available through HULCGIS, it can be coupled with the HULC 
simulation software. Iterating building by building and considering mutual shading, this software is able to 
perform an accurate dynamic simulation of every building of the district at hourly time-steps, considering 
standard uses and construction materials that depend on the year of construction. After every building has 
been simulated, the hourly heating and cooling demands are obtained. 
Fourth step: application of clustering techniques 
Due to the large quantity of buildings that may be found in a district, clustering techniques are necessary. 
Once every building of a district has been simulated and their heating and cooling demands are known, it is 
possible to apply clustering techniques to choose the representative dwellings of the district through 
algorithms such as k-medoids. As an example, the methodology proposed in [184], which could be adapted 
to our purposes, is going to be shown. The mentioned study is based on clustering techniques to aggregate 
a large and diverse building stock of residential buildings to a smaller, representative ensemble of buildings. 
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Its main novelty is to apply an aggregation method called “Cluster-Centre Aggregation” to effectively 
characterize the electrical energy demand of air-conditioning systems in residential buildings under flexible 
operation. However, it could be applied for other purposes such as the ones proposed in this work.  
The aim in that study is to reduce the overall building stock to a number of representative buildings so as to 
be able to assess, with sufficient accuracy, the total building electric energy demand dynamics to be used in 
integrated power system representations. The clustering algorithm is applied to electric power or air-
conditioning data obtained by means of a simulation tool that reproduces in detail all the buildings contained 
in a considered building stock. The total electricity demand profile from the simulation tool is then compared 
with the prediction of the aggregated demand side model that scales up the electricity demand of the 
representative buildings.  
 
Figure 114: Example of dendrogram of hierarchical clustering on energy demand data as shown in [184]. 
The objective of this comparison is the determination of the proper number of representative buildings (i.e. 
number of clusters) in order to balance the opposing needs of reduced computational burden and loss of 
accuracy when assessing the demand flexibility of a building stock. Then, for every cluster, the building with 
the electric energy demand profile closest to the average electricity demand or air-conditioning modulation 
data profile of that cluster is selected as a representative building.  
As mentioned before, this methodology could be applied after modeling and simulating a district by using 
HULCGIS, selecting the representative buildings of the district. 
Fifth step: detailed model and monitoring of building archetypes 
Having selected the representative buildings of the district, these should then be modeled in more detail. 
Although the building models obtained by HULCGIS are quite precise, a more detailed modelling of the 
archetypes allows for even more accurate simulations, considering for example the real position of the 
windows, shape of the roof, or real building schedules. These detailed multi-zone models should be 
developed in parallel to a building monitoring campaign of the archetype buildings of the district, which 
would allow model calibration and the development of the energy baselines introduced in Chapter 4. 
 
Figure 115: Depiction of the transition from the HULCGIS model of a representative building to a more 
detailed, multi-zone model. 
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Final step: Identification of measures and optimization of the district’s energy performance 
Once all the previous steps have been fulfilled, the district’s energy performance can be optimized, following 
for instance approaches related to demand side management like the ones proposed in Chapters 3, 5 or 6. 
As previously mentioned, the monitoring of the district together with a detailed model of each archetype 
building would allow to obtain energy baselines, in such a way that model calibration can be performed and 
the real performance and operation of the buildings of the district can be considered. Only in this way is it 
possible to guarantee a very realistic assessment of innovative approaches such as demand side management 
on a large-scale, since they require considering the dynamic interactions between the buildings of the district. 
7.3. Future work 
The research presented in this Thesis can be seen as a stepping-stone towards the achievent of energy-
efficient districts, and has provided many interesting insights regarding demand side management 
approaches on a large-scale. However, the scope of the proposed measures is very wide, and there are several 
lines of research arising from this work that should be pursued in the future. 
 An innovative tool for the dynamic simulation of whole districts was presented, and used to 
produce simplified models of whole districts for the application of demand side management 
approaches. However, the tool was not applied to analyze the thermal performance of a district 
under different retroffiting scenarios. Since a tool was also developed for that purpose, it would be 
very interesting to apply the methodology for implementing thermal mitigation strategies. These 
strategies could involve changing the characteristics of construction of the buildings of the district, 
internal gains, influence of shading devices, ventilation (both during the day or night ventilation in 
summer), or operating schedules of the air-conditioning systems. The energy demands under 
different scenarios could be compared, but it would also be possible to perform the assessment for 
districts with a null use of air-conditioning, comparing the comfort indices in that case. It would also 
be possible to change the climate zone where the district is located, as well use real weather files 
created by following the methodology proposed in Annex A. 
 The synergies between the approaches shown in this Thesis and traditional approaches could be 
further analyzed. For instance, the combination of DSM and traditional energy efficiency strategies 
such as retrofitting has not been frequently evaluated in the literature, but the author of this Thesis 
believes that it would be very advantageous to consider their synergies. One of the reasons is that 
reducing the thermal losses of the buildings would allow to store the energy inside the buildings for 
longer periods when exploiting their structural thermal energy storage capacity. 
 Regarding the strategies that promote energy sharing in districts, studying different climates and 
building types would be necessary to investigate the usefulness of preconditioning approaches 
depending on the location of the district. 
 In Chapter 6 of this Thesis, a rule-based control algorithm was developed to prioritize sharing the 
electricity between the buildings of a district instead of interacting with the power grid. However, 
optimization through MPC strategies combined with the proposed baselines and preconditioning 
strategies could present many advantages to optimize the management of a district. Although MPC 
approaches are more complex to implement, they could analyze many different possibilities to 
minimize the costs of a district over a certain time horizon, instead of considering a fixed rule-based 
control. For instance, if there is an electricity surplus it could be used to charge the batteries, to share 
it with other households, or to export it to the grid, making a different decision in each time-step 
depending for example on the electricity prices, the SOC of the batteries, or the indoor temperatures. 
 Alternatively, the influence of the size of the district should also be further investigated, since 
including more buildings in the assessment could improve flexibility, increase the economic savings 
and enhance the self-consumption and self-sufficiency of a district. 
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ANNEX A. MATCHING CLIMATE 
A.1 Introduction  
The energy performance of a building is highly influenced by the action of climate and solar radiation, which 
contribute to increasing or decreasing the energy demand of the building as well as its energy consumption 
and CO2 emissions. When dealing with a detailed building analysis, for example through simulations, it is 
of paramount importance to have access to real climatic measurements with which more accurate results 
may be obtained. However, in most cases the availability of climatic data is limited, meaning that some 
variables such as the sky temperature or the decomposition of global radiation into its direct and diffuse 
components are not available. The present section describes a novel procedure to obtain a weather file at any 
location, modified through those real measurements that are typically obtained from weather stations and a 
model capable of estimating those which are not available. 
A.2 Reference weather file 
The State Meteorology Agency in Spain (AEMET) provides typical hourly climatic values of every province 
in Spain. Among the available data, the values of direct and diffuse horizontal radiation are known, as well 
as the azimuth and solar height for every hour of the year determined as a function of the latitude and 
longitude of the location. Therefore, it is possible to know the solar position at any time. 
 
Table 20: Example of data in the reference weather files. 
The availability of such climate data allows to have a reference of every Spanish province. The process which 
is going to be described below will be fed by the data of those standard files, so that the modified weather 
file will be done by comparing the real measurements with the data of the reference climate of the same 
province in which the building is located. 
A.3 Outdoor climatic conditions: real measurements 
The parallel use of a building energy performance simulation tool and real measurements requires to have 
access to the data of the real weather conditions to which the building under study is subjected. Since it is 
not common to have an onsite weather station, it is necessary to make use of the data of weather stations that 
are close to the area in which the building is located. 
 
MONTH DAY HOUR T_OUT T_SKY DIRECT RAD DIFFUSE RAD ABS. HUM. REL. HUM. WIND VEL. AZIMUTH ZENITH
1 1 1 13.1 -2.04976 0 0 0.005936 63.505 3.28883 0 90
1 1 2 12.1 -3.00016 0 0 0.00593 67.7449 3.28912 0 90
1 1 3 11.5 -3.56065 0 0 0.005944 70.6483 3.28941 0 90
1 1 4 10.8 -4.20435 0 0 0.005979 74.4406 3.28971 0 90
1 1 5 10.5 -4.45849 0 0 0.006034 76.6359 3.29 0 90
1 1 6 10 -4.89386 0 0 0.006105 80.1648 3.29029 0 90
1 1 7 9.8 -5.03865 0 0 0.006189 82.354 3.29059 0 90
1 1 8 9.7 -5.08464 17 22 0.006282 84.142 3.29088 -57.3 86
1 1 9 10.8 -3.99182 57 89 0.006379 79.3702 3.29117 -48.4 77.4
1 1 10 12.1 -2.71077 256 78 0.006474 73.8955 3.29147 -36.8 69.3
1 1 11 13.7 -1.14904 354 85 0.006562 67.4409 3.29176 -23.2 63.2
1 1 12 15.5 1.8181 330 125 0.006638 60.725 3.29205 -8 60
1 1 13 17.2 2.23922 373 104 0.006699 54.9855 3.29235 8 60
1 1 14 17.9 4.15694 288 117 0.006742 52.9426 3.29264 23.2 63.2
1 1 15 17.8 5.48516 132 132 0.006765 53.457 3.29293 36.8 69.3
1 1 16 17.2 5.16712 63 87 0.006768 55.5458 3.29323 48.4 77.4
1 1 17 16.2 4.41568 17 22 0.006753 59.0607 3.29352 57.3 86
1 1 18 15.2 3.62758 0 0 0.006722 62.6813 3.29381 0 90
1 1 19 14.1 2.71721 0 0 0.006678 66.8603 3.29411 0 90
1 1 20 13.6 2.36638 0 0 0.006627 68.5466 3.2944 0 90
1 1 21 12.5 1.4285 0 0 0.006572 73.0545 3.29469 0 90
1 1 22 12.5 1.54467 0 0 0.00652 72.4825 3.29499 0 90
1 1 23 11.6 0.797359 0 0 0.006476 76.3989 3.29528 0 90
1 1 24 11.3 0.632851 0 0 0.006443 77.5392 3.29557 0 90
1 2 1 11.4 0.864161 0 0 0.006427 76.8376 3.29587 0 90
1 2 2 11.7 1.30115 0 0 0.006429 75.3502 3.29616 0 90
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The hourly data which are normally available in weather stations are: 
 Outdoor temperature. 
 Relative humidity. 
 Wind velocity. 
 Global horizontal radiation. 
It should be mentioned that it would be interesting to take into account the measurements of wind velocity 
and direction, but these data are not very realistic since they depend on the urban pattern surrounding the 
building, which may significantly modify these values with respect to the ones registered in weather stations. 
For this reason, they have not been considered in this process. 
Weather stations are capable of providing hourly values of the global horizontal radiation. However, it is 
necessary to determine the proportions of direct and diffuse radiation, which are very important due to their 
influence with respect to the solar gains of the buildings. 
As an example of available climate data, the Ministry of Agriculture and Fisheries, Food and Environment 
has made available to the users all the information gathered through their weather stations network (SiAR). 
In the case of the province of Granada, the following weather stations are close to Almanjayar (which is an 
example of location where climate data are needed, shown with the orange mark): Loja (blue mark, 45 km 
away), Iznalloz (green mark, 30 km), IFAPA Centro Camino del Purchil (yellow mark, 5 km) and Padul 
(purple mark, 20 km). 
 
Figure 116: Location of the closest weather stations in the case of Almanjayar. 
A.4 Procedure to obtain the matching climate 
The procedure which is going to be explained in the following sections is summarized in the following figure. 
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Figure 117: Procedure to obtain the modified weather file. 
A.4.1. Outdoor temperature 
In the case of the outdoor temperature, the modified weather file will directly include the measurements 
which are obtained from the weather station for every hour of the year. 
A.4.2. Sky temperature 
The calculation of the sky temperature depends on the measured outdoor temperature and humidity, so the 
values of the reference weather file should not be used. For this reason, a series of intermediate variables will 
be obtained with the purpose of estimating the sky temperature. 
Saturation pressure 
The calculation of the saturation pressure for liquid water has been obtained from the document “ASHRAE 
FUNDAMENTALS 2009”. In the range from 0 to 200 °C the liquid water saturation pressure is calculated in 
the following way: 
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Dew-point temperature 
The dew-point temperature can be calculated directly by using the following equations, also included in the 
document “ASHRAE FUNDAMENTALS 2009”: 
 
Cloudiness 
Identified as IN. In summer it will have a value of 3. In winter the value will be 5. 
Cloudiness factor 
FCLOUDINESS = 1 + 0.024∙IN – 0.0035∙(IN2) + 0.00028∙(IN3) 
Sky emissivity 
Ԑ = FCLOUDINESS ∙ (0.787 + 0.764∙Ln [(TDEW + 273.15) / 273.15] 
TDEW is the dew-point temperature in ˚C. 
Sky temperature 
Finally, the sky temperature will be obtained from: 
TSKY = TSKY-DOE = (Ԑ0.25)∙(TOUT + 273.15) – 273.15 
A.4.3. Relative and absolute humidity 
For the calculation of the absolute and relative humidity, the values of humidity given by the weather station 
will be used (usually relative humidity), as well as the dry bulb temperature, which is also available. Through 
both of them, a tool capable of obtaining the rest of psychrometric variables is used, resulting in data of: 
 Outdoor temperature. 
 Relative humidity. 
 Absolute humidity. 
 Wet bulb temperature. 
 Enthalpy.  
A.4.4. Decomposition of global radiation into its direct and diffuse components 
Solar radiation is the energy flow that we receive from the sun in the form of electromagnetic waves of 
different frequencies. The following types of solar radiation may be distinguished: 
 Direct or beam radiation: solar radiation received without modifying its direction when crossing the 
atmosphere. 
 Diffuse radiation: solar radiation received after modifying its direction when crossing the 
atmosphere as a consequence of the atmospheric dispersion. In the isotropic models it is considered 
to be uniformly distributed in every direction. 
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 Global radiation: it is the sum of the direct and diffuse radiation. 
On a clear day, the direct radiation is preponderant over the diffuse radiation. In addition, this type of 
radiation is characterized by its way of casting a shadow defined by the opaque obstacles that intercept it. 
On the contrary, during a cloudy day there is no direct radiation and all the incident radiation is diffuse.  
Although weather stations are capable of providing hourly values of the global radiation on a horizontal 
surface, the proportions of direct and diffuse radiation, which are extremely important due to their influence 
regarding the solar gains of buildings, are unknown. Their values will be estimated in the following way. 
First of all, a reference weather file with all the necessary hourly data is used, located in the same province 
as the building under study: outdoor temperature, direct and diffuse radiation, azimuth, zenith and so on 
are known. By using this reference weather file which contains all the necessary variables, the daily global 
radiation is calculated for every day of the year. The same is done for the measured global radiation, which 
is available from the weather station.  
Then, a comparison is made between the measured daily global radiation with respect to the daily global 
radiation of the previous and the following 15 days of the reference weather file. Having a sample of 30 days, 
the two most similar days of the reference weather file are chosen. Then, the proportion of direct/global 
radiation of the two days is calculated for every hour. Finally, in the modified weather file the decomposition 
of direct and diffuse radiation is made by considering the average proportions of direct/diffuse radiations of 
those two days for every hour.  
In short, the direct and diffuse hourly radiation of the modified weather file will be calculated by keeping 
the direct/global and diffuse/global average proportions of the two most similar days of the reference 
weather file, for every hour independently. Below, an example of this procedure on the 15th of March is 
shown. 
 
Table 21: Example of the selection of the two most similar days. 15th of March. 
A.5 Solar radiation on inclined surfaces 
We should take into account that the solar radiation received by a surface depends on its plane, since the 
direction of the direct solar radiation depends on the relative position between the sun and the receiving 
surface. The procedure which has been developed will allow the definition of a surface through its azimuth 
and tilt angle, after which the necessary geometrical conversions will be carried out so as to know the direct 
radiation that reaches the defined surface in every hour, since its position as well as that of the sun is known 
at any time by using the reference weather file. 
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Figure 118: Direct solar radiation: angles between the sun and the receiving surface. 
The solar radiation data of the reference weather file are referred to a horizontal surface, so the conversion 
of that radiation into that of the inclined surface is necessary. The direct radiation depends on the one hand 
on the azimuth and tilt angle of the receiving surface, and on the other hand on the position of the sun in that 
instant. 
 
 
Figure 119: Direct radiation on a horizontal and inclined surface. 
Solar angles 
α:  Solar height.   
ϑZ:  Zenith angle of the sun.   
β:  Solar azimuth.   
s:  Surface tilt angle.   
γ:  Surface azimuthal angle. 
Direction cosines of the sun ray 
They are west, south and zenith respectively. We will name them W, S y Z. 
The direction cosines of the sun ray obtained from the solar height and azimuth are:  
𝑐𝑜𝑠(𝑍𝑠) =  𝑠𝑒𝑛 (ℎ𝑒𝑖𝑔ℎ𝑡)· 𝑐𝑜𝑠 (𝑊𝑠) = 𝑠𝑒𝑛  (ℎ𝑒𝑖𝑔ℎ𝑡) · 𝑐𝑜𝑠 (ℎ𝑒𝑖𝑔ℎ𝑡) 
𝑐𝑜𝑠 (Ss) = √(1 – ( 𝑐𝑜𝑠(𝑍𝑠)2 + 𝑐𝑜𝑠 (𝑊𝑠)2) 
Direction cosines of the defined surface 
Direction cosines of the defined surface obtained from its azimuth and inclination:   
𝑐𝑜𝑠(𝑍𝑝) =  𝑐𝑜𝑠 (𝑖𝑛𝑐𝑙𝑖𝑛𝑎𝑡𝑖𝑜𝑛)· 𝑐𝑜𝑠 (𝑊𝑝) = 𝑠𝑒𝑛  (𝑎𝑧𝑖𝑚𝑢𝑡ℎ) · 𝑠𝑒𝑛 (𝑖𝑛𝑐𝑙𝑖𝑛𝑎𝑡𝑖𝑜𝑛) 
𝑐𝑜𝑠 (Sp) = √1 – ( 𝑐𝑜𝑠(𝑍𝑝)2 + 𝑐𝑜𝑠 (𝑊𝑝)2) 
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Direct normal irradiance 
𝐷𝑁𝐼 =  
𝐷𝐻𝐼
cos (𝑍𝑠)
 
Incidence angle between the sun ray and the defined surface (inner product):  
cos(ϑ) =  cos(𝑍𝑠) · cos(𝑍𝑝) + cos(𝑊𝑠) · cos(𝑊𝑝) + cos(𝑆𝑠) · cos(𝑆𝑝) 
 
Direct radiation on the inclined plane 
Once the process has been done, the value of the ϑ angle in the previous figure (between the direct radiation 
and the normal to the surface) is obtained for every hour of the year, as well as the results of the direct, diffuse 
and global radiation for the inclined surface. 
𝐷𝑃𝐼 = 𝐷𝑁𝐼 · cos (ϑ) 
A.5.1. Monthly solar radiation for different orientations 
Another interesting result which may be obtained through the transformation of the solar horizontal 
radiation into that of an inclined surface are the monthly values of the solar radiation for different 
orientations. In particular, the radiation in the south orientation will be of great importance, since it plays a 
major role in the methods of Equivalent South Solar Area calculation in buildings. An example is shown in 
the following figure.  
 
Figure 120: Monthly radiation for different orientations in a specific location. 
A.5.2. Equivalent South Solar Area calculation 
When dealing with the assessment of the energy behaviour of a building, solar gains are very important. 
Their influence may be observed in the following graph, which shows the average temperatures of a building 
in freefloating under different conditions. 
 
 
 
ANNEX A 
 
150 
   
 
Figure 121: Influence of the solar and internal gains on the average daily temperature of a building. 
It can be seen that the average daily temperatures of the building in the case 1 (free-floating with solar and 
internal gains) are slightly higher than those of case 5 (which has no internal gains). If the solar gains are also 
removed, the reached temperatures are those of case 6. Due to this, a temperature difference related to the 
solar gains is observed. 
The quantification of the solar gains can be carried out through the calculation of the ESSA, which allows 
also the comparison of the obtained values with certain established ranges, determining if they are 
admissible or if an intervention is necessary so as to put them between the acceptable limits. 
The establishment of the real solar gains of a building and the ESSA without using a robust simulation 
software would be very complex, since every hour of the year has different own and remote shadows and 
what is reflected out of the building is unknown. However, the simulation tools do take into account the 
solar gains which reached and stayed in the building, so they are an indispensable tool for their accounting. 
In order to calculate the ESSA, we must first remember how the simplified calculation of the heating and 
cooling demand of a building is carried out. The following equations show the losses (up) and the net gains 
(down) in the case of heating. 
 
 
 
 
Also, in the cooling season, the following equations show the net losses (up) and the gains (down). 
 
 
 
 
The building is then simulated under the following conditions: 
 Indoor temperature=Outdoor temperature=Sky temperature = 0. 
 Internal gains = 0. 
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Theferore: 
southIESSAandCoolingDem ·  
Isolating for every month: 
southI
andCoolingDem
ESSA   
Consequently, the ESSA of a building may be estimated through its simulation under the described 
conditions and the knowledge of the solar radiation in the south orientation, which was shown in the 
previous section. This may be carried out both at hourly or monthly levels. An example of the monthly ESSA 
calculation for a building located in Cordoba, Spain is shown. 
 
Table 22: Monthly values of the solar gains, radiation in the south orientation and obtained ESSA. 
 
Figure 122: Evolution of the monthly ESSA. 
The proportion of the solar gains at hourly, daily and monthly levels for the same building can be seen in the 
following graphs: 
 
Figure 123: Hourly proportion of the solar gains during the second week of January. 
JAN FEB MAR APR MAY JUN JUL AUG SEPT OCT NOV DEC
Solar gains 4263.88 4574.36 5565.40 5739.08 7037.81 7294.27 8018.05 7578.96 6445.17 5408.67 4624.26 3884.45
Isouth 111.38 103.86 104.66 86.95 86.96 77.91 86.25 103.87 112.70 113.42 117.58 104.05
ESSA 38.28 44.04 53.18 66.01 80.93 93.62 92.96 72.97 57.19 47.69 39.33 37.33
 
 
 
ANNEX A 
 
152 
   
 
Figure 124: Hourly proportion of the solar gains during the first week of July. 
 
Figure 125: Comparison of hourly values of the solar gains for every day in January. 
 
 
Figure 126: Monthly averages of the hourly solar gains. 
 
A.6 Modified weather file generation 
The final result of the described procedure is a modified weather file with the “.met” extension, which 
contains the hourly real outdoor temperature, humidity and global radiation data measured by the weather 
station. In addition, the sky temperature is estimated through a psychrometry-based tool, and the 
 
 
 
  MATCHING CLIMATE 
 
153 
 
decomposition of the direct and diffuse radiation is done by comparing the measured global radiation with 
that of the reference weather file. The generated modified weather file has also the necessary format for its 
use in building energy performance simulation tools. 
A.7 Validation of the described procedure 
Last of all, in order to check the accuracy of the described procedure, the results obtained of the direct and 
diffuse radiation decomposition have been validated. For that purpose, measured data from a weather 
station in Madrid have been used, which include measures of direct and diffuse horizontal radiation. Feeding 
the described procedure with just the measured hourly global radiation, the estimated direct and diffuse 
radiations have been compared to the reality. The following figure shows the result of that comparison for 
the direct radiation. 
 
Figure 127: Validation of the hourly direct radiation. 
As it can be observed, the adjustment for the direct radiation is fairly good, obtaining a coefficient R2=0.96. 
The following figure shows the comparison of the hourly direct radiation for the months of January and 
June. 
 
 
Figure 128: Comparison of the measured and estimated direct radiation. Months of January and July. 
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On the other hand, one of the restrictions imposed by the described procedure was to keep the value of the 
measured hourly global radiation. The figure below shows this fact in April. 
 
Figure 129: Comparison of the measured and estimated global radiation. Month of April. 
Last of all, the comparison of the monthly values for direct, diffuse and global radiation is shown. 
 
Figure 130: Monthly comparison between the estimated and measured direct, diffuse and global 
radiations. 
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ANNEX B. PROCEDURE FOR THE 
DISAGGREGATION OF HOUSEHOLD 
ELECTRICITY CONSUMPTIONS 
An accurate assessment of a district requires data of the electricity consumption of its buildings. In addition, 
being able to disaggregate the various consumptions is of vital importance when dealing with data of the 
total energy consumption of a specific dwelling. If this information were available, it would be possible to 
assess for example how much electricity is used for the appliances or the lighting inside the dwellings, 
separating them from the HVAC energy consumptions. However, estimating these electricity consumptions 
in residential buildings is an intricate task. The main reason is that the consumptions are very volatile, and 
dependent on the number of occupants, their behavior, income, size of the dwelling or climatic zone. The 
following sections propose several options to disaggregate the air-conditioning consumption from that of 
the rest of electricity uses in a household. 
B.1 Option 1: disaggregation through detailed monitoring 
Ideally, if a district has to be evaluated in an accurate way, the real household electricity consumption profiles 
of its buildings should be obtained. This could be achieved by having access to the data of the hourly total 
electricity consumption of each dwelling, which is becoming easier in the past years due to the widespread 
implementation of smart meters. If smart meters are available, the utility companies usually provide hourly 
consumption data (see Figure 131). This allows to obtain typical consumption profiles for a household, and 
eventually for a district. Nevertheless, smart meter data do not show a disaggregation of the consumptions: 
they only show the total electricity consumption of a household during each hour. 
 
Figure 131: Example of data obtained from the Smart Meter of a dwelling in Seville, Spain. 
In order to estimate the disaggregated consumptions, one option could be to monitor all the appliances of 
the dwellings. This would allow to obtain the consumption patterns of the different devices, and also their 
contribution to the total electricity consumption. A detailed monitoring campaign carried out in a dwelling 
in Seville, Spain allowed to visualize the consumption patterns of all of its appliances by using a Smart Plug 
(see Figure 132, Figure 133 and Figure 134 for some examples). As it can be seen, the consumption patterns 
of different elements are very different. When comparing old devices with new devices, significant 
differences can also be observed. 
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Figure 132: Consumption pattern of one use of a washing machine (left) and dishwasher (right). 
  
Figure 133: Consumption patterns of different TVs (left) and laptops (right). 
 
Figure 134: Consumption patterns of a Smartphone and a Tablet. 
A detailed survey was then conducted on this dwelling, estimating the amount of time that each device was 
used during a whole month. This allowed obtaining an estimation of the contributions of the different 
elements of the household for a whole month (see Figure 135).  
 
Figure 135: Disaggregated monthly energy consumption. 
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However, obtaining a disaggregation of the electricity consumption for each hour would require to use a 
smart plug or smart meter for each device of the dwelling simultaneously, which is unfeasible. Another 
option would be to consider the Non-Intrusive Load Monitoring (NILM) technique, which is a process for 
analyzing changes in the voltage and current of the total electricity consumption and deducing which 
appliances are used in the dwelling as well as their individual energy consumption. However, that is out of 
the scope of this work. Therefore, two proposals are going to be presented for cases where it is not possible 
to disaggregate the air-conditioning consumptions. 
B.2 Option 2: disaggregation through temperature and total consumption monitoring 
The second option to discern air-conditioning consumption from that of the other devices in a dwelling is to 
observe the relationship between the indoor temperature and the total electricity consumption. In this way, 
deviations of indoor temperature from the full free-floating values may be identified. Days without these 
temperature deviations may be used to calculate the average household electricity consumptions, since when 
the indoor temperature is similar to the full free-floating temperature it means that there is no air-
conditioning consumption.  
The household electricity consumptions can be inferred by using graphs such as the one presented in Figure 
136. In this case, the average daily electricity consumption in intermediate months without air-conditioning 
is around 4600 Wh. As may be observed, whenever the average daily temperature is below 20 °C, the total 
daily electricity consumption increases. In parallel, the same happens if the average indoor temperature goes 
above 25 °C during summer months. This can also be observed in Figure 137 for a dwelling in a different city 
during the heating season. 
 
 
Figure 136: Example of average daily indoor temperature and total daily electricity consumption of a 
household in Seville, Spain. 
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Figure 137: Example of average daily indoor temperature and total daily electricity consumption of a 
household in Granada, Spain. 
 
B.3 Option 3: estimated disaggregation through a tool for obtaining hourly profiles 
In order to estimate the average hourly electricity consumption patterns in residential buildings, a tool has 
been developed. After studying the available information, annual data and daily profiles of certain 
appliances provided by the projects “EURECO”, “SPAHOUSEC” and “ENCERTICUS” are used. The 
“ENCERTICUS” project is also based on experimental measurements, and thus was used merely to verify 
the consistency of the obtained results. 
The total annual consumptions for cooking, lighting and appliances were obtained from the SPAHOUSEC 
project, discerning between the climatic zones of Northern Atlantic, Continental, Mediterranean and all 
Spain. The types of dwellings could be either flats or detached, and the HVAC energy consumptions are not 
taken into account here. These data come from a large monitoring campaign that was carried out throughout 
Spain. Therefore, they are very representative of the Spanish building stock. In addition, to disaggregate the 
total energy consumptions, information from the EURECO project was used, obtaining average daily 
consumption profiles for each type of appliance. In the case of lighting, the monthly variations were taken 
from the ECODROME project. A summary of the sources of information is shown in Table 23. 
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Project 
Aggregate 
Annual 
Output 
Monthly 
Variations 
Daily profiles 
EURECO - X X 
Lighting 
Clothes-dryer 
Freezer 
TV 
Computer 
SPAHOUSEC X X X 
Cooking 
Clothes-washer 
Dishwasher 
Standby 
Refrigerator 
Oven 
 
ENCERTICUS 
 
X - - 
- 
 
 
ECODROME 
 
- X - 
Lighting 
 
Table 23:  Daily profiles, monthly variation and yearly output provided by several projects on consumption 
patterns in residential buildings. 
A tool was developed for the purpose of automatizing this process. After choosing the type of dwelling, 
climatic zone, month (or annual) and type of cooking, this tool generates an average consumption profile 
with the disaggregation of all the different energy consumptions for each hour: lighting, appliances, standby 
and so on. An example is shown below in Figure 138. 
 
Figure 138: Example of average daily consumption profile. 
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With the purpose of validating the results produced by the tool, the annual average profile obtained in the 
case of a flat in the Mediterranean with non-electrical cooking has been compared to the measurements taken 
in a social housing district in southern Spain. Ten dwellings were monitored during 2017 with Smart Meters 
at 1 hour intervals, and the average daily consumption profiles for each month were obtained. As it can be 
seen in Figure 139, the annual average daily consumption profile generated by the estimation tool is not very 
different from that of the real hourly measurements in this district.  
 
Figure 139: Comparison between measurements and the estimation made by the tool. 
As can be seen in Figure 140 , if we focus on the average daily consumption for each month, the differences 
are also rather small. However, it can be observed that the estimated consumption for the summer months 
and holidays, particularly in August, is much lower than the measurements. After conducting a survey, it 
was concluded that one of the reasons is that the occupants of the district under study stay at home very 
frequently during their holidays. 
 
Figure 140: Comparison between the estimated and the real average daily consumptions of the dwellings 
in the district. 
Although the results of the estimations made by the tool are (to a certain extent) quite accurate when 
comparing the average monthly or annual consumption profiles of a district composed of several buildings, 
this resemblance may not be fulfilled during a specific day, for a specific building. Figure 141 compares the 
profile estimated for the month of April with the electricity consumption measurements of 5 different 
dwellings of the district on the 3rd of April, 2017 (Monday). It can clearly be seen that dwelling 1 is not 
occupied. Also, peaks can be observed at lunch time in dwellings 3, 4 and 5, which have electrical cooking. 
The peak in dwelling 2 is not so pronounced, since they use bottled butane gas for cooking. As is apparent, 
focusing on a specific day shows that the differences between dwellings are significant, and also contrast 
with the profile estimated in the previous section. 
 
 
 
  PROCEDURE FOR THE DISAGGREGATION OF HOUSEHOLD ELECTRICITY CONSUMPTIONS 
 
161 
 
 
Figure 141: Measured hourly consumption of different dwellings on the 3rd of April 2017 and estimated 
profile for April. 
If we look at the consumption of the same dwellings during a whole week (Figure 142), it can be seen that 
the pattern of each household is somewhat similar during the weekdays, and a bit different during the 
weekends. When we focus on the electricity consumption of dwelling 5 (Figure 143) during the weekdays 
(3rd to 7th of April 2017) and repeat the Monday pattern, we can see that the behavior is some days similar 
and some days different. 
 
Figure 142: Hourly consumption of several dwellings during a whole week and comparison with the 
estimated profile for April. 
 
Figure 143: Comparison between the real measurements and the electricity consumption pattern of 
Monday. 
All these results allow us to reach the following conclusion: at district level, the estimation of the average 
electricity consumption profile of its buildings is more accurate, due to the fact that the aggregation of the 
electricity consumptions of households with different patterns of behavior eliminates the differences that are 
observed when focusing on a specific dwelling at hourly intervals. However, it is almost impossible to 
predict the real hourly consumption patterns of a specific dwelling during a specific day. 
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ANNEX C. GENERAL CONCEPTS OF 
DEMAND SIDE MANAGEMENT 
In this annex, general concepts about Demand Side Management will be explained due to its importance in 
this Thesis. This includes the different techniques available, the distinction between DR and DSM, some 
notions about smart buildings, sensors and actuators, the role of the users or the importance of energy 
storage. This information is present in the literature, but in a very uncoordinated way. For that reason, this 
annex aims to summarize the available facts in an understandable manner. 
C.1 General framework 
Since there are different points of view with regards to defining a framework for DSM, we will consider 
different alternatives. According to [66], DSM results in the implementation of four types of components: 
-Energy efficient devices. 
-Additional equipment, systems and controls enabling load shaping. 
-Standard control systems to turn devices on/off. 
-Communication systems between the end-user and an external party. 
On the other hand, [185] depicts the overall system architecture of a DSM system dividing the different 
components in the following way: 
-Smart Home Controller: main component in charge of dynamically managing the loads inside the 
house, prices coming from high level actors and the information collected from the devices in the 
home domain. Its role is played by a home residential gateway. 
-Smart appliances: provide consumption forecasts for each requested program. 
-Smart plugs: power metering and on/off control. 
-Smart meter: collects and provides aggregated metering data. 
Looking at a broader picture, [96] considers the basic components of a DSM framework as: 
-Local generators. 
-Smart devices: able to monitor themselves and remotely controlled. 
-Sensors: temperature, light or power meter sensors. 
-Energy storage systems. 
-Energy management units: exchange information and manage the electric resources. 
-Smart grid domains: distribution, operation, market and service provider. 
 
Figure 144: General architecture of DSM frameworks [186]. 
 
 
 
ANNEX C 
164 
   
With regards to the different types of loads that can be found, the literature review which has been carried 
out revealed different approaches when dealing with the distinction of the various electrical loads present in 
a dwelling. Loads can be categorized in the following way according to [185]: 
-Plannable loads: those for which consumption forecasts are available and it is possible to choose start 
times. Only plannable loads can directly participate to a planning problem. 
-Controllable loads: connected to smart plugs and can be switched on/off. 
-Monitorable loads: connected to smart plugs but cannot be switched on/off. 
-Detectable loads: their consumption can be estimated by calculating the difference between the 
power measures provided by the smart meter and all the smart plugs and appliances. Therefore, 
they are not smart appliances and are not connected to smart plugs. 
C.2 DSM techniques 
There are six categories in the context of DSM, which are considered basic load shaping techniques [65]:  
1. Peak clipping: It is one of the most traditional alternatives and involves the reduction of the system 
peak loads in specific periods. When the utility is not capable of satisfying the demand during peak 
times, this strategy becomes particularly important. Lowering peak demands can help to lower 
service costs by reducing the operation of the most expensive units. 
2. Valley filling: It encompasses building off-peak loads. 
3. Load shifting: Shifting load from peak to off-peak periods without necessarily changing the energy 
consumption. Appropriate loads are moved in time for an economic or environmental benefit. It can 
be considered to have the same effect as the combination of valley filling and peak clipping.  
4. Flexible load curve: Variations of interruptible loads. The users agree to the possibility of their energy 
supply being variably controlled by the utility, reducing or postponing their demand so as to 
achieve operating and fixed costs. 
5. Strategic conservation: Involving a reduction in sales as well as a change in the pattern of use. It 
diminishes the overall demand by increasing the energy efficiency. It does not only reduce the 
demand during peak periods, but also in off-peak periods. Strategic means that these measures as 
intended on purpose, not happening in a natural manner. 
6. Strategic load growth: Increased market share of loads. The utilities encourage users to replace 
inefficient fuel equipment or improve their quality of life and productivity, operating during periods 
of low demand so as to achieve an efficient plant operation. In this way, the average cost of service 
is reduced by dispersing fixed costs.  
 
Figure 145: Basic load shaping techniques [87]. 
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C.3 Demand response vs. Demand Side Management 
As a general rule, DSM measures can be divided into: 
-Energy efficiency: using less power to perform the same tasks. 
-Demand Response. 
-Financial incentives. 
-Behavioral change through education. 
Demand Response, which is a form of Demand Side Management, is frequently used to name programs 
developed to encourage users to adjust their energy demand in response to price signals. DR can be 
performed by using different techniques such as heating/cooling storage, batteries, or switching on/off 
electrical loads automatically. DR programs can be categorized as incentive based, in which the users are 
offered payments when they reduce their loads on a given time period, or price based, in which they reduce 
the loads by responding to economic signals. 
The distinction between DSM and DR is often confusing for many researchers. We should take into account 
that DR is normally measured in kW reduced (although that can lead to kWh reduced), and it enables to 
solve peak-load problems. On the other hand, DSM is measured in kWh (which in turn can also lead to kW 
reduced), encouraging the users to be more efficient enabling carbon mitigation goals or supplying capacity 
for example. Generally speaking, we can say that DR is generally more focused on the short term, and DSM 
in the long term. When certain conditions are met, a combination of DSM and DR actions could be very 
effective. The user would not be forced to choose one program or the other, benefitting from DR programs 
which could be then used to fund long-term DSM programs. Automatic control achieves higher participation 
in DR than manual control [15]. 
The study presented in [187] made a thorough review of existing DR programs around the world, 
demonstrating a highly asymmetrical development between regions and how the USA is leading the 
adoption of DR. Despite the lack of homogeneity, efforts to develop DR programs are pursued globally, 
indicating that utilities are starting to perceive DR as a useful resource instead of a complicating factor. Given 
the available infrastructure, the current barriers are mainly regulatory and economic. 
Demand side economic incentives by using dynamic pricing are another promising way to reduce energy 
costs, but first it is important to understand how the electricity market works. Since electricity cannot be 
economically stored it is subject to short-term capacity constraints. However, demand is highly variable, 
which means that in some cases there will be plenty of capacity and in others the capacity constraint will be 
binding, increasing the incremental costs dramatically. As a result, the electricity price varies constantly. 
Thus, many programs have been implemented in order to give customers economic incentives depending 
on the time that the energy is used. Advanced telecommunication systems and smart meters particularly are 
essential elements of dynamic pricing, making them more feasible today than in the past. Different DSM 
approaches such as load shifting can benefit from dynamic pricing, since being able to move the time of use 
of reschedulable loads may reduce the energy costs. Time-of-use tariffs could also be considered. 
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Figure 146: Example of hourly electricity demand and prices. 
C.4 Smart buildings: current state of the technology 
Buildings are an essential part of the energy system, and their smartness could help the integration of DSM 
approaches. According to [188], it is still unproven and unclear how much building automation could save 
in terms of energy and cost, and there have been no sufficient justifications for the investments. The 
demonstrated energy savings when using smart homes are relatively small, but the potential savings during 
peak times are higher.  
One of the latest trends in our consumerist society is the introduction of domestic automation into our homes, 
also known as home energy management systems, which also play a crucial role in realizing residential DR 
programs in the smart environment [189]. While until recently its complete implementation was regarded 
as unaffordable and only available for high-income customers, it could set the path for the large scale 
deployment of smart devices directed at enabling DSM approaches, even for low-income users.  
From the point of view of Energy Policy, Smart Homes are one of the EU’s priority action areas in its Strategic 
Energy Technology Plan: Create technologies and services for smart homes that provide smart solutions to energy 
consumers [190]. Due to this, Smart Homes are seen as an integral part of a future energy system, since they 
help to reduce the overall demand as well as alleviate supply constraints during periods of peak load [190]. 
The Smart Home is seen as an important technological solution in delivering an affordable low-carbon 
energy transition, with associated benefits for households, utilities and policymakers [191]. The objectives of 
households which intend to save energy and money align with the efforts of the utilities to improve energy 
system management and those of policymakers which pursue emission reduction and a secure and reliable 
energy supply. The uptake of Smart Homes will lead to an increase in the amount of measured data 
available, providing unparalleled insights into how our homes perform [192]. 
Traditionally, smart home systems have been sold as a whole and the consumer has to rely on the same seller 
for the hardware, communications protocol, central hub and user interface. Each platform has essentially its 
own language, which is capable to interact with the connected devices and give them instructions. This 
situation is parallel to the one of the market of computation about thirty years ago. There were several 
important computer companies such as IBM, Digital Equipment Corporation, Hewlett Packard and so on. 
Each of these companies had its own operating system and its own communication protocol (Token-Ring, 
Decnet, etc.). In practice a company could only use computers of the same company (captive market), which 
made the communication between computers of different companies very arduous. This situation changed 
dramatically when the main computer companies decided to use open-source communication protocols 
(Ethernet and TCP-IP) and operating systems (UNIX and its many variants). These changes led to the current 
situation, which is very different from that of thirty years ago. 
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Currently, there are open-source software systems for Smart Home devices which can be used with 
proprietary hardware. This may be considered as a first step in the way to open the market of Smart Homes. 
These smart devices can be controlled remotely by using a computer, smartphone or tablet in such a way 
that: 
1. The possibilities are endless: from turning a device on or off, to scheduling a washing machine or 
controlling the temperature at home.  
2. The overall or disaggregated consumption could be knowable. This would facilitate the 
implementation of DSM approaches, since understanding the load profile together with being able 
to shift the loads, controlling shading (and therefore solar gains) or controlling the set-point 
temperatures make it possible.  
3. Smart Home implementation can therefore optimize energy usage and save a significant amount of 
energy, guaranteeing the comfort of the occupants. However, it should be mentioned that the 
energy consumption of some appliances (such as laptops, fridges or irons) cannot be reduced by 
using smart systems, since they would consume the same energy with or without it. 
 
Figure 147: Example of a Smart Home and its sensors [193]. 
There are many different applications of smart devices for control and automation, some of them not quite 
useful for DSM implementation, but others of paramount importance. The ones which are going to be 
mentioned here can be equipped with Wi-Fi or Bluetooth connectivity, allowing their control through 
computers, tablets or mobile apps. They are commercially available, although their prices may be (still) 
significantly high. Individual splits are very frequent in households compared to centrally controlled 
systems, especially in Spain. They are starting to be sold with Wi-Fi by some manufacturers, but the prices 
are comparably high and therefore unaffordable for most users. 
A Smart Home comprises a variety of systems and appliances with a main control, including sensors, 
appliances and smart devices: 
1. Central hub or gateway: it allows the control of the whole system through a user interface. 
2. Shading controls: blinds or shutters can be remotely controlled so as to harness the energy of the sun 
or prevent rooms from getting too hot. 
3. Lighting: lights triggered by motion sensors, dimmed lighting, remote control. 
4. Air-conditioning: smart thermostats are capable of controlling and maintaining room temperatures 
by turning on or off many types of air-conditioning systems. 
5. Ventilation control. 
6. Smart appliances: washing machines, fridges, freezers, dryers, dishwashers and so on. 
7. Smart meters: they monitor the consumption and report that information remotely. 
8. Smart plugs: able to monitor the consumption of the devices connected to them as well as turn them 
on or off remotely. 
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9. Alarm systems: home security systems which make it possible to check remotely when motion 
sensors are activated. 
10. Others: locks, doors, humidifiers, smoke detectors, irrigation systems, multimedia, cameras, 
swimming pools control, bells, air purifiers, audio devices and so on. 
Home automation has evolved into more than a connection between autonomous devices: it has evolved 
towards systems and processes that are becoming more intelligent and capable of communicating with 
people [194]. However, the impact of Smart Home systems depends on how developers, manufacturers and 
retailers design and market them (and also on how the users utilize them), but once they are adopted their 
impact is not easy to evaluate [190]. In addition, improving the performance of a building through building 
automation requires adequate measurements and justification of the economic gains that could be offered 
before its realization, which might differ depending on the user behavior. The study presented in [188] 
suggests that results from observations and product research for residential homes indicates that the 
investment cost of building automation ranges from 500 to 2000 Euros, depending on the building type. 
C.5 Smart meters 
Smart meters are the new generation of gas and electricity meters. In the case of Spain, electricity meters 
started to be installed in 2010 and they are expected to be implemented in every household by 2019. They 
are devices that record the electricity consumption usually in intervals of one hour, and communicate the 
information to the utility. The implementation of smart meters means the replacement of traditional meters 
which still use technology created many years ago. This means that dwellings will no longer have to rely on 
reading the meters manually or paying estimated energy bills. 
 
Figure 148: Smart meters implementation. Source: Endesa. 
There are several benefits to smart meters: 
-Hourly data: The energy consumption can be monitored online by the user, thus increasing the 
understanding of the household energy use and the direct impact of different habits and lifestyles.  
-Faster to fix problems in case of failure. 
-Estimated readings are no longer necessary. 
-New energy tariffs: By being able to know the energy consumption each hour, it is possible to 
establish different tariffs depending on the time of day. 
-Energy saving possibilities: Electricity suppliers may use the data collected to create cheaper prices 
for off-peak use and optimal time-of-use tariffs. The users can also know the energy prices 
beforehand and schedule their energy consumption in consequence. In the case of Spain, the hourly 
electricity prices are available at 20:15h the day before.  
The new data streams coming from electricity and gas measurements made by smart meters will also lead 
to several innovations in the building retrofit process [192] such as: 
-Improved identification of the households which would gain the most through retrofit measures. 
-Improved predictions of the energy savings by using consumption data, to infer heating/cooling 
practices (a home constantly heated is likely to have greater savings than one which is rarely heated). 
-Quality assurance checks of retrofit works through pre and post-installation comparisons of energy 
consumption data. 
 
 
 
  GENERAL CONCEPTS OF DEMAND SIDE MANAGEMENT 
 
169 
 
C.6 Sensors and actuators 
Smart gateways are often needed in smart buildings. Sensors can communicate directly with the gateway, 
measuring environmental parameters such as temperature, humidity, light or motion. These systems can 
incorporate algorithms controlled by the gateway which allows the control through on-site or remote 
interfaces (such as PCs, tablets or smartphones). They are usually wireless, using standardized 
communication protocols. Rules can be defined for automation (for example turning on a light when the 
main door opens or presence is detected). The data are measured by sensors at regular intervals or when an 
event occurs, and can be saved in cloud servers so as to provide historic data when needed. The individual 
appliance data streams coming from smart plugs can also be used to make better predictions of saving 
potentials, thanks to the understanding of detailed electricity consumption of each device, frequency of use, 
etc. 
The most important sensors and actuators which can be implemented into a smart home are: 
1. Temperature and humidity sensors: able to provide data at regular intervals. 
2. Motion sensors: able to detect when a home/room is occupied and save the data when an event 
occurs. 
3. Door/window sensors: able to detect when a door or window opens/closes. 
4. Smart plugs: capable of measuring the consumption of the appliances connected to them as well as 
turning them on or off at any desired time. The data obtained can be then sent to the local 
controller or a cloud server. 
5. Smart thermostats: set-point temperatures can be adjusted depending on the measurements of other 
sensors and the algorithms used by the smart gateway. They enable an automatic control for 
heating and cooling, and have increased noticeably their market share in recent years. 
6. Motorized blinds or shutters: they can automatically open or close when certain conditions are met. 
 
Figure 149: From left to right: temperature and humidity sensor, motion sensor, door/window sensor. 
C.7 Communication Networks 
In the past, the infrastructure needed for distributed sensing and monitoring was significant. However, in 
the last few years the vast majority of buildings have been retrofitted with Wi-Fi capability, which permits 
the communication of the devices between themselves and also back to internet based servers [63]. 
Advancements in communication networks and sensors have consequently smoothed the path for 
researchers to use their capabilities in their fields of interest [195]. These low-cost wireless sensors could 
mean cost-effective mechanisms for energy management systems.  
A Home-Area Network is operated within a small boundary such as a house, and enables the connection 
and sharing of resources of in-home digital devices such as smart appliances, mobile phones, tablets, 
computers, sensors, actuators, smart plugs, smart thermostats or security systems within a common 
network. The modem provides wired LAN ports or wireless connectivity to host users. This may extend the 
scope of the utilities beyond the smart meters, enabling demand response and energy efficiency programs. 
Smart devices can be connected in a HAN with either wired or wireless communication technologies such 
as Wi-Fi, ZigBee, Z-Wave, Ethernet, KNX, etc. [189]. Many applications of wireless communications have 
been developed and investigated on various studies such as electronics, buildings electrical safety and 
energy management and conservation [195].  
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Figure 150: Example of Area Network boundaries. Source: Fusion Energy Consortium. 
On the other hand, there have been significand advances in power management of the devices, and it is 
possible now to have a temperature sensor which reports to the internet every 2 minutes for two years just 
using AA batteries [63]. Such low energy devices make it possible to implement DSM approaches. Wireless 
sensors have the advantage of an easy implementation, since they do not need a wired installation and 
therefore can be installed without restrictions. With the market penetration of mobile communications, 
command and control of heating and cooling systems in commercial and domestic buildings is becoming a 
viable and cost-effective option, particularly in the existing building stock [63]. What is needed, is the system 
and processes to link mobile devices to a smart command and control system which can manage the 
appliances, thus achieving energy savings which are shown to the consumer. It must also be said that, as a 
by-product, the environment of home automation may generate an enormous amount of data, which 
contributes to relatively new research fields such as the Internet of Things (IoT), Big Data and others [194]. 
The consequences of this research are relatively unexplored, but it seems evident that it may help to obtain 
a detailed account on the global behavior of a population from the energy consumption point of view. 
C.8 Smart homes as a means to improve the assessment of energy saving measures 
Demand reduction in buildings is one of the clearest paths towards achieving emission savings at a large 
scale, and it has traditionally been accomplished through the refurbishment of the thermal envelope of the 
buildings. This includes an increase on the insulation of roofs, walls and floors, changing the glazing or 
improving the efficiency of the air-conditioning equipment. Refurbishment can provide long-term savings, 
but it involves high investment costs. In addition, accurate estimates of the potential savings which can be 
expected are, more often than not, unavailable. Therefore, providing this information is a very promising 
challenge. 
This has been considered by some studies such as [192], which explores the potential of smart home 
monitoring technologies (with room temperatures, occupancy and real consumption data) to estimate the 
energy savings available from retrofitting, since using Smart Home data streams can improve our 
understanding of the real building performance and help to identify more clearly the strategies so as to 
reduce the energy demand.  
In addition, the temperature data streams can provide information of the heat loss of a building by observing 
the rate of decrease of room temperatures when the heating system is switched off. The authors of [192] 
suggest that this information should lead to greater uptake of retrofit alternatives, since by better 
understanding the fabric and ventilation characteristics of a building, improved predictions of the retrofit 
effects can be made. Moreover, [196] claims that observing the rapid rate at which a room heats may indicate 
that the heating system is functioning efficiently, and in contrast that the rate at which the heat is lost may 
indicate whether it is sufficiently insulated or not. 
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C.9 The role of users 
Substantial savings can be obtained by investing in equipment and infrastructure in the residential sector, 
but the behavior of the end-users is of paramount importance. This behavior can be influenced by smart 
metering, consumption feedback systems and awareness campaigns [197]. The energy used can represent a 
significant proportion of household budgets, but consumers are often lacking a clear understanding on how 
to reduce their energy demand [192]. The energy use in homes is complex, with a mixture of different fuels 
(electricity, Liquid Petroleum Gas or Natural gas for instance) which provide various services (air-
conditioning, lighting, cooking, communications…). The current energy system in which energy is mostly 
centrally generated on the one hand, and is consumed by individual users on the other, offers a framework 
in which users can play a major role so as to produce considerable energy savings. In this context, we can 
safely say that the popular proverb “knowledge is power” is of particular significance. For this reason, 
personalized, tailored and real-time information and feedback on energy use and tariffs by using smart 
meters and In-Home Displays may help to “make energy visible” [191]. 
The study presented in [198] offers a very comprehensive analysis of information-based energy conservation 
experiments conducted until 2012, quantifying the  energy savings from strategies such as energy saving tips 
or conducting home audits. Comparing individuals to the average energy used could be more effective than 
other strategies at reducing energy usage. On average, they claim that individuals in the experiments 
reduced their electricity consumption by 7.4 %. In [199] we can see a useful insight of the role that in-home 
feedback displays can play to help households understand patterns of behavior and the relative impacts of 
the different appliances and equipment. The common impact factors leading from occupant behavior to 
energy consumption have been identified by [200] as shown in Figure 151. 
 
Figure 151: Common impact factors leading from occupant behavior to energy consumption [200]. 
The effects of various direct feedback systems on consumer behavior have been researched for some time, 
and they have consistently demonstrated that direct feedback motivates energy savings which range up to 
20 % [201]. Policy makers should consider the high impact of information programs, which are relatively 
low-cost and can produce many savings. This feedback is proving to be a critical first step in engaging and 
empowering consumers to manage their energy resources. However, some types of feedback appear to be 
more effective than others [202], since past studies suggest that daily/weekly and real-time feedback generate 
the highest savings per household. Figure 152 shows the average savings of a household depending on the 
feedback type, obtained by the previously mentioned work based on 36 studies implemented between 1995 
and 2010. 
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Figure 152: Average household electricity savings by feedback type [202]. 
Another type of feedback on energy savings are real-time appliance-level energy consumption data, which 
have the potential to empower consumers to effectively manage their household energy consumption and 
encourage conservation [203]. Many studies have investigated the influence of real-time information on the 
energy use of households, which is considered to be more effective than traditional monthly reports. Some 
of them investigate this by using in-home displays for example, which give information about the costs and 
electricity usage. However, none of them explain why real-time information affects the energy consumption. 
The causal mechanisms are therefore explored in [204]. In this study, the authors conclude after doing some 
experiments that those who receive real-time information reduce their energy consumption, but the effect 
diminishes over time. This conclusion is also reached by [191]. This fact suggests that energy conservation 
policies that target learning might be more cost-effective than installing in-home devices.  
Additionally, the study presented by [201] establishes that consumers who actively use an in-home display 
can reduce their electricity consumption by at least 7% on average. The study presented by  [200] 
demonstrates that in-home displays could lead to around 9.1 % reduction in monthly electricity consumption 
and about 11% cut off in monthly electricity bills. The study shown in [197], which focuses on low-income 
households, shows electricity savings between 22% and 27% when individualized awareness campaigns and 
consumption feedback are introduced in the households. On the other hand, [205] suggests that despite all 
the efforts, the implementation of useful feedback is lagging way behind knowledge since it is usually not 
driven by scientific findings but by political interest or incentives. 
C.10 The role of energy storage and renewable energy on DSM approaches 
By nature, renewable energy sources are intermittent, causing problems of grid stability. For this reason, 
there are some limitations on the amount of renewable energy which can be fed into the electricity grid. 
Generally, renewable energy production is governed by environmental conditions, not being able to respond 
to changes in demand. However, controlling reschedulable loads could be an effective strategy, mitigating 
the fluctuations introduced by renewable energy production. In this case, it is the demand which responds 
to changes in generation and not the other way around. That is the basis of demand response.  
Thermal Energy Storage (TES) systems are usually used to integrate renewable energies, but they can also 
be used for load shifting, reducing the energy costs and becoming a powerful DSM tool, especially in 
presence of renewable energies [66]. DSM often works best when there is storage available for the user, either 
inside the building or storing the energy in tanks [63]. A TES system can store energy by heating, cooling, 
melting, solidifying or vaporizing a material, using different substances depending on the required storage 
capacity, temperatures or the economic feasibility. Energy storage is usually characterized through the 
power capacity (allowing to respond to mismatches of higher magnitudes) and the size of the energy storage 
(responding to shorter/longer mismatches). Storage can also help to flatten the customer’s load profile. 
Therefore, effective TES can potentially impact several categories of DSM, including peak load shifting, 
valley filling and strategic conservation [88]. 
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Figure 153: Integration of storage and Demand Side Management. Source: Energy Storage Association, 
2012. 
Another way in which DSM can be beneficial is by relying on the inherent properties of buildings, for 
example by changing the temperature thanks to their thermal mass or disengaging heating or cooling for 
short periods. Literature shows that the DSM potential is in this case a function of the available thermal mass 
and the geometry of the building [92]. However, the use of the thermal mass only enables short-term storage. 
The DSM potential is higher for massive buildings compared to lightweight buildings, and it could be 
expected that the efficiency of the structural energy storage is higher for well insulated buildings [92].  
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ANNEX D. IMPROVEMENT MEASURES 
CONSIDERED IN THIS THESIS 
The present annex focuses on justifying the consideration of some of the improvement measures that were 
examined in this Thesis, since improving the thermal performance of a district or diminishing the energy 
costs through automation requires a previous study of the feasibility of the systems that may be 
implemented. The reductions of the energy demands in buildings have been traditionally addressed in 
multiple ways. The author of this Thesis considers that some of the most interesting approaches are 
preconditioning, solar control and night ventilation, which is why they will be analyzed and explained in 
detail in this annex. In the past, solar control and ventilation approaches were only viewed as traditional 
energy efficiency strategies, but they will be considered here within a DSM framework since they are capable 
of indirectly changing load shapes by reducing the consumptions or altering the times of use. In this annex, 
basic concepts about these strategies will be explained, along with a review of some of the alternatives that 
are usually implemented. Then, a case study will be considered to evaluate their energy and economic 
feasibility. 
D.1 Structural thermal energy storage: preheating/precooling strategies 
Buildings have a thermal mass that provides inertia, taking some time to heat up or cool down. Like other 
technologies to store energy, this inherent property can be used to store energy at peak periods and preheat 
or precool the building, but is available at no additional investment cost. Given the right control system, an 
electric heater or electric Heat Pump could be used flexibly depending on the grid conditions, without 
significantly compromising the thermal comfort of the occupants and contributing to the reduction of peak 
loads. Thanks to the thermal inertia, electricity and thermal demand can be partially decoupled through 
flexible HVAC operation while maintaining thermal comfort. During hours of no occupancy this strategy 
has an even higher impact, since it allows to relax the comfort constraints. 
If the electricity market conditions are favorable, heat could be produced by the HVAC systems to preheat 
or even overheat the buildings, storing energy in the building thermal mass or in storage tanks. This of course 
depends on the availability of pricing programs which allow time-of-use tariffs. In these tariffs, the prices are 
set in advance and vary throughout the day. They are higher in peak periods and lower in off-peak periods. 
Conversely, in dynamic or Real-Time Pricing the prices are usually notified to the users on a day-ahead or 
hour-ahead basis. A dynamic electricity market is already available in many countries for large consumers, 
and it is being extended to residential customers, which increasingly generate their own renewable energy 
and become prosumers.  
Activating the structural thermal energy storage demands for active control of the indoor temperature and 
increases the total energy used [92], since the utilization of structural storage might result in increased 
transmission and ventilation losses. The building could be preheated and its storage capacity activated by 
increasing the indoor temperature set-point when the price of the electricity is low. Alternatively, the set-
point could be lowered with high electricity prices, releasing the stored energy and thus reducing the 
electricity demand. Building mass can be used for either an active (under floor heating) or a passive thermal 
storage system [66]. The study presented by [92] evaluated a floor heating system and low temperature 
radiators for their potential to activate the thermal mass of the building. It concluded that the floor heating 
system showed better peak shaving potential since it was able to activate the thermal mass directly, unlike 
the radiators which tended to heat mostly the indoor air. 
Simulation and experimental results show that a Model Predictive Control strategy that considers both the 
structural storage capacity and the active thermal storage may result in considerable savings while 
maintaining comfort, mainly due to the free cooling potential (e.g., through night ventilation), a higher 
contribution of solar and internal gains for passive heating and the price differences between peak and off-
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peak periods [92]. Nevertheless, it should be noted that thermal comfort plays an important role in pre-
heating/pre-cooling strategies, since it limits the allowable temperature fluctuations. It can be introduced into 
cost functions in order to optimize the calculation of the temperature set-points, but specifying the cost of 
comfort violations has proven difficult due to its subjective nature. For this reason, thermal comfort 
standards are often considered.  
A promising technology to activate the thermal storage mass in buildings is the Thermally Activated 
Building Systems (TABS), which includes pipes or ducts embedded in the building surfaces to work as heat 
exchangers, providing heating or cooling and storing heat in the thermal mass [206]. TABS help to activate 
the thermal mass of the building, allowing load shifting strategies. By making use of dynamic pricing 
strategies there might be significant cost savings, but overheating the building above its normal set-point 
temperature results in energy losses, therefore increasing the energy consumption.  
Among the different technologies available to carry out DR strategies, heat pumps play a vital role. 
According to [207], there are three main categories of applications using heat pumps in a smart grid context: 
stable and economic operation of grids, integration of renewable energy systems and operation under 
variable electricity prices. Changing residential space heating from the use of gas boilers towards heat pumps 
is also recognized as a method to reduce emissions and increase the energy efficiency [110]. Heat pumps 
might be effective in balancing the electricity supply and demand when combined with the thermal inertia 
of buildings, contributing as well to the integration of renewable energies. They could therefore be employed 
to make use of dynamic pricing or the advantages offered by Frequency Restoration Reserve markets as a 
means to induce users to generate or absorb electricity depending on the grid imbalance, obtaining economic 
benefits in the process. Last of all, it should be mentioned that the main benefit of preconditioning 
approaches is that the capital costs needed for their implementation are minimum, and in some cases even 
non-existent. 
D.2 Solar shading control strategies 
Solar-control systems are beneficial if the artificial lighting and cooling energy consumptions want to be 
reduced, but they have to be realistically assessed when they want to be implemented in buildings. Their 
main function is to intercept the sun’s rays before reaching the building in cooling periods and permitting 
the wanted solar gains in heating periods. A very interesting review and state of the art of advanced solar 
control devices for buildings is presented in [208]. Figure 154 summarizes in a very clear way the different 
design parameters for solar-control systems, including the different technologies available. 
 
Figure 154: Design parameters for solar-control systems [208]. 
 
It has already been proven that controlled shading devices on windows have a major effect on the energy 
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consumption due to solar heat gains, heat transmission and infiltration [209]. The solar gains of a building 
mostly depend on the following aspects: 
 -Orientation of the glazed areas. 
 -Size of the glazed areas. 
-Shading losses due to surrounding buildings, trees and shadows produced by the own building. 
-Transmittance of the thermal envelope of the building. 
-Solar heat gain coefficient (SHGC): fraction of the solar radiation which enters a building through 
a window compared to the total radiation that the window receives. Apart from SHGC, several 
names are used for it: solar factor, g-value, or Total Solar Energy Transmittance (TSET). 
-Use of the solar control systems. 
Solar gains are unwanted during the cooling season, and desired whenever the building is in heating mode. 
Therefore, the solar heat gain coefficient is of great importance to achieve energy savings in buildings. In fact, 
the study presented by [210] indicates that automatic control of shadings used in conjunction with 
controllable lighting systems can produce substantial reductions of energy demand for cooling and lighting. 
As a new tendency in the building sector, shading devices can potentially be replaced by building integrated 
solar thermal shading systems, which are small-sized solar thermal collectors for heat generation, solar gain 
reduction and glare protection [211]. 
The review of 109 papers on the use of shading devices in buildings included in [212] includes the following 
findings: 
-The number of papers on shading devices has increased dramatically in the recent years. This 
reveals the importance of shading control systems on the energy consumption of a building. 
-Using simulation programs to solve the complex relationships between climate, occupancy, energy-
efficiency issues and design characteristics is a strong way of coping with these problems. 
-Office buildings are the most selected case studies. 
-Venetian blinds are the most commonly studied shading devices. 
D.2.1. Dynamic shading 
Dynamic shading is commonly suggested  as a means of reducing overheating while at the same time letting 
daylight and solar irradiation in when needed, without compromising thermal comfort [213]. The 
implementation of this measure is interesting in buildings with shading elements and a high percentage of 
glazing in east, west and south orientations. The goal during heating periods is to improve the solar gains 
through the glazed areas with an important solar radiation potential. On the other hand, during cooling 
periods the goal is to reduce the solar radiation penetrating on the building through the glazing, which may 
be the most important component of the cooling demand. In southern orientations using horizontal laths are 
more convenient, whereas in west and east orientations vertical laths are preferable. Shading elements also 
contribute to the reduction of the infiltrations since they act as an additional layer against wind. 
Various shading control algorithms have been used in the existing literature: based on incident solar 
radiation, internal temperatures and others [214]. An experimental and analytic study was performed by 
[215] in order to compare different external solar screens, with a dynamic analysis of the energy 
performances. Also, [216] presents a field study to investigate occupant interactions with motorized shading 
systems. With regards to the role of the users in dynamic shading, it should be mentioned that manual 
control should be avoided because users of buildings tend to leave the blinds either open or closed regardless 
of what is optimal for the cooling or heating needs [217]. 
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Figure 155: Example of control of automatic shading devices [218]. 
Globally, the results obtained in [219] show that movable solar shades used for south-facing windows 
reduced the energy demand by almost 31%, improving the thermal comfort. In that study, using motorized 
blinds with a smart controller produced energy savings reaching up to 20% for cooling and 50% for lighting 
in comparison to static systems. On the other hand, [209] show maximum energy savings of 14.9 % in June, 
and an average of 9.8% annually by using movable exterior window shading for a building in a tropical 
climate. [209] suggests that movable shadings do not have much impact on North, East and West orientation, 
so they should only be applied to southern windows. 
Strategies for shading of an external mobile screen based on both internal temperature and solar irradiation 
thresholds are said to be more efficient than strategies based on solar irradiation or internal temperature 
alone [220]. However, a distinction should be made between external and internal shading. [219] claims that 
external shading has a better performance at reducing heat gains than internal windows coverings, since the 
solar radiation absorbed by internal ones will finally increase indoor heat gains. However, due to relatively 
high initial costs external solar shading receives less research focus, although this fact strongly depends on 
the country considered.  
D.3 Night ventilation strategies 
The forecasted climate change will not only produce an increase on the cooling demand of buildings, but 
also indoor conditions that are less healthy for the occupants, particularly in urban areas. For this reason, 
ventilation strategies which focus for example on the exploitation of the free cooling potential are also of 
paramount importance. 
If the outdoor air temperature at night is low enough, natural or mechanical ventilation can be used to cool 
the exposed thermal mass of a building. By doing this, a heat sink is provided for the following day, ensuring 
thermal comfort by limiting the overheating hours. This advantage has already been widely studied, and 
night ventilation appears to be one of the most promising passive cooling techniques [221]. For these reasons, 
free cooling by enhanced night-time ventilation could be an efficient technique so as to decrease the cooling 
demand of buildings. 
 
Figure 156: Night cooling technique. Source: Illinois Institute of Technology. 
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This measure can be applied when the following conditions are given: 
 -The zone has a cooling demand. 
-The exterior air has certain temperature-humidity conditions which allow to satisfy totally or 
partially the cooling demand. 
 -Its application extends to constant or variable flow systems. 
In order to use free-cooling with an existing air treatment unit, the following elements are required: 
 -The installation of an air return fan. 
 -The addition of an air damper. 
 -The automation of the outside, return and exhaust air dampers. 
 -A possible increment of the air intake section and its channeling from the Air Treatment Unit. 
The efficiency of night ventilation is strongly related to the difference between the indoor and outdoor 
temperatures at night, the air flow rate and the thermal capacity of the building [222]. On the other hand, 
weather-predicted controlling seems to be most effective [223]. Despite the simplicity of the concept, the 
effectiveness of night-time cooling is affected by many parameters, which makes predictions uncertain [224]. 
Most studies conclude that night ventilation in free floating buildings may decrease the next day peak indoor 
temperature up to 3K [221]. In air-conditioned buildings, a considerable reduction of the cooling peaks may 
be expected. 
D.4 Example of DSM implementation 
In this section, we propose a DSM implementation with sensors and actuators, including dynamic shading 
and ventilation strategies. The proposal is to follow algorithms composed of a set of “IF-THEN” rules, which 
determine how to react if any change of the parameters that are measured by the sensors occur, such as 
inside or outside temperature, presence and so on. A set of rules will be therefore designed and embedded 
into an intelligent algorithm. 
D.4.1. Description of the case study 
A household located in a social housing district in Seville (Spain) built in 1983 will be used as a case study, 
following the procedure to obtain the energy baselines explained in Chapter 4. A monitoring campaign 
allowed to measure the indoor temperatures and the total electricity consumption of the household through 
temperature sensors and a smart meter during the whole year 2017. The measured temperatures motivated 
a study on the implementation of solar shading and night ventilation strategies, which might be able to 
improve the thermal comfort of the occupants who have to withstand temperatures up to 33 °C inside the 
dwelling. 
 
Figure 157: Model of the dwelling and surrounding buildings. 
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Figure 158: Measured temperature of the household, July 2017. 
The following sections will synthesize the results of the measures that will be evaluated by applying the 
energy baselines. 
D.4.2. Solar control strategies 
Solar control systems reduce the cooling energy consumption of buildings by decreasing solar gains. Several 
strategies have been simulated to evaluate the potential comfort improvement (with no air-conditioning 
system) and energy savings (standard user) that may be achieved. 
 Standard solar control (SC_ST): no DSM. Blinds are lowered up to 30 % during summer. 
 Presence solar control (SC_PRES): blinds are lowered if there is no occupancy.  
 Presence solar control with lighting consideration (SC_PRES_LIGHT): blinds are lowered if there is 
no occupancy, and if there is occupancy the blinds are lowered up to 10% (for natural lighting). 
The last two strategies would require the installation of a gateway, a motion sensor, and an actuator in each 
blind of the household. 
 
Figure 159: Results of cooling demand reduction for the analyzed solar control strategies. 
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Figure 160: Results of excess degree-hours reduction for the analyzed solar control strategies 
As it can be seen, the studied measures are able to achieve high cooling demand reductions up to 40 %, as 
well as an improvement of the thermal comfort of the occupants if no air-conditioning systems were used. 
D.4.3. Night ventilation strategies 
Free cooling by enhanced night-time ventilation is also an efficient technique to decrease cooling demands, 
especially when integrated with sensors. The air flow-rates during the night in summer could be modified 
depending on the outdoor air conditions, requiring the installation of temperature sensors which could add 
intelligence to the system so as to determine when to activate the systems.  
The secondary baseline allows analyzing different night ventilation strategies, as mentioned in Chapter 4. 
The following figures show an example of its effect both in free-floating and when considering a standard 
user (with air-conditioning). 
 
Figure 161: Example of baseline in summer with and without night ventilation. Free-floating mode. 
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Figure 162: Example of the evolution of the indoor temperature and consumption with and without night 
ventilation. 6th to 10th of July. Standard climate and user. 
The strategies that have been analyzed are: 
 Night ventilation during 8 hours with 4 Air Changes per Hour (ACH). 
 8 ACH during the night only if the oudoor temperature is below 25˚C.  
 12 ACH during the night only if the oudoor temperature is below 25˚C.  
These last two strategies would need the installation of a temperature sensor and a control system. 
 
Figure 163: Results of cooling demand reduction for the analyzed solar control strategies. 
 
Figure 164: Results of excess degree-hours reduction for the analyzed solar control strategies. 
The proposed night ventilation strategies are also able to reduce the cooling demands up to 25 %, as well as 
improve noticeably the indoor conditions if no air-conditioning systems were used. 
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D.4.4. Evaluating the economics 
Once the results of energy demands were obtained for the evaluated solar control and night ventilation 
approaches, it is necessary to evaluate the investments needed for their implementation. Without this 
assessment, it would not be possible to quantify their feasibility in a proper way, since high investments 
could be done for systems with minimum savings. The following table shows the estimated investments that 
would be necessary for each of the analyzed strategies. These investments were estimated by searching 
information published by many manufacturers of the needed devices, including the gateway, temperature 
sensors, motion sensors and other devices that would be needed for the implementation of the strategies. 
Strategy Total investment [€] Annual savings [€/year] 
VENT_NOCT_DSM4 0 € 0.0 
VENT_NOCT_DSM8 503 € 18.4 
VENT_NOCT_DSM12 503 € 28.0 
SC_ST 0 € 0.0 
SC_PRES 1,860 € 30.1 
SC_PRES_LIGHT 1,860 € 39.2 
Table 24: Total costs and annual savings of the strategies that were evaluated. 
As is apparent, the energy savings linked to the approaches that were evaluated are not enough to obtain 
acceptable repayment periods, since the necessary investments are quite high. In the case of the solar control 
strategies, this conclusion is even more evident. The reason is that the necessary actuators of the windows 
and the communication system with the gateway still have high costs. One possible and more affordable 
solution in the future will be the substitution of the windows for others which already have integrated 
temperature, motion and luminosity sensors. 
D.4.5. Conclusions 
The results have revealed the great potential of the proposed strategies in order to improve the thermal 
comfort of buildings, as well as the energy and economic savings that may be achieved. Solar control and 
night ventilation strategies are interesting solutions when cooling buildings (with savings around 30%), and 
this annex combined them with sensors and actuators which until recently were traditionally used only in 
smart homes.  However, the high costs of the needed devices (especially for solar shading systems) do not 
allow yet to obtain high economic profits. 
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ANNEX E. JOURNAL PUBLICATIONS  
This annex includes a summary of the journal publications made by the author of this Thesis, as well as the 
front page of the published manuscripts. 
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E.1 Analysis of the economic feasibility and reduction of a building’s energy consumption and emissions 
when integrating hybrid solar thermal/PV/ micro-CHP systems 
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E.2 Assessment of the photovoltaic potential at urban level based on 3D city models: A case study and new 
methodological approach 
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E.3 Setting intelligent city tiling strategies for urban shading simulations 
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E.4 New 3D model based urban energy simulation for climate protection concepts 
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